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INTRODUCTION 
OVERVIEW  
When most individuals think of hurricanes, they think of the southern states and their exposure to the 
tropics. In reality, hurricanes pose a very serious threat to northern states, especially New York. The 
effects of a major storm in the five boroughs of New York City (Manhattan, Brooklyn, Queens, Staten 
Island and the Bronx) and Nassau, Suffolk and Westchester Counties could be catastrophic.  

 
The study area faces distinct challenges due to the variety of vulnerable populations that must be 
considered in the evacuation process. Coastal areas face significant storm surge inundation potential, 
and many residents are located in low‐lying areas that are vulnerable to flooding. The five boroughs are 
also faced with low auto ownership, making mass transportation a critical component in evacuations. In 
addition, the study area has an abundance of hotel/motels, which accommodate a large tourist and 
visiting business population year round. The virtual lack of any real hurricane experience means the area 
faces major obstacles in getting the various population groups to take the threat seriously.  
 
The five New York boroughs must be prepared to evacuate highly vulnerable populations on critical 
routes, often concurrently with evacuees from neighboring counties such as Nassau, Suffolk and 
Westchester. During a hurricane evacuation, a large number of vehicles will have to be moved across the 
local and regional road network. The quantity of evacuating vehicles will vary depending upon the 
magnitude of the hurricane, publicity and warnings provided about the storm and particular behavioral 
response characteristics of the vulnerable population. In the event of an evacuation, the entry of vehicles 
onto the road network typically depends on the response of evacuees to an evacuation order or storm 
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 advisory. Conversely, vehicles exit the roadway network depending on both the planned destinations of 
evacuees and the availability of acceptable destinations such as public shelters, hotel/motel units and 
the homes of friends or relatives in non‐surge prone areas. The speed at which vehicles on the road 
network can travel from origin to destination is dependent upon the rate of traffic loading on specific 
roadway segments and the ability of those segments to handle a particular volume of vehicles each hour. 
In an area like this, the level of ambient background traffic plays a significant role in the efficiency of the 
evacuation routes. In order to produce accurate clearance times, the analysis of the study area must 
account for the impacts of evacuation traffic generated by neighboring counties using roadways within 
the study area. This chapter documents the basic inputs and findings of the study analysis. 
 

ANALYSIS OBJECTIVES AND SCOPE 
Recognizing the importance of accurate clearance times, the tasks necessary to updating the area’s 
hurricane evacuation clearance times were performed. The major objective of this study was to compile 
the findings from the updated transportation analysis studies for the study area to include the following: 
 

1.  Recently revised evacuation zones and plans developed by the City, Nassau, Suffolk and 
Westchester Counties for transportation modeling and clearance time calculations. 

2.  Potential evacuation population for each scenario using socioeconomic and behavioral data 
developed in conjunction with the New York City Office of Emergency Management (NYCOEM), 
Nassau, Suffolk, and Westchester County emergency management and State personnel. 

3.   Existing evacuation roadway network, recognizing any recent construction that may have 
improved some of the roads. 

4.  Hurricane evacuation clearance times. 
5.   Regional evacuation traffic that is expected to cross county lines and move inland.  
6.   Local and regional bottlenecks/critical roadway segments.  
7.   Zone and road network graphics in an ArcInfo/ArcView usable format. 
8.   Include evacuation zone graphics displaying:    

• Permanent occupied dwelling units by evacuation zone 
• Seasonal dwelling units by evacuation zone 
• Evacuating people by evacuation zone by plan 
• Public shelter demand by evacuation zone by plan 

9.  Include evacuation road network graphics displaying: 
• Directional service volume per roadway segment 
• Evacuation traffic congestion by roadway segment by plan 

10. Evacuation zones and plans developed by the City and counties for transportation modeling and 
clearance time calculations. 

 

TRANSPORTATION ANALYSIS AND INPUT ASSUMPTIONS 
The hurricane evacuation transportation modeling performed for the study area includes a number of 
important data inputs and assumptions regarding anticipated evacuation behavior. All hurricanes differ 
from one another in some respect. Therefore it becomes necessary to set forth clear assumptions about 
storm characteristics and evacuees’ expected response before this type of transportation modeling can 
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 begin. Not only does a storm vary in its track, intensity, and size, but also in the way residents in 
potentially vulnerable areas perceive it. These factors can cause a wide variance in the behavior of the 
vulnerable population. Even the time of day at which a storm makes landfall influences the parameters of 
an evacuation response. 
 
The hurricane evacuation transportation analysis includes clearance times based on a set of assumed 
conditions and behavioral responses. It is likely that an actual storm will differ from a simulated storm for 
which clearance times are calculated in this report. Therefore, a sensitivity analysis was performed during 
the transportation modeling. Those variables (storm scenario, level of background traffic, tourist 
occupancy, traffic loading rate, etc.) having the greatest influence on clearance times were identified and 
then varied to establish the logical range within which the actual input assumption values may fall. 
 
Key input assumptions guiding the transportation analysis include the following: 
 

• Traffic Evacuation Zones 
• Housing and Population Data 
• Behavioral Characteristics of the Evacuating Population 
• Roadway Network Assumptions 

 

TRAFFIC EVACUATION ZONES 
The foundation of the analysis is a system of evacuation zones. The NYCOEM and the counties provided 
the USACE with zones for each borough and county. The boundaries of each zone were established using 
well‐known man‐made, or natural features, as well as census boundaries, roadways, and SLOSH storm 
surge areas. The primary purpose of the evacuation zones is to target areas that will be asked to evacuate 
by local emergency management for storm scenarios A, B, and C or Category 1, Category 2, Category 3, 
and Category 4 scenarios. Careful consideration was used to review storm surge inundation mapping and 
delineate areas that would evacuate for various intensities of hurricanes. The evacuation areas were 
further divided into zones that could then be used for traffic clearance time modeling. Table 6‐1 contains a 
breakdown of the number of evacuation zones and general vulnerability. The traffic evacuation zones are 
illustrated in static format in Figure 6‐1 (Manhattan), Figure 6‐2 (Brooklyn), Figure 6‐3 (Queens), Figure 6‐4 
(Staten Island), Figure 6‐5 (Bronx), Figure 6‐6 (Nassau), Figure 6‐7 (Suffolk), and Figure 6‐8 (Westchester) 
and in an interactive format under the maps section of the interactive DVD.  
 
Early‐on in the transportation analysis, New York City had decided to use the term “scenarios”, but have 
since moved toward using “evacuation zones”.  The use of the term “scenario” corresponds to “evacuation 
zones”. The following can be referred to for further clarification throughout this chapter: 
 

• Scenario A = Evacuation Zone A = Category 1 Hurricanes 
• Scenario B = Evacuation Zone B = Category 2 Hurricanes 
• Scenario C = Evacuation Zone C = Category 3 ‐ 4 Hurricanes 
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Table 6‐1: Evacuation Zones 

Borough / County  Evacuation Zone 
New York City    

     Manhattan 1‐6  Scenario A Evacuation Zones 
     Manhattan 7‐20  Scenario B Evacuation Zones 

     Manhattan 21‐34  Scenario C Evacuation Zones 
     Manhattan 35‐46  Non‐Surge / Inland Evacuation Areas (Mobile Homes Only) 
     

     Brooklyn 1‐7  Scenario A Evacuation Zones 
     Brooklyn 8‐20  Scenario B Evacuation Zones 

     Brooklyn 21‐35  Scenario C Evacuation Zones 
     Brooklyn 36‐49  Non‐Surge / Inland Evacuation Areas (Mobile Homes Only) 
     

     Queens 1‐4  Scenario A Evacuation Zones 

     Queens 5‐20  Scenario B Evacuation Zones 
     Queens 21‐30  Scenario C Evacuation Zones 

     Queens 31‐45  Non‐Surge / Inland Evacuation Areas (Mobile Homes Only) 
     

     Staten Island 1‐13  Scenario A Evacuation Zones 

     Staten Island 14‐18  Scenario B Evacuation Zones 
     Staten Island 19‐29  Scenario C Evacuation Zones 

     Staten Island 30‐40  Non‐Surge / Inland Evacuation Areas (Mobile Homes Only) 
     

     Bronx 1‐6  Scenario A Evacuation Zones 
     Bronx 7‐13  Scenario B Evacuation Zones 

     Bronx 14‐21  Scenario C Evacuation Zones 
     Bronx 22‐29  Non‐Surge / Inland Evacuation Areas (Mobile Homes Only) 
     

Nassau 1‐2  Evacuation Area 1 ‐ Primarily Category 1 Storms 
Nassau 3‐8  Evacuation Area 2 ‐ Primarily Category 2 Storms 

Nassau 9‐14  Evacuation Area 3 ‐ Primarily Category 3 Storms 
Nassau 15‐20  Evacuation Area 4 ‐ Primarily Category 4 Storms 

Nassau 21‐35  Non‐Surge / Inland Evacuation Areas (Mobile Homes Only) 
     

Suffolk 1‐19  Evacuation Area 1 ‐ Primarily Category 1 Storms 
Suffolk 20‐30  Evacuation Area 2 ‐ Primarily Category 2 Storms 

Suffolk 31‐39  Evacuation Area 3 ‐ Primarily Category 3 Storms 
Suffolk 40‐45  Evacuation Area 4 ‐ Primarily Category 4 Storms 

Suffolk 46‐57  Non‐Surge / Inland Evacuation Areas (Mobile Homes Only) 
     

Westchester 1‐10  Evacuation Areas ‐ All Cateogries of Storms 
Westchester 11‐31  Non‐Surge / Inland Evacuation Areas (Mobile Homes Only) 



 

             NEW YORK STATE HURRICANE EVACUATION RESTUDY TECHNICAL DATA REPORT for New York City, Nassau, Suffolk, and Westchester Counties                                                                                   6‐5 

   6      TRANSPORTATION ANALYSIS 

Figure 6‐1: Evacuation Zones—Manhattan 
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Figure 6‐2: Evacuation Zones—Brooklyn 
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Figure 6‐3: Evacuation Zones—Queens 
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Figure 6‐4: Evacuation Zones—Staten Island 
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Figure 6‐5: Evacuation Zones—Bronx 
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Figure 6‐6: Evacuation Zones—Nassau County 
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Figure 6‐7: Evacuation Zones—Suffolk County 
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Figure 6‐8: Evacuation Zones—Westchester County 
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HOUSING AND POPULATION DATA 
Socioeconomic parameters for each traffic evacuation zone, such as dwelling unit totals and persons per 
dwelling unit, were developed using data obtained from the U.S. Census 2000 data and further enhanced 
by the NYCOEM, New York State Emergency Management Office (NYSEMO) and the counties. The key 
socioeconomic data for the five boroughs is summarized in Table 6‐2. 
 
The use of GIS technology (ArcInfo, ArcView) facilitated the production of study graphics, and was used 
for display of study inputs. Permanent dwelling units by traffic evacuation zone are illustrated in Figure 
6‐9 (Manhattan), Figure 6‐10 (Brooklyn), Figure 6‐11 (Queens), Figure 6‐12 (Staten Island), Figure 6‐13 
(Bronx), Figure 6‐14 (Nassau), Figure 6‐15 (Suffolk), and Figure 6‐16 (Westchester) or the interactive 
maps section of the interactive DVD. Seasonal units by evacuation zone are displayed in Figure 6‐17 
(Manhattan), Figure 6‐18 (Brooklyn), Figure 6‐19 (Queens), Figure 6‐20 (Staten Island), Figure 6‐21 
(Bronx), Figure 6‐22 (Nassau), Figure 6‐23 (Suffolk), and Figure 6‐24 (Westchester) or the interactive 
maps section of the interactive DVD. 
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Borough / County 
Permanent      

Occupied Units 
Mobile Home 

Units 
Seasonal Tourist 

Units 
Permanent        
Population 

New York City             
     Manhattan  738,642  239  82,611  1,537,228 

     Brooklyn  880,727  637  3,892  2,465,327 
     Queens  782,664  632  10,770  2,229,379 

     Staten Island  156,341  278  1,120  443,728 
     Bronx  463,212  333  962  1,332,228 

Nassau  447,387  418  8,000  1,334,549 
Suffolk  469,299  5,374  46,770  1,419,370 
Westchester  337,142  152  8,386  923,460 

Table 6‐2: Housing Unit and Population Data 
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Figure 6‐9: Permanent Occupied Dwelling Units—Manhattan 
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Figure 6‐10: Permanent Occupied Dwelling Units—Brooklyn 
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Figure 6‐11: Permanent Occupied Dwelling Units—Queens 
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Figure 6‐12: Permanent Occupied Dwelling Units—Staten Island 
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Figure 6‐13: Permanent Occupied Dwelling Units—Bronx 
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Figure 6‐14: Permanent Occupied Dwelling Units—Nassau County 
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Figure 6‐15: Permanent Occupied Dwelling Units—Suffolk County 
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Figure 6‐16: Permanent Occupied Dwelling Units—Westchester County 
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Figure 6‐17: Seasonal Dwelling Units—Manhattan 
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Figure 6‐18: Seasonal Dwelling Units—Brooklyn 
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Figure 6‐19: Seasonal Dwelling Units—Queens 
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Figure 6‐20: Seasonal Dwelling Units—Staten Island 
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Figure 6‐21: Seasonal Dwelling Units—Bronx 
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Figure 6‐22: Seasonal Dwelling Units—Nassau County 
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Figure 6‐23: Seasonal Dwelling Units—Suffolk County 
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Figure 6‐24: Seasonal Dwelling Units—Westchester County 

  



 BEHAVIORAL ASSUMPTIONS 
An evacuation of New York City’s five boroughs and Nassau, Suffolk and Westchester Counties will 
involve decision making by literally millions of individuals and households. In order to develop meaningful 
behavioral assumptions that account for the variations in decision making, the behavioral analyses (also 
summarized in Chapter 4 of this Study) were reviewed and this data source and nationwide experience 
were utilized to focus the transportation analysis on the following behavioral aspects: 
 

• Participation rates – What percent of the population in different areas will evacuate their 
dwelling units for future hurricane threats? 

• Evacuation rapidity of response rates – How quickly will evacuees respond to what local 
officials are telling them to do? 

• Destination percentages – What percent of the population sub‐area will evacuate to local 
public shelters, local hotel/motels, local friends and relatives homes, or out of the area 
entirely? 

• Vehicle usage – Of the vehicles available to the households, what percent of those 
vehicles will be used in an evacuation? And what percent of households will utilize mass 
transit for their evacuations? 

 

Each general behavioral area was discussed with the NYCOEM and the Counties by USACE. A great deal of 
judgment was needed in order to develop the specific parameters on a zone‐by‐zone basis. Past 
experiences around the country in developing and applying behavioral parameters for evacuation 
analysis was utilized. This experience aided significantly in the process of generating assumptions. 
 

One of the biggest challenges in performing the evacuation modeling for the boroughs and counties was 
in deciding an appropriate level of behavioral participation rates that should be used in the clearance 
time calculations. As a matter of public safety, 100% for participation rates of residents living in surge 
evacuation zones was used. This means that clearance times calculated under this assumption give storm 
surge vulnerable evacuees time to evacuate whether they choose to or not. However, it should be noted 
that even in coastal regions of the United States that have a lot of hurricane experience, participation 
rates have been no more than approximately 90% of surge area residents responding to major 
hurricane threats, based upon post storm evacuation studies dating back to the mid 1980s. In some of 
the noteworthy hurricanes, in urban areas the surge zone participation rates have been as low as 70%. 
Many New York City residents in surge areas are likely to try to ride it out the storm in high rise structures 
for a variety of personal reasons even though this is highly unadvisable. 
 

In the non‐surge areas, it was a challenge to include some percentage of the theoretically non‐vulnerable 
population in the evacuation. These “shadow” participation rates typically run from 20% to 30% in areas 
that have a lot of experience and a great deal of personal automobile ownership.  During Hurricane Floyd 
(southeast U.S. coast) and Hurricane Rita (Houston), inland participation rates were higher due to mixed 
messages that residents received through The Weather Channel and local statements that abandoned 
the surge area risk concept.  In the study area, where evacuation experience and auto ownership are low 
in some areas, inland shadow participation rates should be more modest. Storms in this part of the 
Atlantic will be weaker than the southeast and gulf US coasts. Shadow participation rates of 
approximately 10% were used for this modeling effort.  
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• Zones that will be evacuated for storm surge were assumed to have a 100% participation 
rate, even though in actuality these rates will be lower. As a matter of public safety, the 
clearance times calculated in this study should allow those who are vulnerable to storm 
surge the opportunity to evacuate whether they choose to or not . 

 

• A portion of the theoretically non‐vulnerable population (shadow evacuees) was also 
assumed to evacuate in the modeling; in an actual evacuation, the percentages could be 
higher than the figures used for modeling purposes (up to 10%), particularly for more 
intense hurricanes. 

 

One set of critical behavioral assumptions included in the transportation analysis involves the rapidity of 
response of the evacuating population, or how quickly the vulnerable population responds to an 
evacuation order or advisory. Behavioral data from past hurricane evacuation research demonstrates that 
mobilization and actual departures of the evacuating population can occur over a very brief time or over 
a period of many hours. To account for this variation, clearance times were tested for three evacuation 
response rates represented by different behavioral response curves. The response curves in Figure 6‐25 
reflect rapid, medium and long responses and are designed to include a range of mobilization times that 
may be experienced in a hurricane evacuation situation. For analysis, the mobilization/traffic loading time 
varied between 3 and 9 hours. Given the forward speed of storms approaching the study area, residents 
will not have much time to decide to evacuate. From a traffic perspective, a more gradual loading of the 
network is preferred as heavier congestion results from a rapid loading.  
 

A second essential input into the transportation analysis involved the percentage of evacuees assumed to 
travel to one of four general destination types by scenario. These assumptions include the expected 
percent of evacuees from each zone 
traveling to evacuation centers for public 
shelters, hotel/motel units, the home of a 
friend or relative, or out of the area 
entirely. Destination percentages were 
varied for each traffic evacuation zone in 
the study area primarily depending on 
the category of risk (distance from the 
coastline). Assumptions were also varied 
for permanent residents versus tourists. 
One important behavioral aspect built 
into the rates is that a larger percentage 
of evacuees will leave the area for each 
successive step in storm intensity for the 
New York City boroughs.  For the counties 
of Nassau, Suffolk and Westchester, more 
residents will remain in the local area 
even for each successive step in storm 
intensity.  
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Figure 6‐25: Behavioral Response Curve 
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The final set of behavioral assumptions concerns vehicle usage rates during an evacuation. Vehicle usage 
rates pertain to the percentage of vehicles available at the home origin, assumed to be used in the 
evacuation. Large segments of the New York City population do not have personal vehicles. Vehicle usage 
rates only apply to households that do own vehicles. Evacuating residents do not typically utilize 100% of 
vehicles available for fear of becoming separated while seeking refuge. Therefore vehicle usage 
percentages were 80% for permanent residents and 100% for tourist usage for this transportation 
analysis.  
 

The key behavioral concepts and assumptions used for this study are summarized in Table 6‐3 for New 
York City and in Table 6‐4 for Nassau, Suffolk and Westchester Counties. 
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Table 6‐3: Evacuation Destinations—New York City 

Boroughs and Zones 
A  B  C  A  B  C  A  B  C  A  B  C 
P S  P S  P S  Out  Out  Out  F / R  F / R  F / R  H / M  H / M  H / M 

Manhattan 1‐6  15%  20%  20%  10%  15%  25%  72%  62%  52%  3%  3%  3% 

Manhattan 7‐20  15%  20%  20%  10%  15%  25%  72%  62%  52%  3%  3%  3% 

Manhattan  21‐34  15%  20%  20%  10%  15%  25%  72%  62%  52%  3%  3%  3% 

Manhattan 35‐46  18%  20%  25%  10%  15%  25%  69%  62%  47%  3%  3%  3% 
                                      

Brooklyn 1‐7  15%  20%  20%  10%  15%  25%  72%  62%  52%  3%  3%  3% 

Brooklyn 8‐20  15%  20%  20%  10%  15%  25%  72%  62%  52%  3%  3%  3% 

Brooklyn 21‐35  15%  20%  20%  10%  15%  25%  72%  62%  52%  3%  3%  3% 

Brooklyn 36‐49  18%  20%  25%  10%  15%  25%  69%  62%  47%  3%  3%  3% 
                                      

Queens 1‐4  15%  20%  20%  10%  15%  25%  72%  62%  52%  3%  3%  3% 

Queens 5‐20  15%  20%  20%  10%  15%  25%  72%  62%  52%  3%  3%  3% 

Queens 21‐30  15%  20%  20%  10%  15%  25%  72%  62%  52%  3%  3%  3% 

Queens 31‐45  18%  20%  25%  10%  15%  25%  69%  62%  47%  3%  3%  3% 
                                      

Staten Island 1‐13  15%  20%  20%  10%  15%  25%  72%  62%  52%  3%  3%  3% 

Staten Island 14‐18  15%  20%  20%  10%  15%  25%  72%  62%  52%  3%  3%  3% 

Staten Island 19‐29  15%  20%  20%  10%  15%  25%  72%  62%  52%  3%  3%  3% 

Staten Island 30‐40  18%  20%  25%  10%  15%  25%  69%  62%  47%  3%  3%  3% 
                                      

Bronx 1‐6  15%  20%  20%  10%  15%  25%  72%  62%  52%  3%  3%  3% 

Bronx 7‐13  15%  20%  20%  10%  15%  25%  72%  62%  52%  3%  3%  3% 

Bronx 14‐21  15%  20%  20%  10%  15%  25%  72%  62%  52%  3%  3%  3% 

Bronx 22‐29  18%  20%  25%  10%  15%  25%  69%  62%  47%  3%  3%  3% 
P S: Public Shelter Destinations                                         F / R: Friends and Relatives Destinations  
Out: Out of Area Destinations                                           H / M: Hotel and Motel Destinations  



  
 

 

ROADWAY NETWORK CHARACTERISTICS 
A final group of assumptions used for input to the transportation analysis is related to the roadway 
system chosen for the evacuation network and traffic control measures considered for traffic movement. 
Although the assumptions developed for the transportation analysis are general, the efforts at the local 
levels regarding traffic control and roadway selection must be quite detailed. In areas throughout the 
study area, most intersections will be controlled by existing traffic signals. However, as resources permit, 
traffic control officers will be stationed at bottlenecks identified in this study as well as other local 
locations of concern. A detailed law enforcement assignment to major bottlenecks involves extensive 
coordination among local and state officials. This study does not presume to replace those efforts, but 
seeks to quantify the time elements within such personnel would operate. 
 
In choosing roadways to be used for the evacuation network, an effort was made to include street 
facilities with sufficient elevations, substantial shoulder width and surface, and roadways already 
contained in existing hurricane evacuation plans. For the boroughs, the roadway network used for the 
transportation analysis contains segments from both the City’s existing evacuation network and the 
additional roads to aid in the evacuation modeling effort. Critical roadway number of lanes and traffic 
count data were compiled. Routes shown in this report are those modeled in the transportation analysis 
and do not include solar system (evacuation center) shuttle routes.  For the counties, the roadway 
network used for the transportation analysis contains major and minor segments used by the three 
counties. 
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County and Zones 
1  2  3  4  1  2  3  4  1  2  3  4  1  2  3  4 
P S  P S  P S  P S  Out  Out  Out  Out  F / R  F / R  F / R  F / R  H / M  H / M  H / M H / M 

Nassau 1 ‐ 2  10%  10%  15%  15%  10%  10%  10%  10%  70%  70%  65%  65%  10%  10%  10%  10% 

Nassau 3 ‐ 8  15%  15%  20%  20%  15%  15%  15%  15%  60%  60%  55%  55%  10%  10%  10%  10% 
Nassau 9 ‐ 14  30%  35%  30%  30%  15%  15%  15%  15%  45%  40%  45%  45%  10%  10%  10%  10% 

Nassau 15 ‐ 20  30%  35%  30%  30%  15%  15%  15%  15%  45%  40%  45%  45%  10%  10%  10%  10% 
Nassau 21 ‐ 35  20%  15%  20%  20%  20%  20%  20%  20%  50%  55%  50%  50%  10%  10%  10%  10% 
                                                  

Suffolk 1 ‐ 19  15%  15%  15%  15%  10%  10%  10%  10%  65%  65%  65%  65%  10%  10%  10%  10% 

Suffolk 20 ‐ 30  15%  15%  20%  20%  5%  5%  10%  10%  70%  70%  60%  60%  10%  10%  10%  10% 
Suffolk 31 ‐ 39  20%  20%  20%  20%  5%  5%  10%  10%  65%  65%  60%  60%  10%  10%  10%  10% 

Suffolk 40 ‐ 45  20%  20%  20%  20%  20%  20%  25%  25%  50%  50%  45%  45%  10%  10%  10%  10% 
Suffolk 46 ‐ 57  20%  20%  20%  20%  35%  45%  55%  65%  35%  25%  15%  5%  10%  10%  10%  10% 
                                                  

Westchester 1 ‐ 10  15%  15%  20%  20%  20%  20%  30%  30%  55%  55%  30%  30%  10%  10%  20%  20% 
Westchester 11 ‐ 31  30%  30%  30%  30%  30%  30%  30%  30%  30%  30%  15%  15%  10%  10%  25%  25% 

P S: Public Shelter Destinations                                         F / R: Friends and Relatives Destinations  
Out: Out of Area Destinations                                           H / M: Hotel and Motel Destinations  

Table 6‐4: Evacuation Destinations—Nassau, Suffolk, and Westchester Counties 



 In order to determine the routing of evacuation, a representation of the roadway system was developed. 
A “link‐node” system was designed to identify roadway sections. Nodes are used to identify the 
intersection of two roadways or changes in roadway characteristics. Links are the roadway segments 
between nodes. Each link is identified by a letter designation. The Evacuation Road Network interactive 
and static maps [Figure 6‐26 (Manhattan), Figure 6‐27 (Brooklyn), Figure 6‐28 (Queens), Figure 6‐29 
(Staten Island), Figure 6‐30 (Bronx), Figure 6‐31 (Nassau), Figure 6‐32 (Suffolk), and Figure 6‐33 
(Westchester)] illustrate the coded evacuation network with link letters and zone connections to the links 
shown by open circles and dashed lines. Tables 6‐5, 6‐6, 6‐7, and 6‐8 provide detailed listing of the 
roadway network and corresponding generalized hourly directional service volume for each link. 
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Figure 6‐26: Evacuation Road Network—Manhattan 
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Figure 6‐27: Evacuation Road Network—Brooklyn 
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Figure 6‐28: Evacuation Road Network—Queens 
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Figure 6‐29: Evacuation Road Network—Staten Island 
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Figure 6‐30: Evacuation Road Network—Bronx 
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Figure 6‐31: Evacuation Road Network—Nassau County 
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Figure 6‐32: Evacuation Road Network—Suffolk County 
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Figure 6‐33: Evacuation Road Network—Westchester County 
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Table 6‐5: Roadway Network Descriptions—New York City 
Roadway 
Segment 

Roadway Description 
Service Volume 

(Hourly) 

A  I‐278 from Verrazano‐Narrows Bridge at County Boundary to Lilly Pond Avenue  10,000 

B  I‐278 between connecting road at Lilly Pond Ave and connecting road at Hylan Blvd  5,410 

C  I‐278 between Clove Road and Todt Hill Road  5,410 

D  I‐278 between Todt Hill Road and Bradley Avenue  5,410 

E  I‐278 between Bradley Avenue and Willowbrook Expressway  5,410 

F  I‐278 between Willowbrook Expressway and Richmond Avenue  5,410 

G  I‐278 between Richmond Avenue and Glen Street  5,410 

H  I‐278 between Glen Street and Meeker Avenue  5,410 

I  I‐278 between Meeker Avenue and Western Avenue  3,238 

J  I‐278 (Goethals Bridge) from Western Avenue to New Jersey State Line   3,100 

K  Drumgoogle Road between Richmond Avenue and Arthur Kill Road  1,510 

L  Richmond Parkway between Arthur Kill Road and Arden Avenue  3,230 

M  Richmond Parkway between Arden Avenue and Huguenot Avenue  3,230 

N  Richmond Parkway between Foster Road and Huguenot Avenue  3,230 

O  Richmond Parkway between Maguire Avenue and Foster Road  3,230 

P  Richmond Parkway between West Shore Expressway and Maguire Avenue  3,230 

Q  Richmond Parkway (Outerbridge Crossing) from West Shore Expwy to New Jersey State Line   3,100 

R  West Shore Expressway between Amboy Road and Richmond Parkway  3,230 

S  West Shore Expressway between Zebra Place and Richmond Parkway  3,230 

T  West Shore Expressway between Veterans Road East and Zebra Place  3,230 

U  West Shore Expressway between Victory Boulevard and Arthur Kill Road  3,230 

V  West Shore Expressway between South Avenue and Victory Boulevard  3,230 

W  West Shore Expressway between I‐178 and South Avenue  3,230 

X  Willowbrook Expressway between I‐278 and Victory Boulevard  3,230 

Y  Willowbrook Expressway between I‐278 and Forest Avenue  3,230 

Z  Willowbrook Expressway between Forest Avenue and Richmond Terrace  3,230 

AA  Victory Boulevard between Bay Street and Forest Avenue  1,510 

BB  Victory Boulevard between Forest Avenue and Clove Road  1,510 

CC  Victory Boulevard between Clove Road and Slosson Avenue  1,510 

DD  Victory Boulevard between Slosson Avenue and Westcott Boulevard  1,510 

EE  Victory Boulevard between Westcott Boulevard and Bradley Avenue  1,510 

FF  Victory Boulevard between Willowbrook Expressway and Bradley Avenue  1,510 

GG  Victory Boulevard between Richmond Avenue and Willowbrook Expressway  1,510 

HH  Victory Boulevard between Travis Avenue and Richmond Avenue  1,510 

II  Victory Boulevard between Travis Avenue and West Shore Expressway  1,510 

JJ  Forest Avenue between Clove Road and Victory Boulevard  660 

KK  Forest Avenue between Jewett Avenue and Clove Road  660 

LL  Forest Avenue between Willowbrook Expressway and Jewett Avenue  660 

MM  Forest Avenue between South Avenue and Willowbrook Expressway  660 

NN  Forest Avenue between South Avenue and I‐278  660 

OO  Richmond Terrace between Elizabeth Avenue and Jersey Street  660 

PP  Richmond Terrace between Clove Road and Elizabeth Avenue  660 

QQ  Richmond Terrace between Clove Road and Jewett Avenue  660 

RR  Richmond Terrace between Jewett Avenue and Port Richmond Avenue  660 
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Table 6‐5: Roadway Network Descriptions—New York City (continued) 

Roadway 
Segment 

Roadway Description 
Service Volume 

(Hourly) 

SS  Richmond Terrace between Willowbrook Expressway and Port Richmond Avenue  660 

TT  Western Avenue/Richmond Terrace between I‐278 and South Avenue  660 

UU  Vanderbuilt Avenue between Bay Street and Osgood Avenue  660 

VV  Vanderbuilt Avenue between Osgood Avenue and Richmond Road  660 

WW  Hylan Boulevard between Clove Road and Bay Street  2,330 

XX  Father Capodanno Boulevard and Lilly Pond Avenue between Seagate Court and I‐278  1,510 

YY  Father Capodanno Boulevard between Winfield Street and Seagate Court  1,510 

ZZ  Father Capodanno Boulevard between Lincoln Avenue and Winfield Street  1,510 

AB  Winfield Street and Quintard Street between Father Capodanno Boulevard and Hylan Boulevard  660 

AC  Old Town Road between Richmond Road and Hylan Boulevard  660 

AD  Liberty Avenue between Richmond Road and Hylan Boulevard  660 

AE  Lincoln Avenue between Hylan Boulevard and Father Capodanno Boulevard  660 

AF  Lincoln Avenue between Hylan Boulevard and Richmond Road  660 

AG  Guyon Avenue between Hylan Boulevard and Richmond Road  660 

AH  Guyon Avenue between Amboy Road and Hylan Boulevard  660 

AI  Cleveland Avenue between Amboy Road and Hylan Boulevard  660 

AJ  Giffords Lane between Amboy Road and Arthur Kill Road  660 

AK  Richmond Avenue between Hylan Boulevard and Amboy Road  2,330 

AL  Richmond Avenue between Amboy Road and Arthur Kill Road  2,330 

AM  Arden Avenue between Hylan Boulevard and Amboy Road  660 

AN  Arden Avenue between Amboy Road and Richmond Parkway  660 

AO  Huguenot Avenue between Amboy Road and Hylan Boulevard  660 

AP  Huguenot Avenue between Richmond Parkway and Amboy Road  660 

AQ  Huguenot Avenue between Richmond Parkway and West Shore Expressway  660 

AR  Seguine Avenue between Amboy Road and Hylan Boulevard  660 

AS  Foster Road between Amboy Road and Richmond Parkway  660 

AT  Woodvale Avenue between Hylan Boulevard and Amboy Road  660 

AU  Maguire Avenue between Richmond Parkway and Amboy Road  660 

AV  Cunningham Road between Hylan Boulevard and Amboy Road  660 

AW  Hylan Boulevard between Chelsea Street and Cunningham Road  2,330 

AX  Amboy Road between Richmond Valley Road and Summit Street  660 

AY  Richmond Valley Road between Arthur Kill Road and Amboy Road  660 

AZ  Arthur Kill Road between Sharrotts Road and Richmond Valley Road  660 

BA  5th Street between Chelsea Road and Water Street  660 

BC  Hylan Boulevard between Cunningham Road and Woodvale Avenue  2,330 

BD  Hylan Boulevard between Woodvale Avenue and Seguine Avenue  2,330 

BE  Hylan Boulevard between Seguine Avenue and Huguenot Avenue  2,330 

BF  Hylan Boulevard between Huguenot Avenue and Arden Avenue  2,330 

BG  Hylan Boulevard between Arden Avenue and Richmond Avenue  2,330 

BH  Hylan Boulevard between Richmond Avenue and Cleveland Avenue  2,330 

BI  Hylan Boulevard between Cleveland Avenue and Guyon Avenue  2,330 

BJ  Hylan Boulevard between Guyon Avenue and Lincoln Avenue  2,330 

BK  Hylan Boulevard between Lincoln Avenue and Liberty Avenue  2,330 

BL  Hylan Boulevard between Liberty Avenue and Quintard Street  2,330 
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BM  Hylan Boulevard between Old Town Road and Clove Road  2,330 

BN  Clove Road between Hylan Boulevard and Thistle Court  3,070 

BO  Richmond Road between I‐278 and Old Town Road  1,510 

BP  Richmond Road between Liberty Avenue and Old Town Road  1,510 

BQ  Richmond Road between Lincoln Avenue and Liberty Avenue  1,510 

BR  Richmond Road between Lincoln Avenue and Todt Hill Road  1,510 

BS  Richmond Road between Gail Court and Prescott Avenue  1,510 

BT  Amboy Road between Guyson Avenue and Gail Court  660 

BU  Amboy Road between Guyson Avenue and Cleveland Avenue  660 

BV  Amboy Road between Richmond Avenue and Cleveland Avenue  660 

BW  Amboy Road between Arden Avenue and Richmond Avenue  660 

BX  Amboy Road between Huguenot Avenue and Arden Avenue  660 

BY  Amboy Road between Huguenot Avenue and Seguine Avenue  660 

BZ  Amboy Road between Maguire Avenue and Foster Road  660 

CA  Chelsea Road between South Avenue and 5th Street  660 

CB  Richmond Terrace between Victory Boulevard and Jersey Street  660 

CD  Amboy Road between Maguire Avenue and Woodvale Avenue  660 

CE  Amboy Road between Woodvale Avenue and Cunningham Road  660 

CF  Amboy Road between Richmond Valley Road and West Shore Expressway  660 

CG  Arthur Kill Road between Zebra Place and Sharrotts Road  660 

CH  Arthur Kill Road between West Shore Expressway and Zebra Place  660 

CI  Arthur Kill Road between Huguenot Avenue and West Shore Expressway  660 

CJ  Zebra Place from Arthur Kill Road to West Shore Expressway  660 

CK  Arthur Kill Road between Drumgoogle Road and Huguenot Avenue  660 

CL  Arthur Kill Road between Richmond Avenue and Drumgoogle Road  660 

CM  Arthur Kill Road between Richmond Avenue and Giffords Lane  660 

CN  Arthur Kill Road between Giffords Lane and Center Street  660 

CO  Richmond Hill Road between Center Street and Richmond Avenue  660 

CP  Richmond Road between Rockland Avenue and Arthur Kill Road  660 

CQ  Richmond Road between Gail Court and Rockland Avenue  660 

CR  Rockland Avenue between Brielle Avenue and Amboy Road  660 

CS  Brielle Avenue between Bradley Avenue and Rockland Avenue  660 

CT  Bradley Avenue between I‐278 and Brielle Avenue  660 

CU  Bradley Avenue between Victory Boulevard and I‐278  660 

CV  Richmond Avenue between Arthur Kill Road and Drumgoogle Road  2,330 

CW  Richmond Avenue between Yukon Avenue and Drumgoogle Road  2,330 

CX  Richmond Avenue between Dock Street and Yukon Avenue  2,330 

CY  Richmond Avenue between Richmond Hill Road and Travis Avenue  2,330 

CZ  Richmond Avenue between Travis Avenue and Victory Boulevard  2,330 

DA  Bay Street between Vanderbuilt Avenue and Victory Boulevard  660 

DB  Bay Street between Hylan Boulevard and Vanderbuilt Avenue  660 

DC  Bay Street between Hylan Boulevard and North Road  660 

DE  Clove Road between Victory Boulevard and I‐278  660 

DF  Clove Road between Forest Avenue and Victory Boulevard  660 

Table 6‐5: Roadway Network Descriptions—New York City (continued) 
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DG  Clove Road between Forest Avenue and Richmond Terrace  660 

DH  Jewett Avenue between Forest Avenue and Richmond Terrace  660 

DI  Jewett Avenue between Forest Avenue and Victory Boulevard  660 

DJ  Port Richmond Avenue between Richmond Terrace and Forest Avenue  660 

DK  Richmond Avenue between Willowbrook Expressway and I‐278  2,330 

DL  Richmond Avenue between Victory Boulevard and I‐278  2,330 

DM  South Avenue between Richmond Terrace and Forest Avenue  1,510 

DN  South Avenue between Forest Avenue and Merrill Avenue  1,510 

DO  South Avenue between Travis Avenue and Merrill Avenue  1,510 

DP  South Avenue between Travis Avenue and West Shore Expressway  1,510 

DQ  Travis Avenue between Victory Boulevard and South Avenue  660 

DR  Travis Avenue between Richmond Avenue and Victory Boulevard  660 

DS  Todt Hill Road between Prescott Avenue and Ocean Terrace  660 

DT  Slosson Avenue/Todt Hill Road between Ocean Terrace and I‐278  660 

DU  Slosson Avenue between Victory Boulevard and I‐278  660 

DV  Richmond Terrace between South Avenue and Willowbrook Expressway  660 

DW  I‐278 between Clove Road and Richmond Road  5,410 

DX  I‐95 between Harlem River Drive and Amsterdam Avenue  7,380 

DY  I‐278 between I‐895 and Hunts Point Avenue  5,410 

DZ  West 238th Street between I‐87 and Riverdale Avenue  660 

EA  FDR Drive between East Houston Street and Williamsburg Bridge  5,410 

EB  FDR Drive between East 23rd Street and East Houston Street  5,410 

EC  FDR Drive between East 42nd Street and East 23rd Street  5,410 

ED  FDR Drive between East 57th Street and East 72nd Street  5,410 

EF  FDR Drive between East 86th Street and East 72nd Street  5,410 

EG  East River Drive/FDR between East 96th Street and the Triborough Bridge  5,410 

EH  East River Drive/ FDR between Triborough Bridge and 3rd Avenue  5,410 

EI  Harlem River Drive between 3rd Avenue Bridge and 138th Street  5,410 

EJ  Harlem River Drive between 145th Street and 138th Street  5,410 

EK  Harlem River Drive between I‐95 and West 145th Street  5,410 

EL  I‐95 between US 9 and Amsterdam Avenue  11,310 

EM  Transmanhattan Expressway between Henry Hudson Parkway and US 9  11,310 

EN  Henry Hudson Parkway between I‐95 and West 145th Street  3,100 

EO  Henry Hudson Parkway between West 145th Street and West 125th Street  5,410 

EP  Henry Hudson Parkway between West 96th Street and West 125th Street  5,410 

EQ  Henry Hudson Parkway between West 96th Street and West 79th Street  5,410 

ER  Broadway between West 96th Street and West 86th Street  1,580 

ES  Henry Hudson Parkway between West 57th Street and West 86th Street  5,410 

ET  SR 9A/12th Avenue between West 50th Street and West 57th Street  5,410 

EU  SR 9A/12th Avenue between West 50th Street and West 42nd Street  5,410 

EV  SR 9A/12th Avenue between West 34th Street and West 42nd Street  5,410 

EW  SR 9A/12th Avenue between West 34th Street and West 23rd Street  5,410 

EX  SR 9A/12th Avenue between West 23rd Street and 14th Street W  5,410 

EY  SR 9A/12th Avenue between 14th Street W and King Street  5,410 

Table 6‐5: Roadway Network Descriptions—New York City (continued) 
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Roadway 
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EZ  SR 9A/West Street between King Street and Spring Street  5,410 

FA  SR 9A/West Street between I‐78 and Chambers Street  5,410 

FB  SR 9A/West Street between Chambers Street and Brooklyn Battery Tunnel  5,410 

FC  FDR Drive between Brooklyn Battery Tunnel and Dover Street  5,410 

FD  FDR Drive between Dover Street and Williamsburg Bridge  5,410 

FE  Delancey Street between Columbia Street and Williamsburg Bridge  2,390 

FG  Delancey Street between Columbia Street and Allen Street  2,390 

FH  Allen Street between Delancey Street and Canal Street  2,390 

FI  Canal Street between Allen Street and East Broadway  2,390 

FJ  Canal Street between Bowery and Allen Street  2,390 

FK  Manhattan Bridge between FDR Drive and County Boundary  4,000 

FL  St. James Place between Canal Street and Dover Street  720 

FM  Dover Street between FDR Dr. and St. James Place  720 

FN  Brooklyn Bridge between Dover Street and Brooklyn  4,000 

FO  Canal Street between Hudson Street and Bowery  2,390 

FP  Hudson Street between Watts Street and Chambers Street  1,580 

FQ  Chambers Street between Hudson Street and SR 9A/West Street  1,580 

FR  Chambers Street between Broadway and West Broadway  1,580 

FS  Connecting Road between Brooklyn Bridge and Chambers Street  1,580 

FT  Broadway between Chambers Street and Marketfield Street  2,390 

FU  Canal Street between SR 9A/West Street and Hudson Street  2,390 

FV  Hudson Street between King Street and Canal Street  1,580 

FW  King Street between Hudson Street and SR 9A/11th Avenue  1,580 

FX  King Street between Hudson Street and Laguardia Place  1,580 

FY  Hudson Street between King Street and 14th Street W  1,580 

FZ  14th Street W between 8th Avenue and SR 9 / West Side Hwy  1,580 

GA  8th Avenue between 14th Street W and West 23rd Street  1,580 

GB  West 23rd Street between SR 9A/12th Avenue and 8th Avenue  1,580 

GC  8th Avenue between West 34th Street and West 23rd Street  1,580 

GD  West 34th Street between 8th Avenue and Dyer Avenue  1,580 

GE  West 34th Street between Dyer Avenue and SR 9A/12th Avenue  1,580 

GF  8th Avenue between West 42nd Street and West 34th Street  1,580 

GH  West 42nd Street between 8th Avenue and West Street/12th Avenue/SR 9A  1,580 

GI  8th Avenue between West 50th Street and West 42nd Street  1,580 

GJ  West 50th Street between SR 9A/12th Avenue and 8th Avenue  1,580 

GK  8th Avenue between West 57th Street and West 50th Street  1,580 

GL  West 57th Street between Henry Hudson Parkway and 8th Avenue  2,390 

GM  8th Avenue between West 57th Street and Columbus Circle  1,580 

GN  Broadway between West 71st Street and Central Park West  2,390 

GO  Broadway between West 86th Street and West 71st Street  2,390 

GP  Broadway between Cathedral Parkway/West 110th Street and West 86th Street  2,390 

GQ  Broadway between West 125th Street and West 110th Street/Cathedral Parkway  2,390 

GR  West 125th Street between Broadway and Henry Hudson Parkway  1,580 

GS  West 125th Street between Amsterdam Avenue and Broadway  1,580 
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GT  Amsterdam Avenue between West 145th Street and West 125th Street  1,580 

GU  West 145th Street between Henry Hudson Parkway and Amsterdam Avenue  1,580 

GV  Amsterdam Avenue between West 162nd Street and West 145th Street  1,580 

GW  St. Nicholas Avenue between Transmanhattan Expressway and Amsterdam Avenue  1,580 

GX  US 9 between Dyckman Street and Transmanhattan Expressway  2,390 

GY  US 9 between 218th Street and Dyckman Street  2,390 

GZ  Henry Hudson Parkway from Henry Hudson Bridge to Transmanhattan Expressway  5,410 

HA  I‐95 between Henry Hudson Parkway and George Washington Bridge at New Jersey State Line  11,310 

HB  Amsterdam Avenue between I‐95 and West 162nd Street  1,580 

HC  West 145th Street between Amsterdam Avenue and Harlem River Drive  1,580 

HD  West 125th Street between Amsterdam Avenue and 8th Avenue  1,580 

HE  West 125th Street between 8th Avenue and Madison Avenue  1,580 

HF  East 125th Street between Madison Avenue and 3rd Avenue  1,580 

HG  East 125th Street between 3rd Avenue and Harlem River Drive  1,580 

HI  3rd Avenue between East 110th Street and East 125th Street  1,580 

HJ  3rd Avenue between 125th and Triborough Bridge connecting roads  1,580 

HK  East 110th Street between Madison Avenue and 3rd Avenue  720 

HL  Madison Avenue between East 125th Street and East 110th Street  3,130 

HM  Cathedral Parkway/West 110th Street between 8th Avenue and Madison Avenue  720 

HN  8th Avenue between Cathedral Parkway/West 110th Street and West 125th Street  1,580 

HO  Cathedral Parkway/West 110th Street between 8th Avenue and Broadway  720 

HP  Central Park West between West 110th Street/Cathedral Parkway and West 86th Street  1,580 

HQ  Central Park West between West 86th Street and Broadway  1,580 

HR  West 57th Street between 8th Avenue and Madison Avenue  2,390 

HS  Madison Avenue between East 57th Street and East 72nd Street  3,130 

HT  Madison Avenue between East 86th street and East 72nd Street  3,130 

HU  Madison Avenue between East 110th Street and East 86th Street  3,130 

HV  3rd Avenue between East 110th Street and 86th Street  3,130 

HW  East 86th Street between FDR Drive and 3rd Avenue  3,130 

HX  3rd Avenue between East 72nd Street and East 86th Street  3,130 

HY  East 72nd Street between Madison Avenue and 3rd Avenue  1,580 

HZ  East 72nd Street between 3rd Avenue and FDR Drive  1,580 

IA  3rd Avenue between East 72nd Street and East 57th Street  3,130 

IB  East 57th Street between 3rd Avenue and Connecting Road to East 59th Street  2,390 

IC  East 57th Street between Madison Avenue and 3rd Avenue  2,390 

ID  East 57th Street between FDR Drive and Connecting Road to East 59th Street  2,390 

IE  Queensboro Bridge between Connecting Road at East 57th Street and County Boundary  6,000 

IF  3rd Avenue between East 50th Street and East 57th Street  3,130 

IG  East 50th Street between 8th Avenue and 3rd Avenue  1,580 

IH  East 50th Street between 3rd Avenue and FDR Drive  1,580 

IJ  Riverdale Avenue between West 238th Street and Henry Hudson Parkway  1,580 

IK  3rd Avenue between East 42nd Street and East 50th Street  3,130 

IL  42nd Street between 3rd Avenue and 8th Avenue  1,580 

IM  East 42nd Street between FDR Drive and 3rd Avenue  1,580 
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Table 6‐5: Roadway Network Descriptions—New York City (continued) 

Roadway 
Segment 

Roadway Description 
Service Volume 

(Hourly) 

IN  3rd Avenue between East 34th Street and East 42nd Street  3,130 

IO  34th Street between 3rd Avenue and 8th Avenue  2,390 

IP  Queens Midtown Tunnel between East 34th Street and County Boundary  3,000 

IQ  3rd Avenue between East 23rd Street and East 34th Street  3,130 

IR  23rd Street between 3rd Avenue and 8th Avenue  2,390 

IS  East 23rd Street between 3rd Avenue and East River Drive  2,390 

IT  East 23rd Street between East River Drive and FDR Drive  2,390 

IU  4th Avenue/Bowery between East Houston Street and East 23rd Street  1,580 

IV  1st Avenue between East Houston Street and East 23rd Street  3,130 

IW  East Houston Street between 1st Avenue and Bowery  2,390 

IX  West Houston Street between Bowery and Laguardia Place  2,390 

IY  East Houston Street between 1st Avenue and FDR Drive  2,390 

IZ  Bowery between East Houston Street and Canal Street  1,580 

JA  Allen Street between Delancey Street and East Houston Street  2,390 

JB  Brooklyn Battery Tunnel between FDR Drive and Brooklyn  2,900 

JC  I‐78 (Holland Tunnel) from SR 9A/West Street to New Jersey State Line  2,900 

JD  Lincoln Tunnel (SR 495) out of Manhattan from 34th Street  4,500 

JE  Triborough Bridge between FDR and I‐87  6,500 

JF  Madison Avenue between West 125th Street and Harlem River Drive  1,580 

JG  East 86th Street between 3rd Avenue and Madison Avenue  1,580 

JH  Shore Road between City Island Road and connecting road to Hutchinson River Parkway  1,510 

JI  Connecting road between Shore Road and Hutchinson River Parkway  660 

JK  Hutchinson River Parkway between I‐95 and connecting road to Shore Road  5,410 

JL  I‐95 between Hutchinson River Parkway to county line  5,410 

JM  Hutchinson River Parkway between I‐95 to county line  5,410 

JN  I‐95 between Hutchinson River Parkway and Baychester Avenue  5,410 

JO  I‐95 between Baychester Avenue and Hutchinson River Parkway  5,410 

JP  Hutchinson River Parkway between East Gun Hill Road and connecting road to Shore Road  5,410 

JQ  I‐95 between Bronx and Pelham Parkway and Hutchinson River Parkway  5,410 

JR  Shore Road between City Island Road and Bronx and Pelham Parkway  1,510 

JS  I‐95 between Bronx and Pelham Parkway and Throgs Neck Expressway  5,410 

JT  I‐695/Throgs Neck Expressway between I‐95 and I‐295  5,410 

JU  I‐295 between I‐695/Throgs Neck Expressway and County Boundary  4,800 

JV  I‐295 between Tremont Avenue and connecting road to Throgs Neck Expressway/I‐695  5,410 

JW  East Tremont Avenue between Schurtz Avenue and I‐295  1,510 

JX  I‐295 between East Tremont Avenue and I‐678/Hutchinson River Parkway  5,410 

JY  I‐678/Hutchinson River Parkway between I‐95 and County Boundary  4,800 

JZ  I‐95 between Hutchinson River Parkway/I‐678 and Zerega Avenue  5,410 

KA  I‐278 between Zerega Avenue and Soundview Avenue  5,410 

KB  Soundview Avenue between I‐278 and White Plains Road  1,510 

KC  I‐278 between Soundview Avenue and Bronx River Parkway  5,410 

KD  I‐278 between I‐895 and Bronx River Parkway  5,410 

KE  Hunts Point Avenue between I‐278 and Longfellow Avenue  660 

KF  Hunts Point Avenue between Longfellow Avenue and Viele Avenue  660 
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Table 6‐5: Roadway Network Descriptions—New York City (continued) 

Roadway 
Segment 

Roadway Description 
Service Volume 

(Hourly) 

KG  I‐278 between Hunts Point Avenue and East 138th Street  5,410 

KH  East 138th Street between I‐278 and East River  1,510 

KI  I‐278 between East 138th Street and I‐87/Major Deegan Expressway  5,410 

KJ  I‐278 between I‐87/Major Deegan Expressway and Triborough Bridge  5,410 

KL  I‐87/Major Deegan Expressway between Willis Avenue and 3rd Avenue  5,410 

KM  3rd Avenue between East 138th Street and Major Deegan Expressway  1,510 

KN  Major Deegan Expressway between 3rd Avenue and East 138th Street  5,410 

KO  East 138th Street between Grand Boulevard and Major Deegan Expressway  1,510 

KP  East 138th Street between Grand Concourse and 3rd Avenue  1,510 

KQ  East 138th Street between I‐278 and 3rd Avenue  1,510 

KR  I‐87/Major Deegan Expressway between 138th Street and Macomb's Dam Bridge  5,410 

KS  I‐87/Major Deegan Expressway between I‐95 and Macomb's Dam Bridge  5,410 

KT  I‐87/Major Deegan Expressway between Tremont Avenue and I‐95  5,410 

KU  I‐87/Major Deegan Expressway between West Tremont Avenue and West Fordham Road  5,410 

KV  I‐87/Major Deegan Expressway between West Fordham Road and West 238th Street  5,410 

KW  I‐87/Major Deegan Expressway between Van Cortlandt Park South and West 238th Street  5,410 

KX  Henry Hudson Parkway between Henry Hudson Bridge and West 239th Street  5,410 

KY  Henry Hudson Parkway between Mosholu Parkway and West 239th Street  3,100 

KZ  Henry Hudson Parkway from Mosholu Parkway to County Line  3,100 

LA  Mosholu Parkway between I‐87/Major Deegan Expressway and Henry Hudson Parkway  3,230 

LB  I‐87/Major Deegan Expressway between Mosholu Parkway and Major Deegan Ser Road  5,410 

LC  I‐87/Major Deegan Expressway from intersection with Mosholu Parkway to County Line  5,410 

LD  Jerome Avenue between West Gun Hill Road and Major Deegan Ser Road  660 

LE  I‐87/Major Deegan Expressway between Van Cortlandt Park South and Mosholu Parkway  5,410 

LF  Mosholu Parkway between Van Cortlandt Park and I‐87/Major Deegan Expressway  3,230 

LG  Mosholu Parkway between Van Cortlandt Park South/West Gun Hill Road and Jerome Avenue  3,230 

LH  Jerome Avenue between Mosholu Parkway and East Fordham Road  660 

LI  Mosholu Parkway between Jerome Avenue and Grand Concourse  3,230 

LJ  Grand Concourse between Mosholu Parkway and East Fordham Road  3,070 

LK  East Fordham Road between Jerome Avenue and Grand Concourse  1,510 

LM  West Fordham Road between Jerome Avenue and I‐87  1,510 

LN  East Fordham Road between Grand Concourse and Webster Avenue  1,510 

LO  Jerome Avenue between West Fordham Road and West Tremont Road  660 

LP  Grand Concourse between East Fordham Road and East Tremont Road  3,070 

LQ  East Tremont Avenue between Grand Concourse and Jerome Avenue  1,510 

LR  West Tremont Avenue between I‐87/Major Deegan Expressway and Jerome Avenue  1,510 

LS  East Tremont Avenue between Webster Avenue and Grand Concourse  1,510 

LT  Jerome Avenue between I‐95 and East Tremont Avenue  660 

LU  Grand Concourse between I‐95 and East 177th Street  3,070 

LV  I‐95 between Grand Concourse and Jerome Avenue  5,410 

LW  I‐95 between I‐87 and Jerome Avenue  5,410 

LX  I‐95 between Grand Concourse and Webster Avenue  5,410 

LY  Jerome Avenue/Macomb's Dam Bridge between East 161st Street and I‐95  660 

LZ  Grand Concourse between 161st and I‐95  3,070 
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Table 6‐5: Roadway Network Descriptions—New York City (continued) 

Roadway 
Segment 

Roadway Description 
Service Volume 

(Hourly) 

MA  161st between Grand Concourse and Macomb's Dam Bridge  1,510 

MB  Macomb's Dam Bridge between I‐87/Major Deegan Expressway and East 161st Street  3,230 

MC  East 161st Street between Grand Concourse and 3rd Avenue  1,510 

MD  Grand Concourse between East 138th Street and East 161st Street  3,070 

ME  3rd Avenue between East 138th Street and East 161st Street  1,510 

MF  161st Street between Stebbins Avenue and Washington Avenue  1,510 

MG  Webster Avenue between 166th Street and I‐95  1,510 

MH  I‐95 between I‐895 and Webster Avenue  5,410 

MI  Webster Avenue between I‐95 and East Tremont Avenue  1,510 

MJ  East Tremont Avenue between Webster Avenue and Bronx River Parkway  1,510 

MK  Webster Avenue between East Tremont Avenue and East Fordham Road  1,510 

ML  Fordham Road between Webster Avenue and Bronx River Parkway  1,510 

MN  Webster Avenue between Mosholu Parkway and East Fordham Road  1,510 

MO  Mosholu Parkway between Grand Concourse and Webster Avenue  3,230 

MP  Webster Avenue between Mosholu Parkway and East Gun Hill Road  1,510 

MQ  East Gun Hill Road between Webster Avenue and Jerome Avenue  1,510 

MR  East Gun Hill Road between Bronx River Parkway and Webster Avenue  1,510 

MS  Webster Avenue from East Gun Hill Road to county line  1,510 

MT  Bronx River Parkway from East Gun Hill Road to county line  3,440 

MU  East Gun Hill Road between Boston Road/US 1 and Bronx River Parkway  1,510 

MV  East Gun Hill Road between Hutchinson River Parkway and Boston Road/US 1  1,510 

MW  Bronx River Parkway between Bronx and Pelham Parkway and East Gun Hill Road  3,440 

MX  Hutchinson River Parkway between I‐95 and Bronx and Pelham Parkway  5,410 

MY  Bronx and Pelham Parkway between Hutchinson River Parkway and Bronx River Parkway  2,330 

MZ  Bronx and Pelham Parkway between I‐95 and Hutchinson River Parkway  2,330 

NA  Hutchinson River Parkway between Bronx and Pelham Parkway and East Tremont Avenue  5,410 

NB  East Tremont Avenue between Dock Street and Hutchinson River Parkway  1,510 

NC  East Tremont Avenue between I‐95 and Hutchinson River Parkway  1,510 

ND  I‐95 between Throgs Neck Expressway and East Tremont Avenue  5,410 

NE  East Tremont Avenue between I‐95 and I‐295  1,510 

NF  I‐95 between East Tremont Avenue and I‐678  5,410 

NG  East Tremont Avenue between Purdy Street and Dock Street  1,510 

NH  East Tremont Avenue between Bronx River Parkway and Purdy Street  1,510 

NI  Bronx River Parkway between East Tremont Avenue and Bronx and Pelham Parkway  5,410 

NJ  Van Cortlandt Park South between Mosholu Parkway and I‐87/Major Deegan Expressway  1,510 

NK  Bronx River Parkway between East Tremont Avenue and Cross Bronx Expressway  5,410 

NL  Cross Bronx Expressway between Bronx River Parkway and I‐895  5,410 

NM  Cross Bronx Expressway between Zerega Avenue and Bronx River Parkway  5,410 

NO  Bronx River Parkway between I‐278 and Cross Bronx Expressway  5,410 

NP  I‐895 between Cross Bronx Expressway/I‐95 and Westchester Avenue  5,410 

NQ  I‐87/Major Deegan Expressway between I‐278 and Willis Avenue  5,410 

NR  I‐95 between I‐87 and Harlem River Drive  5,410 

NS  Emmons Avenue between Nostrand Avenue and Bedford Avenue  1,510 

NT  Knapp Street between Belt Parkway and Emmons Avenue  660 
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Table 6‐5: Roadway Network Descriptions—New York City (continued) 

Roadway 
Segment 

Roadway Description 
Service Volume 

(Hourly) 

NU  Belt Parkway between Flatbush Avenue and Knapp Street  5,410 

NV  Flatbush Avenue between Belt Parkway and Aviation Road  1,510 

NW  Belt Parkway between Flatbush Avenue and Rockaway Point  5,410 

NX  Belt Parkway between Rockaway Parkway and Crossbay Boulevard  5,410 

NY  Rockaway Parkway between Flatlands Avenue and Belt Parkway  1,510 

NZ  Flatlands Avenue between Rockaway Parkway and Elton Street  1,510 

OA  Flatlands Avenue between Elton Street and Crescent Street  1,510 

OB  Pennsylvania Avenue between SR 27 and Flatlands Avenue  2,330 

OC  SR 27 between South Conduit Avenue and Elton Street  2,330 

OD  Pennsylvania Avenue between Atlantic Avenue and SR 27  2,330 

OE  Atlantic Avenue between Cleveland Street and South Conduit Avenue  2,330 

OF  Atlantic Avenue between South Conduit Avenue and County Boundary  2,330 

OG  South Conduit Avenue between Atlantic Avenue and SR 27  2,330 

OH  Atlantic Avenue between Williams Place and Cleveland Street  2,330 

OI  Broadway between Jamaica Avenue and Myrtle Avenue  1,510 

OJ  Myrtle Avenue between Broadway and County Boundary  1,510 

OK  Broadway between Park Avenue and Myrtle Avenue  1,510 

OL  Broadway between I‐278 and Park Avenue  1,510 

OM  I‐278 between Metropolitan Avenue and Broadway  5,410 

ON  I‐278 between Humboldt Street and Metropolitan Avenue  5,410 

OP  Metropolitan Avenue between I‐278 and Humboldt Street  1,510 

OQ  Humboldt Street between I‐278 and Metropolitan Avenue  1,510 

OR  I‐278 between County Boundary and Humboldt Street  5,410 

OS  Metropolitan Avenue between Humboldt Street and County Boundary  1,510 

OT  Broadway to 6th Street between I‐278 and County Boundary  1,510 

OU  I‐278 between Broadway and Park Avenue  5,410 

OV  Park Avenue between I‐278 and Nostrand Avenue  3,070 

OW  I‐278 between Steuben Street and Navy Street  5,410 

OX  I‐278 between Navy Street and Manhattan Bridge  5,410 

OY  Manhattan Bridge between I‐278 and County Boundary  4,000 

OZ  I‐278 between Manhattan Bridge and Brooklyn Bridge  5,410 

PA  I‐278 between Atlantic Avenue and Hicks Street  5,410 

PB  Hicks Street between I‐278 and Atlantic Avenue  1,510 

PC  I‐278 between I‐478 and Atlantic Avenue  5,410 

PD  I‐478 between I‐278 and Governors Island  5,410 

PE  I‐278 between SR 27 and I‐478  5,410 

PF  I‐278 between SR 27 and 39th Street  5,410 

PG  I‐278 between 39th Street and 62nd Street  5,410 

PH  Belt Parkway/Leif Ericson Drive between Shore Road and 62nd Street  5,410 

PI  Belt Parkway/Leif Ericson Drive between Shore Road and I‐278  5,410 

PJ  Belt Parkway between 15th Avenue and I‐278  3,440 

PK  Belt Parkway between 15th Avenue and Bay Parkway  5,410 

PL  Belt Parkway between Cropsey Avenue and Bay Parkway  5,410 

PM  Cropsey Avenue between Neptune Ave and Belt Parkway  660 
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Table 6‐5: Roadway Network Descriptions—New York City (continued) 

Roadway 
Segment 

Roadway Description 
Service Volume 

(Hourly) 

PN  Nostrand Avenue between Avenue Y and Emmons Avenue  2,330 

PO  Surf Avenue between Neptune Avenue and Stillwell Avenue  1,510 

PQ  Surf Avenue between Ocean Parkway and Stillwell Avenue  1,510 

PR  Brighton Beach Avenue between Coney Island Avenue and Ocean Parkway  1,510 

PS  Brighton Beach Avenue between Coney Island Avenue and Gerald H. Chambers Square  1,510 

PT  Coney Island Avenue between Neptune Avenue and Brighton Beach Avenue  1,510 

PU  Emmons Avenue/Neptune Avenue between Ocean Avenue and Coney Island Avenue  1,510 

PV  Emmons Avenue between Bedford Avenue and Ocean Avenue  1,510 

PW  Bedford Avenue between Emmons Avenue and Avenue Y  1,510 

PX  Avenue U between Nostrand Avenue and Bedford Avenue  1,510 

PY  Nostrand Avenue between Avenue U and Avenue Y  1,510 

PZ  Avenue U between Gerritsen Avenue and Nostrand Avenue  1,510 

QA  Knapp Street between Shore Parkway and Gerritsen Avenue  1,510 

QB  Belt Parkway between Coney Island Avenue and connecting road at Knapp Street  5,410 

QC  Belt Parkway between Coney Island Avenue and Ocean Parkway  5,410 

QD  Coney Island Avenue between Belt Parkway and Neptune Avenue  1,510 

QE  Neptune Avenue between Coney Island Avenue and Ocean Parkway  1,510 

QF  Ocean Parkway between Neptune Avenue and Belt Parkway  2,100 

QG  Neptune Avenue between Ocean Parkway and Stillwell Avenue  1,510 

QH  Ocean Parkway between Brighton Beach Avenue and Neptune Avenue  2,330 

QI  Stillwell Avenue between Neptune Avenue and Surf Avenue  1,510 

QJ  Neptune Avenue between 17th Street and Stillwell Avenue  1,510 

QK  Stillwell Avenue between 86th Street and Bath Avenue  1,510 

QL  Belt Parkway between Ocean Parkway and Stillwell Avenue  5,410 

QM  65th Street between Fort Hamilton Parkway and 6th Avenue  1,510 

QN  Bath Avenue between Stillwell Avenue and Bay Parkway  1,510 

QO  Cropsey Avenue between Bay Parkway and Belt Parkway  660 

QP  Bay Parkway between Cropsey Avenue and Bath Avenue   2,330 

QR  Bay Parkway between Cropsey Avenue and Belt Parkway  2,330 

QS  Bay Parkway between Bath Avenue and 86th Street  2,330 

QT  86th Street between Stillwell Avenue and Bay Parkway  1,510 

QU  Connecting Road between Broadway and Henry Hudson Parkway  660 

QV  86th Street between McDonald Avenue and Stillwell Avenue   1,510 

QW  Stillwell Avenue between 86th Street and Kings Highway  1,510 

QX  Bay Parkway between 86th Street and Stillwell Avenue   2,330 

QY  Stillwell Avenue between Kings Highway and Bay Parkway  1,510 

QZ  Kings Highway between McDonald Avenue and Stillwell Avenue  1,510 

RA  McDonald Avenue between Kings Highway and Avenue U  1,510 

RB  McDonald Avenue between Avenue U and Avenue X  1,510 

RC  Avenue U between Ocean Parkway and McDonald Avenue  1,510 

RD  Kings Highway between Ocean Parkway and McDonald Avenue  1,510 

RE  Kings Highway between Coney Island Avenue and Ocean Parkway  1,510 

RF  Ocean Parkway between Kings Highway and Avenue U  1,800 

RG  Coney Island Avenue between Avenue U and Kings Highway  1,510 
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Table 6‐5: Roadway Network Descriptions—New York City (continued) 

Roadway 
Segment 

Roadway Description 
Service Volume 

(Hourly) 

RH  Avenue U between Coney Island Avenue and Ocean Parkway  1,510 

RI  Ocean Parkway between Avenue U and Belt Parkway  2,330 

RJ  Coney Island Avenue between Belt Parkway and Avenue U  1,510 

RK  Avenue U between Ocean Avenue and Coney Island Avenue  1,510 

RL  Ocean Avenue between Avenue U and Emmons Avenue  1,510 

RM  Avenue U between Bedford Avenue and Ocean Avenue  1,510 

RN  Bedford Avenue between Avenue Y and Avenue U  1,510 

RO  Ocean Avenue between Kings Highway and Avenue U  1,510 

RP  Bedford Avenue between Avenue U and Kings Highway  1,510 

RQ  Nostrand Avenue between Kings Highway and Avenue U  1,510 

RS  Kings Highway between Nostrand Avenue and Bedford Avenue  1,510 

RT  Kings Highway between Bedford Avenue and Ocean Avenue  1,510 

RU  Kings Highway between Ocean Avenue and Coney Island Avenue  1,510 

RV  West 86th Street between Central Park West and Broadway  1,510 

RW  Jamaica Avenue between Broadway and County Boundary  1,510 

RX  Williamsburg Bridge between FDR Drive and County Boundary  4,000 

RY  Kings Highway between Flatbush Avenue and Nostrand Avenue  1,510 

RZ  Avenue I between Nostrand Avenue and Bedford Avenue  1,510 

SA  Avenue I between Bedford Avenue and Ocean Avenue  1,510 

SB  Avenue I between Ocean Avenue and Coney Island Avenue  1,510 

SC  Coney Island Avenue between Avenue I and Park Circle  1,510 

SD  Coney Island Avenue between Kings Highway and Avenue I  1,510 

SE  Avenue I between Coney Island Avenue and Ocean Parkway  1,510 

SF  Ocean Parkway between Kings Highway and Avenue I  1,800 

SG  Bay Parkway between Ocean Parkway and McDonald Avenue  2,330 

SH  McDonald Avenue between Bay Parkway and Kings Highway  1,510 

SI  Bay Parkway between 65th Street and McDonald Avenue  2,330 

SJ  Bay Parkway between Stillwell Avenue and 65th Street  2,330 

SK  65th Street between Bay Parkway and Fort Hamilton Parkway  1,510 

SL  Fort Hamilton Parkway between 65th Street and I‐278  1,510 

SM  I‐278 between Fort Hamilton Parkway and 6th Avenue  5,410 

SN  I‐278 between Fort Hamilton Parkway and 86th Street  5,410 

SO  86th Street between 15th Avenue and Bay Parkway  1,510 

SP  15th Avenue between Belt Parkway and 86th Street  1,510 

SQ  4th Avenue between I‐278 and Belt Parkway  1,510 

SR  I‐278 between 6th Avenue and 4th Avenue  5,410 

ST  I‐278 between 62nd Street and 4th Avenue   5,410 

SU  4th Avenue between 39th Street and SR 27  1,510 

SV  SR 27 between 10th Avenue and 4th Avenue  2,330 

SW  SR 27/Prospect Expressway between 10th Avenue and Fort Hamilton Parkway  2,330 

SX  McDonald Avenue between Fort Hamilton Parkway and SR 27/Prospect Expressway  1,510 

SY  Fort Hamilton Parkway between McDonald Avenue and 65th Street  1,510 

SZ  Fort Hamilton Parkway between Ocean Parkway and McDonald Avenue  1,510 

TA  McDonald Avenue between Fort Hamilton Parkway and Bay Parkway  1,510 
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Table 6‐5: Roadway Network Descriptions—New York City (continued) 

Roadway 
Segment 

Roadway Description 
Service Volume 

(Hourly) 

TB  Ocean Parkway between Avenue I and Fort Hamilton Parkway  2,330 

TC  Ocean Parkway between SR 27/Prospect Expressway and Park Circle  2,330 

TD  SR 27/Parkside Avenue between Park Circle and Ocean Avenue  2,330 

TE  Ocean Avenue between SR 27/Parkside Avenue and Avenue I  1,510 

TF  Parkside Avenue between Flatbush Avenue and Ocean Avenue  1,510 

TG  Ocean Avenue between Parkside Avenue and Flatbush Avenue  1,510 

TH  Flatbush Avenue between Empire Boulevard and Parkside Avenue  1,510 

TI  Flatbush Avenue between Clarkson Avenue and Bedford Avenue  1,510 

TJ  Bedford Avenue between Flatbush Avenue and Avenue I  1,510 

TK  Flatbush Avenue between Bedford Avenue and Nostrand Avenue  1,510 

TL  Bedford Avenue between Clarkson Avenue and Flatbush Avenue  1,510 

TM  Clarkson Avenue between Bedford Avenue and Flatbush Avenue  1,510 

TN  Clarkson Avenue between Nostrand Avenue and Bedford Avenue  1,510 

TO  Nostrand Avenue between Flatbush Avenue and Clarkson Avenue  1,510 

TP  Flatbush Avenue between Kings Highway and Nostrand Avenue  1,510 

TQ  Kings Highway between Utica Avenue and Flatbush Avenue  1,510 

TR  Flatbush Avenue between Kings Highway and Flatlands Avenue  1,510 

TS  FDR Drive between East 57th Street and East 50th Street  5,410 

TU  Flatlands Avenue between Utica Avenue and Flatbush Avenue  1,510 

TV  Flatbush Avenue between Flatlands Avenue and Utica Avenue  2,330 

TW  FDR Drive between East 50th Street and East 42nd Street  5,410 

TX  Flatlands Avenue between Rockaway Parkway and Utica Avenue  1,510 

TY  Utica Avenue between Flatlands Avenue and Kings Highway  1,510 

TZ  Kings Highway between Utica Avenue and SR 27  1,510 

UA  Utica Avenue between Clarkson Avenue and Kings Highway  1,510 

UB  Clarkson Avenue between Utica Avenue and Nostrand Avenue  1,510 

UC  Clarkson Avenue between Rockaway Parkway and Utica Avenue  1,510 

UD  Utica Avenue between Empire Boulevard and Clarkson Avenue  1,510 

UE  Empire Boulevard between Utica Avenue and Nostrand Avenue  1,510 

UF  Nostrand Avenue between Empire Boulevard and Clarkson Avenue  1,510 

UG  Empire Boulevard between Nostrand Avenue and Bedford Avenue  1,510 

UH  Bedford Avenue between Empire Boulevard and Clarkson Avenue  1,510 

UI  Bedford Avenue between Atlantic Avenue and Empire Boulevard  1,510 

UJ  Empire Boulevard between Bedford Avenue and Flatbush Avenue  1,510 

UK  Flatbush Avenue between Atlantic Avenue and Empire Boulevard  1,510 

UL  4th Avenue between Atlantic Avenue and SR 27  1,510 

UM  Atlantic Avenue between Flatbush Avenue and Grand Avenue  2,330 

UN  Atlantic Avenue between Hicks Street and Flatbush Avenue  2,330 

UO  Flatbush Avenue between Atlantic Avenue and I‐278  1,510 

UP  Grand Avenue between Atlantic Avenue and Park Avenue  1,510 

UQ  Atlantic Avenue between Grand Avenue and Bedford Avenue  2,330 

UR  Atlantic Avenue between Nostrand Avenue and Utica Avenue  2,330 

US  Nostrand Avenue between Atlantic Avenue and Empire Boulevard  1,510 

UT  Nostrand Avenue between Park Avenue and Atlantic Avenue  1,510 
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Table 6‐5: Roadway Network Descriptions—New York City (continued) 

Roadway 
Segment 

Roadway Description 
Service Volume 

(Hourly) 

UV  Park Avenue between Broadway and Nostrand Avenue  1,510 

UW  FDR Drive between Manhattan Bridge and Williamsburg Bridge  5,410 

UX  Utica Avenue between Atlantic Avenue and East New York Avenue  1,510 

UY  Atlantic Avenue between Utica Avenue and Williams Place  2,330 

UZ  East New York Avenue between Rockaway Parkway and Utica Avenue  1,510 

VA  East New York Avenue between Atlantic Avenue and Rockaway Parkway  1,510 

VB  Rockaway Parkway between Clarkson Avenue and East New York Avenue  1,510 

VC  Kings Highway between Rockaway Parkway and SR 27  1,510 

VD  Rockaway Parkway between SR 27 and Clarkson Avenue  1,510 

VE  SR 27 between Rockaway Parkway and Kings Highway  3,440 

VF  Rockaway Parkway between SR 27 and Flatlands Avenue  1,510 

VG  SR 27 between Elton Street and Rockaway Parkway  2,330 

VH  4th Avenue between 39th Street and 62nd Street  1,510 

VI  Rockaway Point Boulevard between Beach Channel Drive and Rockaway Breezy Boulevard  1,510 

VJ  Beach Channel Drive between Marine Parkway and Rockaway Point Boulevard  1,510 

VK  Marine Parkway/Flatbush Avenue between Beach Channel Drive and Aviation Road  1,510 

VL  Beach Channel Drive between Beach 130th Street and Marine Parkway  1,510 

VM  Beach Channel Drive between Cross Bay Boulevard and Beach 130th Street  1,510 

VN  Beach Channel Drive between Cross Bay Boulevard and Beach 43rd Street  1,510 

VO  Beach Channel Drive between Beach 43rd Street and Beach 35th Street  1,510 

VP  Beach Channel Drive between Seagirt Boulevard and Mott Avenue (Far Rockaway)  1,510 

VQ  Beach Channel Drive from Mott Ave (Far Rockaway) to county line  1,510 

VR  Seagirt Boulevard from Beach Channel Drive to county line  2,330 

VS  Rockaway Beach Boulevard between 43rd Street and Seagirt Boulevard  1,510 

VT  Rockaway Beach Boulevard between Beach 43rd Street and Cross Bay Boulevard  1,510 

VU  Rockaway Beach Boulevard between Beach 142nd Street and Cross Bay Boulevard  1,510 

VW  Cross Bay Parkway between Beach Channel Drive and Rockaway Beach Boulevard  2,100 

VX  Cross Bay Boulevard between 12th Road and Beach Channel Drive  2,330 

VY  Cross Bay Boulevard between 160th Avenue and 12th Road  2,330 

VZ  Cross Bay Boulevard between Belt Parkway and 160th Avenue  2,330 

WA  Manhattan Bridge between FDR Drive and Canal Street  4,000 

WB  SR 27 between 4th Avenue and I‐278  2,330 

WC  Coney Island Avenue between Brighton Beach Avenue and Boardwalk East  1,510 

WD  Atlantic Avenue between I‐678/Van Wyck Expressway and Rockaway Boulevard  1,510 

WE  I‐678/Van Wyck Expressway between Atlantic Avenue and Jamaica Avenue  5,410 

WF  Jamaica Avenue between I‐678/Van Wyck Expressway and Lefferts Boulevard  1,510 

WG  Jamaica Avenue between Lefferts Boulevard and 76th Street  1,510 

WH  Myrtle Avenue between Lefferts Boulevard and Union Turnpike  1,510 

WI  Myrtle Avenue between Union Turnpike and County Boundary  1,510 

WJ  Union Turnpike between Metropolitan Avenue and Myrtle Avenue  2,330 

WK  Metropolitan Avenue between Union Turnpike and County Boundary  1,510 

WL  Union Turnpike between SR 25 and Metropolitan Avenue  2,330 

WM  SR 25 between Union Turnpike and I‐495/Long Island Expressway  2,330 

WN  I‐495/Long Island Expressway between SR 25 and I‐278  5,410 
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Table 6‐5: Roadway Network Descriptions—New York City (continued) 

Roadway 
Segment 

Roadway Description 
Service Volume 

(Hourly) 

WO  I‐278 between I‐495/Long Island Expressway and County Boundary  5,410 

WP  I‐495/Long Island Expressway between I‐278 and Borden Avenue  5,410 

WQ  I‐278 between I‐495/Long Island Expressway and SR 25  5,410 

WR  SR 25 between I‐278 and SR 25A  2,330 

WS  SR 25 between SR 25A and County Boundary  2,330 

WT  SR 25A between SR 25 and I‐278  1,510 

WU  I‐278/W Brooklyn Queens Exprway between SR 25A and I‐278/E Brooklyn Queens Exprway  5,410 

WV  I‐278/W Brooklyn Queens Exwy between I‐278/E Brooklyn Queens Exwy and Grand Central Pkwy  5,410 

WX  I‐278 between Grand Central Parkway and 31st Street  5,410 

WY  I‐278 between Triborough Bridge and 31st Street  5,410 

WZ  Grand Central Pkwy between I‐278/E Brooklyn Queens Exwy and I‐278/W Brooklyn Queens Exwy  7,380 

XA  Grand Central Parkway between 94th Street and I‐278/East Brooklyn Expressway  7,380 

XB  Grand Central Parkway between SR 25A and 94th Street  7,380 

XC  SR 25A between Grand Central Parkway and I‐678/Van Wyck Expressway  1,510 

XD  I‐678/Whitestone Expressway between College Point Boulevard and Cross Island Parkway  5,410 

XE  College Point Boulevard between SR 25A and I‐495/Long Island Expressway  1,510 

XF  I‐678/Whitestone Expressway from Cross Island Parkway to Bronx Whitestone Bridge  4,800 

XG  Cross Island Parkway between I‐678 and I‐295  5,410 

XH  I‐295 from Cross Island to Throgs Neck Bridge  4,800 

XI  Cross Island Parkway between I‐295 and Totten Avenue  5,410 

XJ  Cross Island Parkway between Totten Avenue and SR 25A  5,410 

XK  SR 25A from Cross Island Parkway to county line  2,330 

XL  Cross Island Parkway between I‐495/Long Island Expressway and SR 25A  5,410 

XM  I‐495/Long Island Expressway from Cross Island Parkway to county line  5,410 

XN  Cross Island Parkway between I‐495/Long Island Expressway and Grand Central Parkway  5,410 

XO  Grand Central Parkway from Cross Island Parkway to county line  5,410 

XP  Cross Island Parkway between Grand Central Parkway and Union Turnpike  5,410 

XQ  Union Turnpike from Cross Island Parkway to county line  5,410 

XR  Cross Island Parkway between Union Turnpike and SR 25B  5,410 

XS  SR 25B from Cross Island Parkway to county line  1,510 

XT  Cross Island Parkway between SR 25B and Jerico Turnpike  5,410 

XU  Jericho Turnpike from Cross Island Parkway to county line  2,330 

XV  I‐278/E Brooklyn Queens Exwy between I‐278/W Brooklyn Queens Exwy and Grand Central Pkwy  5,410 

XW  Springfield Boulevard between Jamaica Avenue and Linden Boulevard  1,510 

XY  Linden Blvd between Springfield Blvd and Cross Island   2,330 

XZ  Springfield Boulevard between Linden Boulevard and Southern Parkway  1,510 

YA  Southern Parkway between Springfield Boulevard and Laurelton Parkway  2,330 

YB  Laurelton Parkway between Southern Parkway and Cross Island Parkway  1,510 

YC  Cross Island Parkway between Jerico Turnpike and Linden Boulevard  5,410 

YD  Neptune Avenue between Surf Avenue and 17th Street  1,510 

YE  Southern Parkway between Springfield Boulevard and Rockaway Boulevard  5,410 

YF  Rockaway Boulevard between Southern Parkway and SR 878  1,510 

YG  Southern Parkway between I‐678/Van Wyck Expressway and Baisley Boulevard  5,410 

YH  Southern Parkway between I‐678/Van Wyck Expressway and Cross Bay Boulevard  5,410 
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Table 6‐5: Roadway Network Descriptions—New York City (continued) 

Roadway 
Segment 

Roadway Description 
Service Volume 

(Hourly) 

YI  Nassau Expwy/SR 878 between I‐678/Van Wyck Expressway and Cross Bay Boulevard  5,410 

YJ  Nassau Expwy/SR 878 between Rockaway Boulevard and I‐678/Van Wyck Expressway  5,410 

YK  I‐678/Van Wyck Expressway between SR 878 and Federal Circle  5,410 

YL  I‐678/Van Wyck Expressway between Rockaway Boulevard and Southern Parkway  5,410 

YM  Rockaway Boulevard between I‐678/Van Wyck Expressway and Baisley Boulevard  1,510 

YN  Rockaway Boulevard between I‐678/Van Wyck Expressway and Linden Boulevard  1,510 

YO  Linden Boulevard between Rockaway Boulevard and North Conduit Avenue  1,510 

YP  Rockaway Boulevard between Atlantic Avenue and Linden Boulevard  1,510 

YQ  I‐678/Van Wyck Expressway between Atlantic Avenue and Linden Boulevard  5,410 

YR  Linden Boulevard between Rockaway Boulevard and I‐678/Van Wyck Expressway  2,330 

YS  Linden Boulevard between I‐678/Van Wyck Expressway and Farmers Boulevard  2,330 

YT  Baisley Boulevard between Rockaway Boulevard and Linden Boulevard  1,510 

YU  I‐295 across Throgs Neck Bridge to I‐695/Throgs Neck Expressway  1,510 

YV  Rockaway Boulevard between Baisley Boulevard and Southern Parkway  1,510 

YW  Linden Boulevard between Farmers Boulevard and Springfield Boulevard  2,330 

YX  Farmers Boulevard between Linden Boulevard and Liberty Avenue  1,510 

YZ  Jamaica Avenue between Springfield Boulevard and 183rd Street  1,510 

ZA  Jamaica Avenue between Homelawn Street and 183rd Street  1,510 

ZB  Jamaica Avenue between I‐678/Van Wyck Expressway and Homelawn Street  1,510 

ZC  I‐678/Van Wyck Expressway between Jamaica Avenue and SR 25  5,410 

ZD  SR 25 between I‐678/Van Wyck Expressway and Homelawn Street  2,330 

ZE  SR 25B between Hollis Court Boulevard and Homelawn Street  2,330 

ZF  SR 25B between Cross Island Parkway and I‐295  2,330 

ZG  Utopia Parkway between Union Turnpike and Grand Central Parkway  2,330 

ZH  I‐295 between Grand Central Parkway and SR 25  5,410 

ZI  Grand Central Parkway between Union Turnpike and I‐295  5,410 

ZJ  Union Turnpike between Cross Island Parkway and Grand Central Parkway  5,410 

ZK  Grand Central Parkway between Homelawn Street and I‐295  5,410 

ZL  Grand Central Parkway between I‐678/Van Wyck Expressway and Union Turnpike  5,410 

ZM  I‐678/Van Wyck Expressway between SR 25 and Grand Central Parkway  5,410 

ZN  I‐678/Van Wyck Expressway between Queens Boulevard and Hillside Avenue  5,410 

ZO  SR 25 between I‐678/Van Wyck Expressway and Union Turnpike  2,330 

ZP  Metropolitan Avenue between Union Turnpike and I‐678/Van Wyck Expressway  1,510 

ZQ  I‐678/Van Wyck Expressway between Jewel Avenue and Union Turnpike  5,410 

ZR  I‐678/Van Wyck Expressway between I‐495/Long Island Expressway and Jewel Avenue  5,410 

ZS  I‐278 between Belt Parkway and County Boundary  10,000 

ZT  Grand Central Parkway between I‐495/Long Island Expressway and Jewel Avenue  5,410 

ZU  Grand Central Parkway between Jewel Avenue and Union Turnpike  5,410 

ZV  I‐495/Long Island Expressway between Grand Central Parkway and SR 25  5,410 

ZW  I‐495/LIE between connecting road to Horace Harding Exwy at Lawrence St. and Utopia Pkwy  5,410 

ZX  Utopia Parkway between I‐495/Long Island Expressway and Union Turnpike  2,330 

ZY  Union Turnpike between Grand Central Parkway and Utopia Parkway  5,410 

AAA  Union Turnpike between I‐295 and Utopia Parkway  5,410 

BBB  North Conduit Avenue between Cross Bay Boulevard and Dumont Avenue  2,330 
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Table 6‐5: Roadway Network Descriptions—New York City (continued) 

Roadway 
Segment 

Roadway Description 
Service Volume 

(Hourly) 

CCC  Washington Avenue between 166th Street and 161st Street  1,510 

DDD  Prospect Avenue between 161st Street and Westchester Avenue  1,510 

EEE  Westchester Avenue between Prospect Avenue and I‐895  1,510 

FFF  Emmons Avenue between Knapp Street and Nostrand Avenue  1,510 

GGG  Ocean Parkway between Brighton Beach Avenue and Surf Avenue  2,330 

HHH  Stillwell Avenue between Bath Avenue and Belt Parkway  1,510 

III  Stillwell Avenue between Neptune Avenue and Belt Parkway  1,510 

JJJ  Belt Parkway between Crospey Avenue and Stillwell Avenue  5,410 

KKK  86th Street between 15th Avenue and I‐278  1,510 

LLL  Flatbush Avenue between Belt Parkway and Utica Avenue  1,510 

MMM  Atlantic Avenue between Nostrand Avenue and Bedford Avenue  1,510 

NNN  I‐278 between Hicks Street and Brooklyn Bridge  5,410 

OOO  Brooklyn Bridge between I‐278 and County Boundary  4,000 

PPP  College Point Boulevard between I‐678 and 30th Avenue  1,510 

QQQ  College Point Boulevard between SR 25A and I‐678  1,510 

RRR  I‐678/Whitestone Expressway between SR 25A and College Point Boulevard  5,410 

SSS  SR 25A between Utopia Parkway and College Point Boulevard  2,330 

TTT  I‐495/LIE between I‐678/Van Wyck & connect to Horace Harding Exwy at Lawrence St.  5,410 

UUU  SR 25 between I‐495/Long Island Expressway and I‐278  2,330 

VVV  183rd Street between Jamaica Avenue and Liberty Avenue  1,510 

WWW  Liberty Avenue between Farmers Boulevard and 183rd Street  1,510 

XXX  166th Street between Webster Avenue and Washington Avenue  1,510 

YYY  Utica Avenue between Flatlands Avenue and Flatbush Avenue  1,510 

ZZZ  Nostrand Avenue between Kings Highway and Avenue I  1,510 

AAB  I‐295 between Union Turnpike and Grand Central Parkway  5,410 

AAC  I‐295 between I‐495/Long Island Expressway and Union Turnpike  5,410 

AAD  I‐495/Long Island Expressway between I‐295 and Utopia Parkway  5,410 

AAE  I‐495/Long Island Expressway between Cross Island Parkway and I‐295  5,410 

AAF  I‐295 between I‐495/Long Island Expressway and SR 25A  5,410 

AAG  SR 25A between I‐295 and Cross Island Parkway  5,410 

AAH  SR 25A between Utopia Parkway and I‐295  5,410 

AAI  Utopia Parkway between I‐495/Long Island Expressway and SR 25A  5,410 

AAJ  I‐295 between SR 25A and Cross Island Parkway  5,410 

AAK  SR 25A between I‐678/Van Wyck Expressway and College Point Boulevard  5,410 

AAL  I‐678/Van Wyck Expressway between SR 25A and I‐495/Long Island Expressway  5,410 

AAM  I‐278 between SR 25 and SR 25A  5,410 

AAN  SR 25A between I‐278 and Grand Central Parkway  5,410 

AAO  39th Street between I‐278 and 4th Avenue  1,510 

AAP  Flatbush Avenue between Parkside Avenue and Clarkson Avenue  1,510 

AAQ  Nostrand Avenue between Avenue I and Flatbush Avenue  1,510 

AAR  East New York Avenue between Atlantic Avenue and Jamaica Avenue  1,510 

AAS  I‐278 between 86th Street and Belt Parkway  5,410 

AAT  Hutchinson River Parkway between I‐95 and East Tremont Avenue  5,410 

AAU  I‐895 between Westchester Avenue and I‐278  5,410 
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Table 6‐5: Roadway Network Descriptions—New York City (continued) 

Roadway 
Segment 

Roadway Description 
Service Volume 

(Hourly) 

AAV  3rd Avenue between Major Deegan Expressway/I‐87 and County Boundary  1,510 

AAW  Grand Central Parkway between SR 25A and I‐495/Long Island Expressway  5,410 

AAX  I‐495/Long Island Expressway between I‐678/Van Wyck Expressway and Grand Central Parkway  5,410 

AAY  Union Turnpike between SR 25 and I‐678/Van Wyck Expressway  5,410 

AAZ  Grand Central Parkway between Union Turnpike and Homelawn Street  5,410 

BBA  I‐678/Van Wyck Expressway between Linden Boulevard and Rockaway Boulevard  5,410 

BBC  Homelawn Street between SR 25 and Jamaica Avenue  660 

BBD  Homelawn Street between Grand Central Parkway and SR 25  660 

BBE  I‐678 between Southern Parkway and SR 878  5,410 

BBF  East River Road between East 86th Street and East 96th Street  1,510 

BBG  Southern Parkway between Rockaway Boulevard and Baisley Boulevard South  5,410 

BBH  Jamaica Avenue between Cross Island Parkway and Springfield Boulevard  1,510 

BBI  Grand Central Parkway between Cross Island Parkway and Union Turnpike  5,410 

BBJ  Ocean Avenue between Avenue I and Kings Highway  1,510 

BBK  Bedford Avenue between Kings Highway and Avenue I  1,510 

BBL  Union Turnpike between I‐295 and Grand Central Parkway  5,410 

BBM  West Gun Hill Road between Mosholu Parkway and Jerome Avenue  1,510 

BBN  I‐278 between connecting road at Hylan Boulevard and connecting road at Richmond Road  5,410 

BBO  Hylan Boulevard between connecting road at I‐278 and Clove Road  1,510 

BBP  Richmond Road between connecting road at I‐278 and Vanderbuilt Avenue  1,510 

BBQ  Jerome Avenue between West Gun Hill Road and Mosholu Parkway  1,510 

BBR  Southern State Parkway from Cross Island Pkwy at county line into Long Island  5,410 

BBS  Willowbrook Expy/SR 440 (Bayonne Bridge) from Richmond Terrace to county line  3,100 
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Table 6‐6: Roadway Network Descriptions—Nassau County 

Roadway 
Segment 

Roadway Description 
Service Volume 

(Hourly) 

A  I‐495/LIE between Suffolk County Boundary and Northern State Pkwy  5,410 

B  I‐495/LIE between Northern State Pkwy and Seaford Oyster Bay Expy/Hwy 135  5,410 

C  I‐495/LIE between Seaford Oyster Bay Expy/Hwy 136 and Hwy 106/Hwy 107/North Broadway/Hicksville Jericho Rd  5,410 

D  I‐495/LIE between Hwy 106/Hwy 107/North Broadway/Hicksville Jericho Rd and Glen Cove Rd  5,410 

E  I‐495/LIE between Glen Cove Rd and Willis Ave/Mineola Ave  5,410 

F  I‐495/LIE between Willis Ave/Mineola Ave and New Hyde Park Rd  5,410 

G  I‐495/LIE between New Hyde Park Rd and Queens County  5,410 

H  Northern State Pkwy between Suffolk County Boundary and I‐495/LIE  3,580 

I  Northern State Pkwy between I‐495/LIE and Seaford Oyster Bay Expy/Hwy 135  3,580 

J  Northern State Pkwy between Seaford Oyster Bay Expy/Hwy 136 and Hwy 106/Hwy 107/North Broadway  3,580 

K  Northern State Pkwy between Wantagh State Pkwy and Hwy 106/Hwy 107/North Broadway  3,580 

L  Northern State Pkwy between Post Ave and Wantagh State Pkwy  5,410 

M  Northern State Pkwy between Meadowbrook State Pkwy and Post Ave  5,410 

N  Northern State Pkwy between East Jericho Tpke/Hwy 25 and Meadowbrook State Pkwy  5,410 

O  Northern State Pkwy between Connecting Road to I‐495/LIE and East Jericho Tpke/Hwy 25  5,410 

P  Northern State Pkwy between Willis Ave and Connecting Road to I‐495/LIE  5,410 

Q  Northern State Pkwy between Shelter Rock Rd and Willis Ave  5,410 

R  Northern State Pkwy between New Hyde Park Rd and Shelter Rock Rd  5,410 

S  Northern State Pkwy between Queens County Boundary and New Hyde Park Rd  5,410 

T  Meadowbrook State Pkwy between Bay Pkwy and Loop Pkwy  5,410 

U  Meadowbrook State Pkwy between Loop Pkwy and East Merrick Rd  5,410 

V  Meadowbrook State Pkwy between East Merrick Rd and Hwy 27/East Sunrise Hwy  5,410 

W  Meadowbrook State Pkwy between Hwy 27/East Sunrise Hwy and Babylon Tpke  5,410 

X  Meadowbrook State Pkwy between Babylon Tpke and Southern State Pkwy  5,410 

Y  Meadowbrook State Pkwy between Southern State Pkwy and Hempstead Tpke/Hwy 24  5,410 

Z  Meadowbrook State Pkwy between Hempstead Tpke/Hwy 24 and Northern State Pkwy  5,410 

AA  Wantagh State Pkwy/Jones Beach Cswy between Bay Pkwy and Merrick Rd  5,410 

BB  Wantagh State Pkwy between Merrick Rd and Hwy 27/East Sunrise Hwy  5,410 

CC  Wantagh State Pkwy between Hwy 27/East Sunrise Hwy and Southern State Pkwy  5,410 

DD  Wantagh State Pkwy between Southern State Pkwy and Hempstead Tpke/Hwy 24  3,580 

EE  Wantagh State Pkwy between Hempstead Tpke/Hwy 24 and Old Country Rd  3,580 

FF  Wantagh State Pkwy between Old Country Rd and Northern State Pkwy  3,580 

GG  Seaford Oyster Bay Expy/Hwy 135 between Merrick Rd and Hwy 27/East Sunrise Hwy  5,410 

HH  Seaford Oyster Bay Expy/Hwy 135 between Hwy 27/East Sunrise Hwy and Southern State Pkwy  5,410 

II  Seaford Oyster Bay Expy/Hwy 135 between Southern State Pkwy and Hempstead Tpke/Hwy 24/Hwy 107  5,410 

JJ  Seaford Oyster Bay Expy/Hwy 135 between Hempstead Tpke/Hwy 24/Hwy 107 and Connecting Road to Powell Ave  5,410 

KK  Seaford Oyster Bay Expy/Hwy 135 between Connecting Road to Powell Ave and Old Country Rd  5,410 

LL  Seaford Oyster Bay Expy/Hwy 135 between Old Country Rd and Northern State Pkwy  5,410 

MM  Seaford Oyster Bay Expy/Hwy 135 between Northern State Pkwy and I‐495/LIE  5,410 

NN  Seaford Oyster Bay Expy/Hwy 135 between I‐495/LIE and Jericho Tpke/Hwy 25  5,410 

OO  Bethpage Pkwy between Southern State Pkwy and Hwy 24/Hempstead Tpke  950 

PP  Southern State Pkwy between Suffolk County line and Bethpage Pkwy  5,410 

QQ  Southern State Pkwy between Bethpage Pkwy and 107  5,410 

RR  Southern State Pkwy between 107 and Seaford Oyster Bay Expy/Hwy 135  5,410 
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Table 6‐6: Roadway Network Descriptions—Nassau County (continued) 

Roadway 
Segment 

Roadway Description 
Service Volume 

(Hourly) 

SS  Southern State Pkwy between Seaford Oyster Bay Expy/Hwy 135 and Wantagh Ave   5,410 

TT  Southern State Pkwy between Wantagh Ave and Wantagh State Pkwy  5,410 

UU  Southern State Pkwy between Wantagh State Pkwy and Hwy 106/Newbridge Rd  5,410 

VV  Southern State Pkwy between Hwy 106/Newbridge Rd and Merrick Ave North  5,410 

WW  Southern State Pkwy between Merrick Ave North and Meadowbrick State Pkwy  5,410 

XX  Southern State Pkwy between Meadowbrick State Pkwy and Nassau Rd  5,410 

YY  Southern State Pkwy between Nassau Rd and Grand Ave/Baldwin Rd  5,410 

ZZ  Southern State Pkwy between Grand Ave/Baldwin Rd and Peninsula Blvd  5,410 

AB  Southern State Pkwy between Peninsula Blvd and Hempstead Ave  5,410 

AC  Southern State Pkwy between Hempstead Ave and Corona Ave  7,480 

AD  Southern State Pkwy between Corona Ave and North Central Ave  7,480 

AE  Southern State Pkwy between North Central Ave and Queens County Boundary  7,480 

AF  Long Beach Blvd between East Park Ave and Sagamore Rd  1,710 

AG  Long Beach Blvd between Sagamore Rd and Waukena Ave  1,710 

AH  Long Beach Blvd between Waukena Ave and Atlantic Ave  1,710 

AI  Long Beach Blvd between Atlantic Ave and Foxhurst Rd  1,710 

AJ  Long Beach Blvd between Foxhurst Rd and Lincoln Ave  1,710 

AK  Long Beach Blvd between Lincoln Ave and Merrick Rd  860 

AL  North Long Beach Blvd between Merrick Rd and Hwy 27/East Sunrise Hwy  860 

AM  North Long Beach Blvd between Hwy 27/East Sunrise Hwy and Lakeview Ave  860 

AN  East Park Ave between Long Beach Blvd and Neptune Blvd  2,390 

AO  East Park Ave/Lido Blvd between Neptune Blvd and Regent Dr  2,390 

AP  Lido Blvd between Regent Dr and Loop Pkwy  2,390 

AQ  Loop Pkwy between Lido Blvd and Meadowbrook State Pkwy  1,580 

AR  Long Beach Blvd/Beech St between East Park Ave and August Walk  720 

AS  West Beech St between August Walk and Clayton Ave  1,580 

AT  Beech St/Park St between Clayton Ave and Jefferson Blvd  1,580 

AU  Park St between Jefferson Blvd and the Atlantic Beach Bridge/Nassau Expy  1,580 

AV  Nassau Expy between The Atlantic Beach Bridge and Broadway  3,580 

AW  Nassau Expy between Broadway and Burnside Ave  3,580 

AX  Nassau Expy between Burnside Ave and Rockaway Tpke  3,580 

AY  Rockaway Tpke between Nassau Expy and Queens County Boundary  3,230 

AZ  Burnside Ave/Sheridan Blvd between Nassau Expy and Queens County Boundary  1,580 

BA  Seaman Ave between Grand Ave and North Long Beach Rd  720 

BC  Hwy 107/Hicksville Rd between Merrick Rd and Hwy 27/Sunrise Hwy  720 

BD  Hwy 107/Hicksville Rd between Hwy 27/Sunrise Hwy and Southern State Pkwy  720 

BE  Wantagh Ave between Hwy 27/East Sunrise Hwy and Southern State Pkwy  1,580 

BF  Wantagh Ave between Southern State Pkwy and Hempstead Tpke/Hwy 24/Hwy 107  1,580 

BG  North Wantagh Ave between Hempstead Tpke/Hwy 24/Hwy 107 and Hwy 107/Hicksville Rd  1,580 

BH  Hwy 107/Broadway between North Wantagh Ave and Hwy 106/Jerusalem Ave  1,580 

BI  Hwy 107/Broadway between North Jerusalem Ave and Northern State Pkwy  1,580 

BJ  Hwy 107Broadway between Northern State Pkwy and I‐495/LIE  1,580 

BK  Newbridge Rd between Merrick Rd and Hwy 27/East Sunrise Hwy  720 

BL  Newbridge Rd between Hwy 27/East Sunrise Hwy and the Southern State Pkwy  720 
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Table 6‐6: Roadway Network Descriptions—Nassau County (continued) 
Roadway 
Segment 

Roadway Description 
Service Volume 

(Hourly) 

BM  Hwy 106/Newbridge Rd between the Southern State Pkwy and Hempstead Tpke/Hwy 24  1,580 

BN  Hwy 106/North Newbridge Rd between Hempstead Tpke/Hwy 24 and Jerusalem Ave  1,580 

BO  Merrick Ave South between Merrick Rd and Hwy 27/East Sunrise Hwy  720 

BP  Merrick Ave North between Hwy 27/East Sunrise Hwy and Southern State Pkwy  720 

BQ  Merrick Ave between Southern State Pkwy and Hempstead Tpke/Hwy 24  1,580 

BR  Main St/Bedell St between East Merrick Rd and Atlantic Ave  720 

BS  Main St between East Merrick Rd and Hwy 27/East Sunrise Hwy   1,580 

BT  North Main St/Nassau Rd between Hwy 27/East Sunrise Hwy and Babylon Tpke  1,580 

BU  Babylon Tpke between Nassau Rd and Meadowbrook State Pkwy  720 

BV  Nassau Rd between Babylon Tpke and Southern State Pkwy  1,580 

BW  Nassau Rd/Greenwich St between Southern State Pkwy and Hwy 105/Jerusalem Ave  1,580 

BX  Greenwich St/Main St between Hwy 105/Jerusalem Ave and Hwy 24/Fulton Ave  1,580 

BY  Grand Ave between Merrick Rd and Hwy 27/Sunrise Hwy  1,580 

BZ  Grand Ave between Hwy 27/Sunrise Hwy and Seaman Ave  1,580 

CA  Foxhurst Rd between Oceanside Rd and Long Beach Blvd  720 

CB  Peninsula Blvd between Lakeview Ave and Ocean Ave  1,580 

CD  Grand Ave between Seaman Ave and Southern State Pkwy  1,580 

CE  Baldwin Rd between Southern State Pkwy and Hwy 105/Jerusalem Ave  1,580 

CF  Broadway between Queens County Boundary and Rockaway Tpke/Meadow Ln  720 

CG  Broadway between Rockaway Tpke/Meadow Ln and Mill Rd  720 

CH  Broadway between Mill Rd and East Rockaway Rd  720 

CI  Broadway between East Rockaway Rd and Hwy 27/Sunrise Hwy  720 

CJ  Rockaway Tpke between Broadway and Bay Blvd/Peninsula Blvd  1,860 

CK  Rockaway Tpke between Bay Blvd/Peninsula Blvd and the Nassau Expy  1,860 

CL  Peninsula Blvd between Rockaway Tpke and Mill Rd  1,580 

CM  Peninsula Blvd between Mill Rd and Hwy 27/Sunrise Hwy  1,580 

CN  Peninsula Blvd between Hwy 27/Sunrise Hwy and Ocean Ave  1,580 

CO  Peninsula Blvd between Ocean Ave and Southern State Pkwy  1,580 

CP  Peninsula Blvd/Franklin St between Southern State Pkwy and Hwy 102/Front St  1,580 

CQ  N Franklin Ave between Hwy 102/Front St and Stewart Ave  1,580 

CR  Franklin Ave/ Mineola Blvd between Stewart Ave and Jericho Tpke/Hwy 25  720 

CS  Willis Ave between Jericho Tpke/Hwy 25 and Hwy 25B/Hillside Ave  720 

CT  Willis Ave between Hwy 25B/Hillside Ave and Northern State Pkwy  1,580 

CU  Willis Ave between Northern State Pkwy and I‐495/LIE  1,580 

CV  Mineola Ave/North Willis Ave between I‐495/LIE and North Hempstead Tpke/Hwy 25A  1,580 

CW  Franklin Ave between Southern State Pkwy and Hempstead Tpke/Hwy 24  1,580 

CX  New Hyde Park Rd between Hempstead Tpke/Hwy 24 and Jericho Tpke/Hwy 25  1,580 

CY  New Hyde Park Rd between Jericho Tpke/Hwy 25 and Northern State Pkwy  1,580 

CZ  New Hyde Park Rd between Northern State Pkwy and I‐495/LIE  1,580 

DA  Lakeview Ave between Peninsula Blvd and North Long Beach Rd  720 

DE  Mill St between Broadway and Peninsula Blvd  720 

DF  Mill St between Peninsula Blvd and Hwy 27/East Sunrise Hwy   1,580 

DG  Central Ave between Hwy 27/East Sunrise Hwy and Southern State Pkwy  720 

DH  Hwy 27A/Merrick Rd between Suffolk County Boundary and Hwy 107/Hicksville Rd  1,580 
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Table 6‐6: Roadway Network Descriptions—Nassau County (continued) 

Roadway 
Segment 

Roadway Description 
Service Volume 

(Hourly) 

DI  Merrick Rd between Hwy 107/Hicksville Rd and Seaford Oyster Bay Expy/Hwy 135  1,580 

DJ  Merrick Rd between Seaford Oyster Bay Expy/Hwy 136 and Wantagh State Pkwy  1,580 

DK  Merrick Rd between Wantagh State Pkwy and Newbridge Rd  1,580 

DL  Merrick Rd between Newbridge Rd and Merrick Ave  1,580 

DM  Merrick Rd between Merrick Ave and Meadowbrook State Pkwy  1,580 

DN  Merrick Rd between Meadowbrook State Pkwy and Main St  1,580 

DO  Merrick Rd between Main St and Grand Ave   1,580 

DP  Merrick Rd between Grand Ave and Long Beach Rd  1,580 

DQ  Atlantic Ave between Bedell St and Westend Ave  1,580 

DR  Atlantic Ave/Brower Ave between Westend Ave and Waukena Ave/Ayers Pl  1,580 

DS  Foxhurst Rd between Oceanside Rd and Merrick Rd  720 

DT  Brower Ave/Oceanside Rd between Waukena Ave/Ayers Pl and Foxhurst Rd  720 

DU  Waukena Ave between Brower Ave and Long Beach Rd  720 

DV  Atlantic Ave/Main St between Long Beach Rd and Carman Ave  1,580 

DW  Main St/East Rockaway Rd between Carman Ave and Broadway  720 

DX  Lincoln Ave/Merrick Rd between South Long Beach Rd and Hwy 27/East Sunrise Hwy  1,580 

DY  Ocean Ave/Merrick Rd between Peninsula Blvd and Hwy 27/East Sunrise Hwy  1,580 

DZ  Ocean Ave between Peninsula Blvd and Southern State Pkwy  1,580 

EF  Carman Mill Rd between Merrick Rd and Old Sunrise Hwy  720 

EG  Carman Mill Rd between Old Sunrise Hwy and Southern State Pkwy  720 

EH  Hwy 27/Sunrise Hwy between Carman Mill Rd/Carmans Rd and Hwy 107/Hicksville Rd  5,410 

EI  Hwy 27/Sunrise Hwy between Hwy 107/Hicksville Rd and Seaford Oyster Bay Expy/Hwy 135  5,410 

EJ  Hwy 27/Sunrise Hwy between Seaford Oyster Bay Expy/Hwy 135 and Wantagh Ave  5,410 

EK  Hwy 27/Sunrise Hwy between Wantagh Ave and Wantagh State Pkwy  5,410 

EL  Hwy 27/Sunrise Hwy between Wantagh State Pkwy and Newbridge Rd  5,410 

EM  Hwy 27/Sunrise Hwy between Newbridge Rd and Merrick Ave   5,410 

EN  Hwy 27/Sunrise Hwy between Merrick Ave and Babylon Tpke  5,410 

EO  Hwy 27/Sunrise Hwy between Babylon Tpke and Meadowbrook State Pkwy  5,410 

EP  Hwy 27/Sunrise Hwy between Meadowbrook State Pkwy and Main St  5,410 

EQ  Hwy 27/Sunrise Hwy between Main St and Grand Ave  5,410 

ER  Hwy 27/Sunrise Hwy between Grand Ave and North Long Beach Rd  5,410 

ES  Hwy 27/Sunrise Hwy between North Long Beach Rd and Merrick Rd  5,410 

ET  Hwy 27/Sunrise Hwy between Merrick Rd and Broadway  5,410 

EU  Hwy 27/Sunrise Hwy between Broadway and Peninsula Blvd  5,410 

EV  Hwy 27/Sunrise Hwy between Peninsula Blvd and Central Ave/Mill Rd  5,410 

EW  Hwy 27/Sunrise Hwy between Central Ave/Mill Rd and Queens County Boundary  5,410 

EX  Babylon Tpke between Meadowbrook State Pkwy and Hwy 27/East Sunrise Hwy  1,580 

EY  Hwy 24/Conklin St between Suffolk County Boundary and Assemblyman Phillip B. Healey Memorial  1,580 

EZ  Hempstead Tpke/Hwy 24 between Bethpage Pkwy and Seaford Oyster Bay Expy/Hwy 135  3,440 

FG  Hempstead Tpke/Hwy 24 between Seaford Oyster Bay Expy/Hwy 135 and Wantagh Ave  5,410 

FH  Hempstead Tpke/Hwy 24 between Wantagh Ave and Wantagh State Pkwy  5,410 

FI  Hempstead Tpke/Hwy 24 between Wantagh State Pkwy and Hwy 106/Newbridge Rd  5,410 

FJ  Hempstead Tpke/Hwy 24 between Hwy 106/Newbridge Rd and Merrick Ave  5,410 

FK  Hempstead Tpke/Hwy 24 between Merrick Ave and Meadowbrook State Pkwy  5,410 
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Roadway 
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Service Volume 
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FL  Hempstead Tpke/Hwy 24/Fulton Ave between Meadowbrook State Pkwy and Main St  3,440 

FM  Hwy 24/Fulton Ave between Main St and North Franklin St  3,440 

FN  Hempstead Tpke/Hwy 24/Fulton Ave between North Franklin St and Hempstead Ave  3,440 

FO  Hempstead Tpke/Hwy 24 between Hempstead Ave and Franklin Ave/New Hyde Park Rd  3,440 

FP  Hempstead Tpke/Hwy 24 between Franklin Ave/New Hyde Park Rd and Queens County Boundary  3,440 

FQ  Hempstead Ave between Hwy 24/Fulton Ave and Southern State Pkwy  1,580 

FR  Jericho Tpke/Hwy 25 between Queens County Boundary and New Hyde Park Rd  3,440 

FS  Jericho Tpke/Hwy 25 between New Hyde Park Rd and Mineola Blvd  3,440 

FT  Jericho Tpke/Hwy 25 between Mineola Blvd and Willis Ave  3,440 

FU  Jericho Tpke/Hwy 25 between Willis Ave and Northern State Pkwy  3,440 

FV  Jericho Tpke/Hwy 25 between Suffolk County Boundary and Seaford Oyster Bay Expy/Hwy 135  3,440 

FW  Jericho Tpke/Hwy 25 between Seaford Oyster Bay Expy/Hwy 135 and S Oyster Bay Rd  3,440 

FX 
Jericho Tpke/Hwy 25 between S Oyster Bay Rd at the intersections of Hwy 106/Jericho Oyster Bay Rd and Hwy 106/Hwy 107/
Broadway  3,440 

FY  Jackson Ave/Berry Hill Rd between Jericho Tpke/Hwy 25 and Muttontown Eastwoods Rd  1,580 

FZ  Berry Hill Rd between Muttontown Eastwoods Rd and North Hempstead Tpke/Hwy 25A/Route 25A  1,580 

GH  N Hempstead Tpke/Hwy 25A/Route 25A between Suffolk County Boundary and Berry Hill Rd  3,440 

GI  N Hempstead Tpke/Hwy 25A between Berry Hill Rd and Hwy 106/Jericho Oyster Bay Rd  3,440 

GJ  N Hempstead Tpke/Hwy 25A between Hwy 106/Jericho Oyster Bay Rd and Brookville Rd/Wolver Hollow Rd  3,440 

GK  N Hempstead Tpke/Hwy 25A between Brookville Rd/Wolver Hollow Rd and Hwy 107/Cedar Swamp Rd  3,440 

GL  N Hempstead Tpke/Hwy 25A/Nern Blvd between Hwy 107/Cedar Swamp Rd and Glen Cove Rd  3,440 

GM  N Hempstead Tpke/Hwy 25A/Nern Blvd between Glen Cove Rd and N Willis Ave/Mineola Ave  3,440 

GN  N Hempstead Tpke/Hwy 25A/Nern Blvd between N Willis Ave/Mineola Ave and Searingtown Rd/Hwy 101/Port Washington Blvd  3,440 

GO  N Hempstead Tpke/Hwy 25A/Nern Blvd between Searingtown Rd/Hwy 101/Port Washington Blvd and Shelter Rock Rd  3,440 

GP  N Hempstead Tpke/Hwy 25A/Nern Blvd between Shelter Rock Rd and Lakeville Rd  3,440 

GQ  N Hempstead Tpke/Hwy 25A/Nern Blvd between Lakeville Rd and Queens County Boundary  3,440 

GR  Lakeville Rd/Middle Neck Rd between North Hempstead Tpke/Hwy 25A and Red Brook Rd  3,440 

GS  Shelter Rock Rd between North Hempstead Tpke/Hwy 25A/Northern Blvd and Northern State Pkwy  3,440 

GT  Hwy 101/Port Washington Blvd between North Hempstead Tpkw/Hwy 25A/Northern Blvd and Astor Ln  3,440 

GU  Connecting Road between I‐495/LIE and the Northern State Pkwy  3,440 

GV  Glen Cove Rd between North Hempstead Tpke/Hwy 25A/Northern Blvd and I‐495/LIE  3,440 

GW  Glen Cove Rd/Greenville Glen Cove Rd between North Hempstead Tpke/Hwy 25A/Northern Blvd and Hwy 107/Cedar Swamp Rd  3,440 

GX  Hwy 107/Cedar Swamp Rd between Glen Cove Rd/Greenville Glen Cove Rd and Glen Cove Ave  3,440 

GY  Hwy 107/Cedar Swamp Rd between Glen Cove Rd/Greenville Glen Cove Rd and North Hempstead Tpke/Hwy 25A/Northern Blvd  1,580 

GZ  Hwy 107/Cedar Swamp Rd between North Hempstead Tpke/Hwy 25A/Northern Blvd and Jericho Tpke/Hwy 25  1,580 

HI 
Wolver Hollow Rd/Piping Rock Rd/Town Cocks Ln/Buckram Rd between North Hempstead Tpke/Hwy 25A/Northern Blvd and 
Birch Hill Rd  1,580 

HJ 
Birch Hill Rd/Ludlam Ln/Lattingtown Rd/Horse Hollow Rd/Bayville Rd/Bayville Ave between Forest Ave/Buckram Rd and 
Mountain Ave  1,580 

HK  Bayville Ave/Hwy 106/Ludlam Ave/West Shore Rd/West Main St between Mountain Ave and Hwy 106/South St  1,580 

HL 
Hwy 106/South St/Pine Hollow Rd/Oyster Bay Rd between Hwy 106/West Main St and North Hempstead Tpke/Hwy 25A/
Northern Blvd  1,580 

HM 
Hwy 106/Route 106/Jericho Oyster Bay Rd between North Hempstead Tpke/Hwy 25A/Northern Blvd and Muttontown 
Eastwoods Rd  3,440 

HN  Hwy 106/Route 106/Jericho Oyster Bay Rd between Muttontown Eastwoods Rd and Jericho Tpke/Hwy 25  3,440 

HO  Hwy 106/Hwy 107/North Broadway/Hicksville Jericho Rd between Jericho Tpke/Hwy 25 and I‐495/LIE  3,440 
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Table 6‐7: Roadway Network Descriptions—Suffolk County  

Roadway 
Segment 

Roadway Description 
Service Volume 

(Hourly) 

A  Montauk Hwy between Service Dr and Indian Wells Hwy  860 

B  MontaukHwy between Indian Wells Hwy and North Main St  860 

C  Montauk Hwy between Bridgehampton and East Hampton  860 

D  Montauk Hwy between Bridgehampton and near Watermill  860 

E  Montauk Hwy between near Watermill and Main St  860 

F  Hwy 27 between Main St and Sandy Hollow Rd  860 

G  Hwy 27 between Sandy Hollow Rd and Sunrise Hwy  3,320 

H  27/Sunrise Hwy between 27/CR 39 and Squiretown Rd  3,320 

I  27/Sunrise Hwy between Squiretown Rd and Hwy 24  3,320 

J  27/Sunrise Hwy between Hwy 24 and Quogue Riverhead Rd  3,320 

K  27/Sunrise Hwy between Quogue Riverhead Rd and Old Riverhead Rd  3,320 

L  27/Sunrise Hwy between Old Riverhead Rd and Captain Daniel Roe Hwy  3,320 

M  27/Sunrise Hwy between Captain Daniel Roe Hwy and CR 51  3,320 

N  27/Sunrise Hwy between Moriches‐Riverhead Rd/CR 51 and Railroad Ave  3,320 

O  27/Sunrise Hwy between Railroad Ave and William Floyd Pkwy  3,320 

P  27/Sunrise Hwy between William Floyd Pkwy and Station Rd  3,320 

Q  27/Sunrise Hwy between Station Rd and North Ocean Ave  3,320 

R  27/Sunrise Hwy between North Ocean Ave and CR 97/Nicolls Rd  3,320 

S  27/Sunrise Hwy between CR 97/Nicolls Rd and SR 454/Veterans Memorial Hwy/Church St  3,320 

T  27/Sunrise Hwy between SR 454/Veterans Memorial Hwy/Church St and Lakeland Ave/Railroad Ave  3,320 

U  27/Sunrise Hwy between Oakdale Bohemia Rd and Southern State Pkwy/Heckscher State Pkwy/Islip Terrace  3,320 

V  27/Sunrise Hwy between Southern State Pkwy/Heckscher State Pkwy/Islip Terrace and Brentwood Rd  3,320 

W  27/Sunrise Hwy between Brentwood Rd and Robert Moses State Pkwy  3,320 

X  27/Sunrise Hwy between Robert Moses State Pkwy and Babylon Northport Expy  3,320 

Y  27/Sunrise Hwy between Babylon Northport Expy and Little East Neck Rd North  3,320 

Z  27/Sunrise Hwy between Little East Neck Rd North and North Wellwood Ave  3,320 

AA  I‐495/LIE from Hwy 25 to Hwy 24  5,410 

BB  I‐495/LIE between Hwy 24 and Captain Daniel Roe Hwy  5,410 

CC  I‐495/LIE between Captain Daniel Roe Hwy and William Floyd Pkwy  5,410 

DD  I‐495/LIE between William Floyd Pkwy and Yaphank Ave  5,410 

EE  I‐495/LIE between Yaphank Ave and Bellport Rd  5,410 

FF  I‐495/LIE between Bellport Rd and N Ocean Ave  5,410 

GG  I‐495/LIE between N Ocean Ave and Nicolls Rd/Hwy 97  5,410 

HH  I‐495/LIE between Nicolls Rd/Hwy 97 and Hawkins Ave  5,410 

II  I‐495/LIE between Hawkins Ave and Hwy 454/Veterans Memorial Pkwy  5,410 

JJ  I‐495/LIE between SR 454/Veterans Memorial Pkwy and Hwy 111/Wheeler Rd  5,410 

KK  I‐495/LIE between Hwy 111/Wheeler Rd and Sagtikos Pkwy  5,410 

LL  I‐495/LIE between Sagtikos Pkwy and Deer Park Ave/Hwy 231  5,410 

MM  I‐495/LIE between Deer Park Ave/Hwy 231 and Half Hollow Rd   5,410 

NN  I‐495/LIE between Half Hollow Rd and Hwy 110  5,410 

OO  I‐495/LIE between Hwy 100 and Nassau County Boundary   5,410 

PP  Northern State Pkwy between Hwy 454/Veterans Hwy and Sunken Meadow State Pkwy  3,580 

QQ  Northern State Pkwy between Sunken Meadow State Pkwy and Deer Park Ave/Hwy 231  3,580 

RR  Northern State Pkwy between Deer Park Ave/Hwy 231 and Hwy 110/Walt Whitman Rd  3,580 
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Table 6‐7: Roadway Network Descriptions—Suffolk County (continued) 

Roadway 
Segment 

Roadway Description 
Service Volume 

(Hourly) 

SS  Northern State Pkwy between Hwy 110/Walt Whitman Rd and Nassau County Boundary  3,580 

TT  Southern State Pkwy between Heckscher State Park and Hwy 27A/Montauk Hwy  5,410 

UU  Southern State Pkwy between Montauk Hwy and Sunrise Hwy  5,410 

VV  Southern State Pkwy between Sunrise Hwy and Hwy 111/Islip Ave   5,410 

WW  Southern State Pkwy between Hwy 111/Islip Ave and Sagtikos State Pkwy  5,410 

XX  Southern State Pkwy between Sagtikos State Pkwy and Robert Moses State Cswy  5,410 

YY  Southern State Pkwy between Robert Moses Cswy and Deer Park Ave/231  5,410 

ZZ  Southern State Pkwy between Deer Park Ave/231 and  Wellwood Ave  5,410 

AB  Southern State Pkwy between Wellwood Ave and Hwy 110/Broadway   5,410 

AC  Southern State Pkwy between Hwy 110/Broadway and Nassau County Boundary  5,410 

AD  Hwy 27/Sunrise Hwy between Wellwood Ave and Hwy 110/Broadway  5,410 

AE  Hwy 27/Sunrise Hwy between Hwy 110/Broadway and Nassau County Boundary  5,410 

AF  Robert Moses Cswy between Bayshore, NY and Ocean State Pkwy  720 

AG  Robert Moses Cswy between Ocean State Pkwy and Hwy 27A/Montauk Hwy  5,410 

AH  Robert Moses Cswy between Hwy 27A/Montauk Hwy and Hwy 27/Sunrise Hwy  3,580 

AI  Robert Moses Cswy between Hwy 27/Sunrise Hwy and Southern State Pkwy  3,580 

AJ  Sagtikos State Pkwy between Southern State Pkwy and Pine Aire Dr  3,580 

AK  Sagtikos State Pkwy between Pine Aire Dr and I‐495/LIE  3,580 

AL  Sunken Meadow Pkwy between I‐495/LIE and Northern State Pkwy  3,580 

AM  Sunken Meadow Pkwy between Northern State Pkwy and Hwy 454/Veterans Memorial Hwy  3,580 

AN  Sunken Meadow Pkwy between Hwy 454/Veterans Memorial Hwy and Hwy 25A/Fort Salonga Rd  3,580 

AO  Sunken Meadow Pkwy between Hwy 25A/Fort Salonga Rd and Sunken Meadow Rd  3,580 

AP  Nicolls Rd/Hwy 97 between Hwy 27/Sunrise Hwy and I‐495/LIE  1,620 

AQ  Nicolls Rd/Hwy 97 between I‐495/LIE and Portion Rd  1,620 

AR  Nicolls Rd/Hwy 97 between Portion Rd and Hwy 25/Middle Country Rd  1,620 

AS  Ocean Dr between Bridge Ln and Hwy 27/Montauk Hwy  720 

AT  Bridgehampton Sag Harbor Tpke/Main St between Montauk Hwy and Hwy 114/Main St  720 

AU  Main St/Skinner St/North Sea Rd between Hwy 27/CR 39 and Jobs Ln/Meeting House Ln  720 

AV  Squiretown Rd between Lyncliff Rd and Hwy 27/Sunrise Hwy  720 

AW  Hwy 24/Riverhead‐Hampton Bays Rd/Flanders Rd between Hwy 27/Sunrise Hwy and Pleasure Dr  950 

AX  Hwy 24/Riverhead‐Hampton Bays Rd/Flanders Rd between Pleasure Dr and Riverhead  950 

AY  Riverleigh Ave between Riverhead and Old Riverhead Rd/Riverhead Rd  950 

AZ  Quogue Riverhead Rd between Old Riverhead Rd and Sunrise Hwy  950 

BC  Hwy 25/North Rd between East Marion and Hwy 25/Main St at Stirling  950 

BD  North Rd between Hwy 25/Main St at Stirling and Peconic Ln  950 

BE  CR 48/Route 48 between Peconic Ln and Mattituck  950 

BF  Sound Ave between Hwy 25/Main Rd and Church Ln  950 

BG  Church Lane between Hwy 25/Main Rd and Sound Ave  950 

BH  Hwy 25/Main Rd between Greenport and Hwy 25/North Rd/Route 48  950 

BI  Hwy 25/Main Rd between Youngs Ave and Greenport  950 

BJ  Hwy 25/Main Rd between Peconic Ln and Youngs Ave  950 

BK  Hwy 25/Main Rd between New Suffolk Rd/Griffing St and Peconic Ln  950 

BL  Hwy 25/Main Rd between Hwy 25/Sound Ave and New Suffolk Rd/Griffing St  950 

BM  Hwy 25/Main Rd between Manor Ln and Hwy 25/Sound Ave  950 
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Table 6‐7: Roadway Network Descriptions—Suffolk County (continued) 

Roadway 
Segment 

Roadway Description 
Service Volume 

(Hourly) 

BN  Hwy 25/Main Rd between Church Ln and Manor Ln  950 

BO  Old Country Rd/Hwy 25/Main Rd between Roanoke Ave and Church Ln  950 

BP  Sound Ave between Roanoke Ave and Church Lane  950 

BQ  Roanoke Ave between Old Country Rd and Sound Ave  950 

BR  Roanoke Ave between Riverhead and Old Country Rd  950 

BS  Montauk Hwy between Lewis Rd and Sunrise Hwy  950 

BT  Montauk Hwy between Lewis Rd and Old Riverhead Rd  950 

BU  Lewis Rd/Quogue Riverhead Rd between Montauk Hwy and Sunrise Hwy  950 

BV  Oak St between Hwy 27A/Montauk Hwy and Mill Rd  950 

BW  Old Riverhead Rd between Sunrise Hwy and Montauk Hwy  950 

BX  Old Riverhead Rd between Riverleigh Ave and Sunrise Hwy  950 

BY  Moriches Riverhead Rd between Riverhead and Captain Daniel Roe Hwy  1,620 

BZ  Moriches Riverhead Rd between Captain Daniel Roe Hwy and Sunrise Hwy  1,620 

CA  Montauk Hwy between Oakdale Bohemia Rd and Lakeland Ave/Railroad Ave  950 

CB  Montauk Hwy between Southern State Pkwy and Sunrise Hwy in Islip Terrace  950 

CD  Sound Ave between Roanoke Ave and Edwards Ave  950 

CE  Sound Ave/Hwy 25A between Edwards Ave and Wading River Manorville Rd  950 

CF  Hwy 25A between Wading River Manorville Rd and William Floyd Pkwy  950 

CG  Hwy 25A/Route 25A between William Floyd Pkwy and CR 83/Patchogue‐Mt. Sinai Rd  950 

CH  Old Country Rd between I‐495/LIE and Roanoke Ave  950 

CI  Hwy 25/Middle Country Rd between Edwards Ave/Hwy 24 and I‐495/LIE  950 

CJ  Hwy 25/Middle Country Rd between William Floyd Pkwy and Edwards Ave  950 

CK  Hwy 25/Middle Country Rd between Lake Dr in Middle Island and William Floyd Pkwy  950 

CL  Hwy 25/Middle Country Rd between CR 83/Patchogue‐Mt. Sinai Rd and Lake Dr in Middle Island  950 

CM  Edwards Ave between Sound Ave and Hwy 25/Route 25/Middle Country Rd  950 

CN  Edwards Ave/Hwy 24 between Hwy 25/Route 25/Middle Country Rd and I‐495/LIE  950 

CO  William Floyd Pkwy between Hwy 25A and Hwy 25/Route 25/Middle Country Rd  1,580 

CP  William Floyd Pkwy between Hwy 25/Route 25/Middle Country Rd and I‐495/LIE  1,580 

CQ  William Floyd Pkwy between I‐495/LIE and Hwy 27/Sunrise Hwy  1,580 

CR  William Floyd Pkwy between Hwy 27/Sunrise Hwy and Hwy 27A/Montauk Hwy  1,580 

CS  William Floyd Pkwy between Hwy 27A/Montauk Hwy and Palmetto Dr  1,580 

CT  William Floyd Pkwy between Palmetto Dr and Fire Island Beach Rd  1,580 

CU  Commack Rd between William Floyd Pkwy and Mastic Beach  720 

CV  Mastic Rd between Commack Rd and Montauk Hwy  720 

CW  Montauk Hwy between Herkimer St and William Floyd Pkwy  950 

CX  Montauk Hwy between Herkimer St and Railroad Ave/Beachfern Rd  950 

CY  Montauk Hwy between Railroad Ave/Beachfern Rd and Eastport Manor Rd  950 

CZ  Montauk Hwy between Eastport Manor Rd and Old Riverhead Rd/Riverhead Rd  950 

DA  Montauk Hwy between Hwy 27/Sunrise Hwy in Oakdale and Oakdale Bohemia Rd  950 

DB  Sunrise Hwy between Montauk Hwy in Islip Terrace and Oakdale  3,320 

DC  Sunrise Hwy between Montauk Hwy in Oakdale and Oakdale Bohemia Rd  3,320 

DE  Eastport Manor Rd between Hwy 27A/Montauk Hwy and Hwy 27/Sunrise Hwy  720 

DF  Hwy111/Captain Daniel Roe Hwy between Moriches‐Riverhead Rd and Sunrise Hwy  1,860 

DG  Hwy 111/Captain Daniel Roe Hwy between Moriches‐Riverhead Rd and I‐495/LIE  1,860 
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Table 6‐7: Roadway Network Descriptions—Suffolk County (continued) 

Roadway 
Segment 

Roadway Description 
Service Volume 

(Hourly) 

DH  Hwy 24/Nugent Dr between Riverhead and I‐495/LIE  1,860 

DI  Railroad Ave between Hwy 27/Sunrise Hwy and Hwy 27A/Main St/Montauk Hwy  860 

DJ  Montauk Hwy between William Floyd Pkwy and Station Rd  950 

DK  Station Rd between Hwy 27A/Montauk Hwy and South Country Road in Bellport  720 

DL  Station Rd between Hwy 27A/Montauk Hwy and Hwy 27/Sunrise Hwy   720 

DM  Station Rd/Bellport Rd between Hwy 27/Sunrise Hwy and I‐495/LIE  720 

DN  Montauk Hwy between Station Rd and Ocean Ave  950 

DO  North Ocean Ave between Hwy 27A/East Main St and Hwy 27/Sunrise Hwy  1,580 

DP  North Ocean Ave between Hwy 27/Sunrise Hwy and I‐495/LIE  1,580 

DQ  North Ocean Ave/Patchogue‐Mt. Sinai Rd between I‐495/LIE and Hwy 25/Middle Country Rd  1,580 

DR  Patchogue‐Mt. Sinai Rd between Hwy 25/Middle Country Rd and Hwy 25A  2,450 

DS  Hwy 25A between Patchogue‐Mt. Sinai Rd and Hwy 112  860 

DT  Hwy 347/Nesconset Hwy between Hwy 112/Patchogue Rd and Stony Brook Rd  1,580 

DU  Montauk Hwy between Lakeland Ave/Railroad Ave and Nicolls Rd/County Hwy 97  950 

DV  Hwy 454/Veterans Memorial Hwy between Hwy 27/Sunrise Hwy and Lakeland Ave/Railroad Ave  1,580 

DW  Lakeland Ave between Hwy 27/Sunrise Hwy and Montauk Hwy  1,140 

DX  Lakeland Ave between Hwy 454/Veterans Memorial Hwy and Sunrise Hwy  1,140 

DY  Hawkins Ave between I‐495/LIE and Hwy 25/Route 25/Middle Country Rd  860 

DZ  Nicolls Rd/County Hwy 97 between Montauk Hwy and Sunrise Hwy  1,140 

EA  Hwy 454/Veterans Memorial Hwy between Hwy 111/Wheeler Rd and Northern State Pkwy  4,840 

EB  Hwy 454/Veterans Memorial Hwy between Northern State Pkwy and Sunken Meadow State Pkwy  4,840 

EC  Sunrise Hwy between Hwy 111/Islip Ave and Brentwood Rd  3,320 

EF  Hwy 25A/West Broadway between Main St/Old Town Rd in East Setauket and Hwy 347/Nesconset Hwy  950 

EG  Hwy 25A/North Country Rd/Main St between Stony Brook Rd and Main St/Old Town Rd in East Setauket  950 

EH  Stony Brook Rd between Hwy 25/Route 25/Middle Country Rd and Hwy 25A/North Country Rd/Main St  950 

EI  Stony Brook Rd between Hwy 347/Smithtown Byp and Hwy 25/Route 25/Middle Country Rd  950 

EJ  Moriches Rd between Hwy 347/Nesconset Hwy/Smithtown Byp and River Rd  950 

EK  Hwy 347/Smithtown Byp between Moriches Rd and Stony Brook Rd  1,140 

EL  Hwy 347/Nesconset Hwy/Smithtown Byp between Moriches Rd and Hwy 25/Middle Country Rd  1,140 

EM  Hwy 25/Route 25/Middle Country Rd between CR 97/Nicolls Rd and CR 83/Patchogue‐Mt. Sinai Rd  950 

EN  Hwy 25/Route 25/Middle Country Rd between Hawkins Ave/Stony Brook Rd and CR 97/Nicolls Rd  950 

EO  Hwy 25/Middle Country Rd between Stony Brook Rd and Nesconset Hwy  950 

EP  Hwy 347/Nesconset Hwy/Smithtown Byp between Hwy 25/Middle Country Rd and Hwy 111/Hauppauge Rd  1,140 

EQ  Hwy 111/Hauppauge Rd between Hwy 347/Nesconset Hwy and Hwy 25/Main St  950 

ER  Hwy 454/Veterans Memorial Hwy between Suffolk Ave and Lakeland Ave/Railroad Ave  3,320 

ES  Hwy 454/Veterans Memorial Hwy between I‐495/LIE and Suffolk Ave  3,320 

ET  Hwy 454/Veterans Memorial Hwy between Hwy 111/Wheeler Rd and I‐495/LIE  3,320 

EU  Hwy 111/Wheeler Rd between Hwy 347/Nesconset Hwy and Hwy 454/Veterans Memorial Hwy  950 

EV  Hwy 111/Wheeler Rd between Hwy 454/Veterans Memorial Hwy and I‐495/LIE  950 

EW  Hwy 111/Islip Ave between Hwy 27A/Main St/Montauk Hwy and Hwy 27/Sunrise Hwy  950 

EX  Hwy 111/Islip Ave between Hwy 27/Sunrise Hwy and Heckscher State Pkwy  950 

EY  Hwy 111/Islip Ave between Heckscher State Pkwy and Suffolk Ave  950 

EZ  Hwy 111/Joshuas Path between Suffolk Ave and I‐495/LIE  950 

FG  Montauk Hwy between Sunrise Hwy and Lakeland Ave/Gillette Ave  950 
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Table 6‐7: Roadway Network Descriptions—Suffolk County (continued) 

Roadway 
Segment 

Roadway Description 
Service Volume 

(Hourly) 

FH  Sunrise Hwy between Lakeland Ave/Railroad Ave and Oakdale Bohemia Rd  3,320 

FI  Hwy 27A/Main St/Montauk Hwy between Heckscher State Pkwy and Hwy 111/Islip Ave  950 

FJ  Hwy 27A/Main St/Montauk Hwy between Hwy 111/Islip Ave and Brentwood Rd  950 

FK  Brentwood Rd between Hwy 27A/Main St/Montauk Hwy and Hwy 27/Sunrise Hwy  950 

FL  Brentwood Rd between Hwy 27/Sunrise Hwy and Suffolk Ave  950 

FM  Hwy 27A/Main St/Montauk Hwy between Brentwood Rd and 5th Ave/Bay Ave  950 

FN  Hwy 27A/Montauk Hwy between 5th Ave/Bay Ave and Robert Moses State Pkwy  950 

FO  Fifth Ave between Union Blvd and Hwy 27A/Montauk Hwy/West Main St/South Country Rd  1,580 

FP  Suffolk Ave between Brentwood Rd and Hwy 111/Islip Ave/Joshuas Path  950 

FQ  Suffolk Ave/Wicks Rd/Pine Aire Dr between Brentwood Rd and Sagtikos State Pkwy  950 

FR  Pine Aire Dr/Long Island Ave between Sagtikos State Pkwy and Deer Park Ave  950 

FS  Long Island Ave between Deer Park Ave and Straight Path  950 

FT  Long Island Ave between Straight Path and Wellwood Ave  950 

FU  Montauk Hwy between Robert Moses State Pkwy and Babylon Northport Expy  950 

FV  Union Blvd between Fifth Ave and Babylon Northport Expy  950 

FW  Babylon Northport Expy between Hwy 27A/Montauk Hwy and Union Blvd  950 

FX  Babylon Northport Expy between Union Blvd and Hwy 27/Sunrise Hwy  950 

FY  Babylon Northport Expy/Deer Park Ave between Hwy 27/Sunrise Hwy and Southern State Pkwy  950 

FZ  Deer Park Ave between Southern State Pkwy and Long Island Ave/Acorn St  1,580 

GH  Deer Park Ave/Deer Park Rd between Long Island Ave/Acorn St and I‐495/LIE  1,580 

GI  Deer Park Ave/Deer Park Rd between I‐495/LIE and Northern State Pkwy  1,580 

GJ  Hwy 27A/West Main St/Montauk Hwy between Babylon Northport Expy and Little East Neck Rd  1,580 

GK  Trolley Line Rd/Pearsall Pl/John St between Babylon Northport Expy and Little East Neck Rd  950 

GL  Little East Neck Rd between Hwy 27A/West Main St/Montauk Hwy and Trolley Line Rd  950 

GM  Little East Neck Rd between Trolley Line Rd and Hwy 27/Sunrise Hwy  950 

GN  Hwy 27A/Montauk Hwy between Little East Neck Rd and South Wellwood Ave  950 

GO  Railroad Ave/Hoffman Ave between Little East Neck Rd and South Wellwood Ave  950 

GP  South Wellwood Ave between Hoffman Ave and Hwy 27A/Montauk Hwy  950 

GQ  North Wellwood Ave between Hoffman Ave and Hwy 27/Sunrise Hwy  950 

GR  North Wellwood Ave between Hwy 27/Sunrise Hwy and Southern State Pkwy  1,580 

GS  Wellwood Ave between Southern State Pkwy and Long Island Ave  1,580 

GT  Welwood Ave between Long Island Ave and Half Hollow Rd  1,580 

GU  Hwy 27A/Montauk Hwy between Hwy 110/Broadway and South Wellwood Ave  1,580 

GV  Oak St between Hwy 110/Broadway and South Wellwood Ave  950 

GW  Hwy 110/Broadway between Oak St and Hwy 27A/Merrick Rd  950 

GX  Hwy 110/Broadway between Hwy 27/Sunrise Hwy and Oak St  1,580 

GY  Hwy 110/Broadway between Hwy 27/Sunrise Hwy and Southern State Pkwy  1,580 

GZ  Hwy 110 between I‐495/LIE and Southern State Pkwy  1,580 

HA  Hwy 25A/West Main St between Hwy 110/New York Ave and Nassau County boundary  950 

HI  Hwy 110 between I‐495/LIE and Pinelawn Rd  1,580 

HJ  Hwy 110 between Pinelawn Rd and Northern State Pkwy  1,580 

HK  Hwy 110/Walt Whitman Rd between Northern State Pkwy and West Jericho Tpke/Hwy 25  1,580 

HL  Hwy 110/New York Ave between West Jericho Tpke/Hwy 25 and Hwy 25A/Main St  950 

HM  Hwy 25A/West Main St between Hwy 110/New York Ave and Bankside Dr in Centerport  950 
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Table 6‐7: Roadway Network Descriptions—Suffolk County (continued) 

Roadway 
Segment 

Roadway Description 
Service Volume 

(Hourly) 

HN  Hwy 25A/Fort Salonga Rd between Bankside Dr in Centerport and Middleville Rd   950 

HO  Hwy 25A/Fort Salonga Rd between Middleville Rd and Bread and Cheese Hollow Rd in Fort Salonga  950 

HP  Hwy 25A/Fort Salonga Rd between Fort Salonga and Sunken Meadow State Pkwy  950 

HQ  Hwy 25A/Fort Salonga Rd between Sunken Meadow State Pkwy and Hwy 25A/Saint Johnland Rd  950 

HR  Hwy 25A between Fort Salonga Rd/Main St and Hwy 11/Hauppauge Rd  950 

HS  Half Hollow Rd between I‐495/LIE and Wellwood Ave/Pinelawn Rd  950 

HT  Pinelawn Rd between Half Hollow Rd and Hwy 110  1,580 

HU  Hwy 27A/Montauk Hwy between Nicolls Rd/Country Hwy 97 and Ocean Ave  950 

HV  Suffolk Ave between Hwy 111/Islip Ave Hwy 454/Veterans Memorial Hwy  950 
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Table 6‐8: Roadway Network Descriptions—Westchester County  

Roadway 
Segment 

Roadway Description 
Service Volume 

(Hourly) 

A  I‐95/New England Thwy between Bronx County Boundary and US 1/Main St/Boston Post Rd  5,410 

B  I‐95/New England Thwy between US 1/Main St./Boston Post Rd and North Ave  5,410 

C  I‐95/New England Thwy between North Ave and Fenimore Rd  5,410 

D  I‐95/New England Thwy between Fenimore Rd and Mamaroneck Ave  5,410 

E  I‐95/New England Thwy between Mamaroneck Ave and Playland Pkwy  5,410 

F  I‐95/New England Thwy between Playland Pkwy and US 1/Boston Rd  5,410 

G  I‐95/New England Thwy between US 1/Boston Rd and Midland Ave  5,410 

H  I‐95/New England Thwy between Midland Ave and Connecticut State Boundary  5,410 

I  Hutchinson River Pkwy between US 1/Boston Post Rd and East Lincoln Ave  3,538 

J  Hutchinson River Pkwy between East Lincoln Ave and Cross Country Parkway's Exit 9 Connecting Road  3,538 

K  Hutchinson River Pkwy between Cross Country Parkway's Exit 9 Connecting Road and Webster Ave  3,538 

L  Hutchinson River Pkwy between Webster Ave and Mill Rd  3,538 

M  Hutchinson River Pkwy between Mill Rd and Hwy 125/Weaver St  3,538 

N  Hutchinson River Pkwy between Hwy 125/Weaver St and Mamaroneck Ave  3,538 

O  Hutchinson River Pkwy between Mamaroneck Ave and Hwy 127/North St  3,538 

P  Hutchinson River Pkwy between Hwy 127/North St and I‐287/Cross Westchester Expy  3,538 

Q  Hutchinson River Pkwy between I‐287/Cross Westchester Expy and I‐684  3,538 

R  Hutchinson River Pkwy between I‐684 and Connecticut State Boundary  3,538 

S  I‐684 between Hutchinson River Pkwy and I‐287 Connecting Road  5,410 

T  Connecting Road between I‐684 and I‐287/Cross Westchester Expy  1,769 

U  I‐684 between I‐287/Cross Westchester Expy Connecting Road and Connecticut State Boundary   5,410 

V  I‐684 between Connecticut State Boundary and Hwy 22/Bedford Rd  5,410 

W  I‐684 between Hwy 22/Bedford Rd and Saw Mill River Pkwy Exit 43  5,410 

X  I‐684 between Saw Mill River Pkwy Exit 43 and Hwy 35/Cross River Rd  5,410 

Y  I‐684 between Hwy 35/Cross River Rd and Hwy 138/Waccabuc Rd  5,410 

Z  I‐684 between Hwy 138/Waccabuc Rd and Putnam County Boundary  5,410 

AA  I‐87/New York State Thwy between the Bronx County Boundary and Yonkers Ave  5,410 

BB  I‐87/New York State Thwy between Yonkers Ave and Cross County Pkwy  5,410 

CC  I‐87/New York State Thwy between Cross County Pkwy and Tuckahoe Rd  5,410 

DD  I‐87/New York State Thwy between Tuckahoe Rd and Ashford Ave  5,410 

EE  I‐87/New York State Thwy between Ashford Ave and Saw Mill River Pkwy  5,410 

FF  I‐87/New York State Thwy between Saw Mill River Pkwy and I‐287/Cross Westchester Expy  5,410 

GG  I‐87/I‐287/New York State Thwy between I‐287/Cross Westchester Expy and US 9/South Broadway  5,410 

HH  I‐87/I‐287/New York State Thwy between US 9/South Broadway and Rockland County Boundary  5,410 

II  Saw Mill River Pkwy/Hwy 9A between the Bronx County Boundary and Yonkers Ave  3,538 

JJ  Saw Mill River Pkwy/Hwy 9A between Yonkers Ave and Tuckahoe Rd  3,538 

KK  Saw Mill River Pkwy/Hwy 9A between Tuckahoe Rd and Ashford Ave  3,538 

LL  Bronx River Pkwy between the Bronx County Boundary and Yonkers Ave/Mount Vernon Ave  5,410 

MM  Bronx River Pkwy between Yonkers Ave/Mount Vernon Ave and Cross County Pkwy  5,410 

NN  Bronx River Pkwy/Sprain Brook Pkwy between Cross County Pkwy and Tuckahoe Rd  5,410 

OO  Sprain Brook Pkwy between Tuckahoe Rd and I‐287/Cross Westchester Expy  5,410 

PP  Sprain Brook Pkwy between I‐287/Cross Westchester Expy and Taconic State Pkwy Connecting Road  5,410 

QQ  Sprain Brook Pkwy/Taconic State Pkwy between Taconic State Pkwy Connecting Road and Saw Mill River Pkwy  5,410 

RR  Taconic State Pkwy between Saw Mill River Pkwy and Hwy 117/Bedford Rd  5,410 
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Table 6‐8: Roadway Network Descriptions—Westchester County (continued) 

Roadway 
Segment 

Roadway Description 
Service Volume 

(Hourly) 

SS  Taconic State Pkwy between Hwy 117/Bedford Rd and Somerstown Tpke/Hwy 100/Hwy 133/Saw Mill River Rd  5,410 

TT  Taconic State Pkwy between Somerstown Tpke/Hwy 100/Hwy 133/Saw Mill River Rd and Hwy 134/Kitchawan Rd  5,410 

UU  Taconic State Pkwy between Hwy 134/Kitchawan Rd and Hwy 129  5,410 

VV  Taconic State Pkwy between Hwy 129 and US 202/Crompond Rd  5,410 

WW  Taconic State Pkwy between US 202/Crompond Rd and US 6/G A R Hwy  5,410 

XX  Taconic State Pkwy between US 6/G A R Hwy and Putnam County Boundary  5,410 

YY  Saw Mill River Pkwy between I‐87/New York State Thwy and I‐287/Saw Mill River Pkwy  3,538 

ZZ  Saw Mill River Pkwy between I‐287/Saw Mill River Pkwy and Taconic State Pkwy  3,538 

AB  Saw Mill River Pkwy between Taconic State Pkwy and Hwy 117/Bedford Rd  3,440 

AC  Hwy 117 between Hwy 448/Bedford Rd and US 9/Sunflower Ct/Albany Post Rd  1,860 

AD  Bedford Rd between Hwy 448/Bedford Rd and Taconic State Pkwy  660 

AE  Bedford Rd between Taconic State Pkwy and Saw Mill River Pkwy  660 

AF  Saw Mill River Pkwy between Hwy 117/Bedford Rd and Hwy 120/Quaker Rd  3,538 

AG  Saw Mill River Pkwy between Hwy 120/Quaker Rd and Hwy 133/West & East Main St  3,538 

AH  Saw Mill River Pkwy between Hwy 133/West and East Main St and I‐684  3,538 

AI  Hwy 1/Boston Rd between Hutchinson River Pkwy and I‐95/New England Thwy  1,580 

AJ  Hwy 1/Boston Rd/Main St between I‐95/New England Thwy and Webster Ave  1,580 

AK  Hwy 1/Boston Rd/Main St between Webster Ave and North Ave  1,580 

AL  Hwy 1/Boston Rd/Main St between North Ave and Larchmont Ave  1,580 

AM  Hwy 1/Boston Rd/Main St between Larchmont Ave and Weaver St/Hommocks Rd  1,580 

AN  Hwy 1/Boston Rd between Weaver St/Hommocks Rd and Fenimore Rd  1,580 

AO  Hwy 1/Boston Rd between Fenimore Rd and Mamaroneck Ave  1,580 

AP  Hwy 1/Boston Rd between Mamaroneck Ave and Barry Ave  1,580 

AQ  Hwy 1/Boston Rd between Barry Ave and Frank Ave and Hwy 127/Keeler Ave  1,580 

AR  Hwy 1/Boston Rd between Frank Ave and Hwy 127/Keeler Ave and Playland Pkwy  1,580 

AS  Hwy 1/Boston Rd between Playland Pkwy and Cross St and Hwy 120/East Purchase St  1,580 

AT  Boston Post Rd/ Hwy 1 from Rye to I‐95  1,580 

AU  Hwy 1/Boston Rd between I‐95/New England Thwy and I‐287/Cross Westchester Expy  1,580 

AV  Hwy 1/Boston Rd between I‐287/Cross Westchester Expy and Slater St  1,580 

AW  US 1between Slater St and Westchester Ave  1,580 

AX  US 1 between Westchester Ave and Connecticut State Boundary  1,580 

AY  Midland Ave between I 59 and Hwy 1  1,580 

AZ  Westchester Ave between Hwy 1 and I 287  660 

BA  Connecting Road between Cross Country Pkwy at Exit 9 and the Hutchinson River Pkwy  530 

BC  I 287 (Cross‐Westchester) between Hwy 1and I‐95/New England Thwy  5,410 

BD  I 287 (Cross‐Westchester) between Hwy 1 and Westchester Ave  5,410 

BE  I 287 (Cross‐Westchester) between Westchester Ave and Hutchinson River Pkwy  5,410 

BF  I 287 (Cross‐Westchester) between Hutchinson River Pkwy and Connecting Road to I‐684  5,410 

BG  I 287 (Cross‐Westchester) between Connecting Road to I‐684 and Hwy 119/Westchester Ave  5,410 

BH  I 287 (Cross‐Westchester) between Hwy 119/Westchester Ave and Connecting Road to Hwy 119  5,410 

BI  I 287 (Cross‐Westchester) between Connecting Road to Hwy 119 and Sprain Brook Pkwy  5,410 

BJ  I 287 (Cross‐Westchester) between Sprain Brook Pkwy and Saw Mill River Pkwy  5,410 

BK  I 287 (Cross‐Westchester) between Saw Mill River Pkwy and I‐87/New York State Thwy  5,410 

BL  Hwy 120/Purchase St/Hwy 119 between US 1/Boston Post Rd and I‐287/Cross Westchester Expy  660 
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Table 6‐8: Roadway Network Descriptions—Westchester County (continued) 

Roadway 
Segment 

Roadway Description 
Service Volume 

(Hourly) 

BM  Playland Pkwy between US 1/Boston Post Rd and Forest Ave  1,860 

BN  Playland Pkwy between US 1/Boston Post Rd and I‐95/New England Thwy  1,860 

BO  Hwy 127/Harrison Ave/North Ave between US 1/Boston Post Rd and Hutchinson River Pkwy  860 

BP  South Barry Ave between Soundview Dr and US 1/Boston Post Rd  660 

BQ  North Barry Ave between US 1/Boston Post Rd and I‐95/New England Thwy  660 

BR  Mamaroneck Ave between I‐95/New England Thwy and US 1/Boston Post Rd  660 

BS  Mamaroneck Ave between Hutchinson River Pkwy and I‐95/New England Thwy  660 

BT  Mamaroneck Ave between I‐287/Cross Westchester Expy and Hutchinson River Pkwy  660 

BU  Hwy 127/North Ave between Hutchinson River Pkwy and I‐287/Cross Westchester Expy  860 

BV  Fenimore Rd between I‐95/New England Thwy and US 1/Boston Post Rd  660 

BW  Weaver St/Hwy 125 between US 1/Boston Post Rd and Hutchinson River Pkwy  660 

BX  Hwy 125/Weaver St between Hutchinson River Pkwy and Hwy 125/Palmer Ave and Heathcote Rd  660 

BY  Heathcote Rd between Hwy 22 and Hwy 125  660 

BZ  Popham Rd between Hwy 22 and Bronx River Pkwy  660 

CA  Bronx River Pkwy between Greenacres Ave and Ardsley Rd  2,450 

CD  Larchmont Ave between US 1/Main St/Boston Post Rd and Cedar Ave  660 

CE  North Ave between I‐95/New England Thwy and US 1/Main St/Boston Post Rd  660 

CF  North Ave between I‐95/New England Thwy and Lincoln Ave/Manor Pl  660 

CG  North Ave/Mill Rd between Lincoln Ave/Manor Pl and Hutchinson River Pkwy  860 

CH  Mill Rd between Hutchinson River Pkwy and Hwy 22/White Plains Rd  660 

CI  Hwy 22/White Plains Rd to Main St/Yonkers Ave between Mill Rd/Fisher Ave and Bronx River Pkwy  660 

CJ  Tuckahoe Rd between Bronx River Pkwy and Sprain Brook Pkwy  660 

CK  Tuckahoe Rd between Sprain Brook Pkwy and I‐87/New York State Thwy  660 

CL  Tuckahoe Rd between I‐87/New York State Thwy and Saw Mill River Pkwy  660 

CM  Webster Ave between US 1/Main St/Boston Post Rd and Lincoln Ave  660 

CN  Webster Ave between Lincoln Ave and Hutchinson River Pkwy  660 

CO  Lincoln Ave between Webster Ave and North Ave  660 

CP  Lincoln Ave between Webster Ave and Hutchinson River Pkwy  660 

CQ  East Lincoln Ave between Hutchinson River Pkwy and Hwy 22/North Columbus Ave  660 

CR  East and West Lincoln Ave between Hwy 22/North Columbus Ave and Mount Vernon Ave/Stevens Ave   660 

CS  Mount Vernon Ave between West Lincoln Ave and Bronx River Pkwy  660 

CT  Yonkers Ave between Bronx River Pkwy and I‐87/New York State Thwy  530 

CU  Yonkers Ave between I‐87/New York State Thwy and Cross County Pkwy  530 

CV  Cross County Pkwy between Bronx River Pkwy and Connecting Road   5,410 

CW  Cross County Pkwy between I‐87/New York State Thwy and Bronx River Pkwy  5,410 

CX  Cross County Pkwy between Yonkers Ave an I‐87/New York State Thwy  5,410 

CY  Cross County Pkwy between Yonkers Ave and Saw Mill River Pkwy  5,410 

CZ  Yonkers Ave between Saw Mill River Pkwy and Nepperhan Ave  1,140 

DA  Hwy 6 from Hwy 9 to Bear Mountain Bridge  760 

DE  Hwy 9/Broadway between Bronx County Boundary and Nepperhan Ave  720 

DF  Hwy 9/Broadway between Nepperhan Ave and Hwy 9A/Ashburn Ave  720 

DG  Hwy 9/Broadway between Hwy 9 A/Ashburn Ave and Lake Ave  720 

DH  Hwy 9/Broadway between Lake Ave and Edgars Lane   720 

DI  US 9/Broadway between Edgars Lane and Ashford Ave  720 
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Table 6‐8: Roadway Network Descriptions—Westchester County (continued) 

Roadway 
Segment 

Roadway Description 
Service Volume 

(Hourly) 

DJ  US 9/South Broadway between Ashford Ave and Main St  720 

DK  US 9/North Broadway between Main St and I‐87/I‐278/New York State Thwy  720 

DL  US 9/South Broadway between I‐87/I‐278/New York State Thwy and Hwy 448/Bedford Rd  720 

DM  US 9/North Broadway between Hwy 448/Bedford Rd and Hwy 117  1,860 

DN  US 9/Albany Post Rd between Hwy 117 and Hwy 133/Upper Croton Ave  1,860 

DO  US 9/Albany Post Rd between Hwy 133/Upper Croton Ave and Briarcliff Peekskill Pkwy/Hwy 9A  720 

DP  Briarcliff Peekskill Pkwy/US 9/Hwy 9A between US 9/Albany Post Rd and Hwy 129/Maple St  4,840 

DQ  Briarcliff Peekskill Pkwy/US 9 between Hwy 129/Maple St and Hwy 9A/Albany Post Rd  3,320 

DR  Briarcliff Peekskill Pkwy/US 9 between Hwy 9A/Albany Post Rd and US 6/US 202/Main St  3,320 

DS  Briarcliff Peekskill Pkwy between Hwy 6 and Bear Mountain Bridge Rd  3,320 

DT  Hwy 9/Albany Post Rd between Hwy 6/Hwy 202/Bear Mountain Bridge Rd and Putnam County Boundary  950 

DU  Nepperhan Ave between Yonkers Ave and US 9/Hwy 9A/South Broadway  1,140 

DV  Nepperhan Ave between Yonkers Ave and Hwy 9A/Ashburton Ave  1,140 

DW  Hwy 9A/Ashburton Ave between Hwy 9A/Saw Mill River Rd and US 9/North Broadway  530 

DX  Lake Ave between Hwy 9A/Saw Mill River Rd and US 9/North Broadway  530 

DY  Hwy 9A/Saw Mill River Rd between Lake Ave and Hwy 9A/Ashburton Ave  760 

DZ  Hwy 9A/Saw Mill River Rd between Lake Ave and Saw Mill River Pkwy  760 

EF  Ashford Ave between US 9/Broadway and I‐87/New York State Thwy  530 

EG  Ashford Ave/Ardsley Rd between I‐87/New York State Thwy and Bronx River Pkwy  530 

EH  Bronx River Pkwy between Greenacres Ave and Main St/Central Ave  2,450 

EI  Tarrytown Rd from Bonx River Pkwy to Central Ave  2,450 

EJ  Tarrytown Rd from Central Ave to I‐287/Cross Westchester Expwy  1,860 

EK  Main/Hamilton between Bronx River Pkwy and Broadway  2,450 

EL  Westchester between Broadway and I‐287/Cross Westchester Expy  1,860 

EM  Bronx River Pkwy between Hwy 100/Central Park Ave/Central Ave and Taconic State Pkwy  2,450 

EN  Taconic State Pkwy between Bronx River Pkwy and Sprain Brook Pkwy  2,450 

EO  Hwy 448/Bedford Rd between US 9/North Broadway and Hwy 117/Bedford Rd  760 

EP  Hwy 120 between I‐684 and Saw Mill River Pkwy  760 

EQ  Hwy 100 / 120 between Taconic State Pkwy and Saw Mill River Pkwy  760 

ER  Hwy 133/Croton Ave between Hwy 9A and Taconic State Pkwy   760 

ES  Hwy 133/Croton Ave between Hwy 9A and Hwy 134  760 

ET  Hwy 133/Croton Ave between US 9 and Hwy 134  760 

EU  Hwy 134 between Hwy 133 and Hwy 9A  760 

EV  Hwy 9A between Hwy 133 and Hwy 134  2,450 

EW  Hwy 9A between Hwy 134 and US 9  2,450 

EX  Hwy 134 between Hwy 9A and Taconic State Pkwy  760 

EY  Hwy 129 between Briarcliff Peekskill Pkwy/US 9 and Taconic State Pkwy  760 

EZ  Hwy 6 between US 9 and Taconic State Pkwy  760 

FG  Hwy 202/Crompound Rd between Hwy 6 and Taconic State  760 

FH  Hwy 202 from Taconic State Pkwy to Amawalk Reservior  760 

FI  Hwy 35 from Amawalk Rservior to I‐684  760 

FJ  Hwy 6/Main St between Hwy 202 and Taconic State Pkwy  760 



 Once the links and nodes were established for the evacuation routes, directional traffic service volumes 
appropriate for evacuations were established for each link. This was accomplished by determining 
number of lanes, facility type, and area type information from highway maps available with “field 
check” (site and Google Earth Pro verifications during study for counties) and from the City by Polytechnic 
Institute. Generalized Highway Capacity tables were then used to specify a directional evacuation service 
volume based on link characteristics. The primary link characteristics used were number of lanes by 
direction and facility type. Directional Service Volume maps in both interactive and static format [Figure 
6‐34 (Manhattan), Figure 6‐35 (Brooklyn), Figure 6‐36 (Queens), Figure 6‐37 (Staten Island), Figure 6‐38 
(Bronx), Figure 6‐39 (Nassau), Figure 6‐40 (Suffolk), and Figure 6‐41 (Westchester)] show the directional 
service volumes and number of lanes for the evacuation clearance time analysis. As mentioned 
previously, the detailed listing of the roadway network is located in Tables 6‐5, 6‐6, 6‐7, and 6‐8. 
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Figure 6‐34: Directional Service Volume—Manhattan 
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Figure 6‐35: Directional Service Volume—Brooklyn 
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Figure 6‐36: Directional Service Volume—Queens 
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Figure 6‐37: Directional Service Volume—Staten Island 
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Figure 6‐38: Directional Service Volume—Bronx 
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Figure 6‐39: Directional Service Volume—Nassau County 
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Figure 6‐40: Directional Service Volume—Suffolk County 
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Figure 6‐41: Directional Service Volume—Westchester County 



 Important assumptions concerning the evacuation road network for the analysis that must be mentioned 
are: 
 

• The evacuation of all vehicles will occur prior to the arrival of sustained gale storm winds 
(39 mph) and storm inundation of evacuation routes. 

• Provisions will be made for the removal of vehicles in distress on the network through 
aggressive incident management and agreements worked out with tow truck operators. 

• Traffic signals will be implemented to provide the most “green time” for movements away 
from the coast. 

• Bridges will close when the wind speed exceeds the safe throughput of vehicles.  
• Tunnels will close before the arrival of possible flood waters. 
• MTA NYCT service (MTA subway and bus) will be terminated at a predetermined time 

prior to the arrival of pre‐landfall hazard. The subways and buses operating along a route 
at that time will complete their run and then will be secured. 

• Ferry boat evacuations must be concluded well before the arrival of tropical storm force 
winds, allowing time for ferry boats to be secured after the last trip. 

 

For the New York City boroughs, the Metropolitan Transportation Authority (MTA) which is responsible 
for overseeing the operations of the subways, bus and rail service for the New York City through Long 
Island, southeastern New York State, and Connecticut area was also coordinated with regarding flooding 
and their facilities. An up to date list of flood prone locations can be obtained from the New York City 
Department of Transportation. The development of roadway number of lanes by direction, traffic counts, 
and capacity data collected and reported proved invaluable to the development of clearance times and 
overall modeling. The maximum service volumes provided an excellent starting point to develop the 
hourly flow rates for evacuations. Typically, evacuation flow rates are roughly 10 to 15% lower that 
theoretical maximum capacity and deteriorate as the evacuation progresses.  
 
 
 

EVACUATION CLEARANCE TIME MODEL APPLICATION AND SYSTEM 
FORECASTS 
Application of the transportation modeling methodology for hurricane evacuations, using inputs and 
assumptions previously discussed in this chapter, produced several key data items and forecasts for 
hurricane evacuation planning and preparedness. Completion of the transportation modeling process 
produced the following: 
 

• Evacuating people and vehicle statistics by evacuation zone by storm scenario/category 
• Shelter demand and capacity considerations by storm scenario/category 
• Traffic volumes and critical roadway segments by storm scenario/category 
• Estimated clearance times by storm scenario/category 

 
Although an extensive amount of data is generated through the transportation analysis, the items listed 
above constitute the most critical outputs for planning for shelter needs, anticipating bottlenecks and 
defining the timing constraints of an evacuation. 
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CLEARANCE TIME MODEL DESCRIPTION 
The general philosophy supporting all of the hurricane evacuation clearance time work around the 
country is that the analysis must be technically complex enough to produce reliable estimates of 
hurricane evacuation clearance times, yet clear enough for the emergency management community to be 
able to review key modeling assumptions and products. A brief overview of the steps in the modeling 
process and a description of the computer program framework used in the modeling steps are discussed 
in this section.   
 
Due to the unique nature of the lack of vehicle ownership by residents in the boroughs, in addition to the 
basic results produced by the model, the modeling efforts included outputs for mass transit evacuations. 
Those results will be discussed in depth. 
 
The basic key modeling steps used in the analysis for the study area are as follows: 
 

• Development of Evacuation Zones and Data ‐ Identifies who is vulnerable and who is 
evacuating 

• Trip Generation ‐ Calculates how many evacuees will move for a particular scenario/
category 

• Trip Distribution ‐ Determines where evacuees will go 
• Development of Evacuation Road Network ‐ Addresses the questions, (1) which roads can 

be used for evacuation and (2) what is the carrying capacity of each road 
• Trip Assignment ‐ Determines what route(s) evacuees will take to get from their point of 

origin to their destination based on shortest travel time 
• Calculation of Clearance Time ‐ Determines how much time it will take for all evacuees to 

clear the evacuation network including time for the “last vehicle” to reach assumed safety 
point 

 
The major inputs and outputs of the overall process are illustrated in Figure 6‐42. A set of computer 
programs were developed to facilitate the transportation modeling steps described above. The model has 
been updated dramatically over the past several years and enhanced for greater accuracy. A spreadsheet 
tool that will allow officials to make changes to critical socioeconomic, behavioral, and roadway 
assumptions will be a product of this study. This abbreviated model was developed in order to facilitate 
the ability of the emergency managers to update clearance times in an efficient manner. 
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Figure 6‐42: Clearance Time Model Process 
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 EVACUATING PEOPLE AND VEHICLES BY SCENARIO 
Using the trip generation module of the hurricane model, total evacuating people and vehicles produced 
by each evacuation zone were calculated and split by general destination type (trip purpose). The four 
general destination types are: in‐area public shelters, in‐area hotel/motels, in‐area homes of friends or 
relatives, and out‐of‐the area. This was accomplished for the various storm intensities and for two levels 
of assumed tourist occupancy. Low tourist occupancy was assumed to be 30% and high tourist occupancy 
was assumed to be 80%.  
 
Table 6‐9 and Table 6‐10 show the number of residents and tourists estimated to leave dwelling units for 
each. The number of people involved in an actual evacuation could total less than these figures due to 
the assumed 100 percent participation rate of people from units in storm surge vulnerable areas and 
mobile homes assumed for each plan. Even with door‐to‐door evacuation notification, it will be difficult 
to convince all who should leave to leave even for the most intense storm threats. Memories of images 
from Hurricane Rita in Texas where thousands of evacuees found themselves stranded on highways as 
they sought shelter out of town will remain fresh on the minds of many people when a storm is 
approaching. Participation rates in tropical storm/weak Scenario A/Category 1 hurricanes can be quite 
low even in potential surge areas. Conversely, for Scenario C/Category 4 hurricanes, media hype and 
continual coverage on The Weather Channel may tend to produce high participation rates from residents 
who local officials would rather have stay in place. 
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Table 6‐9: Evacuating People and Vehicles by Area, Destination and Evacuation Scenario/Category—Low Tourist Occupancy 

Borough / 
County  

Scenario / 
Category 

People  Vehicles to: 

Total 
Evacuating 
People 

Evacuees  
to Shelters 

Public 
Shelters 

Friends / 
Relatives 

Hotel / 
Motel 

Out of 
County 

Total 
Evacuating 
Vehicles 

Manhattan 
Scenario A  105,629  13,743  0  6,853  236  4,184  11,273 
Scenario B  306,870  54,167  0  20,853  754  10,328  31,935 

Scenario C  678,535  131,009  0  42,589  1,765  23,602  67,956 

Brooklyn 
Scenario A  186,465  28,671  3,497  24,053  948  3,616  32,112 

Scenario B  521,973  103,960  10,753  77,622  3,235  16,990  108,601 
Scenario C  1,169,691  240,671  10,929  144,643  6,483  55,032  217,084 

Queens 
Scenario A  79,907  12,619  1,244  15,396  571  3,117  20,328 
Scenario B  260,266  50,892  9,979  44,584  1,995  12,179  68,743 

Scenario C  619,204  131,434  11,273  105,934  4,883  43,486  165,581 

Staten Island 
Scenario A  62,124  9,464  2,074  18,648  712  2,538  23,973 

Scenario B  74,216  14,727  2,861  20,484  852  4,495  28,693 
Scenario C  145,134  30,561  2,861  36,389  1,637  13,903  54,791 

Bronx 
Scenario A  32,093  5,452  143  4,153  147  577  5,024 
Scenario B  57,131  11,335  811  7,539  304  1,695  10,344 

Scenario C  319,653  69,398  1,787  37,190  1,624  13,758  54,358 

Nassau 

Category 1  126,310  21,784  10,519  35,055  6,025  9,367  60,958 

Category 2  278,277  49,443  24,325  77,720  13,610  21,963  137,619 
Category 3  433,793  99,723  48,508  107,480  20,948  34,414  211,316 

Category 4  552,711  133,181  64,165  132,686  26,453  43,598  266,903 

Suffolk 

Category 1  366,994  53,755  28,935  114,864  18,269  30,676  192,743 

Category 2  571,957  85,477  45,318  180,027  28,498  43,691  297,535 
Category 3  700,742  120,703  63,450  195,424  34,964  69,257  363,091 

Category 4  818,002  143,857  75,074  214,701  40,769  91,162  421,708 

Westchester 

Category 1  79,122  15,542  6,774  15,645  3,369  8,306  34,093 

Category 2  111,907  22,936  10,034  21,436  4,767  12,126  48,361 
Category 3  162,636  40,566  17,815  15,243  15,890  21,891  70,841 
Category 4  179,966  45,665  20,102  16,381  17,790  24,298  78,564 



 

Figure 6‐43 (Manhattan), Figure 6‐45 (Brooklyn), Figure 6‐47 (Queens), Figure 6‐49 (Staten Island), Figure 
6‐51 (Bronx), Figure 6‐53 (Nassau), Figure 6‐55 (Suffolk), and Figure 6‐57 (Westchester) represent 
Scenario A/Category 1, lowest evacuating population and low tourist occupancy. Figure 6‐44 
(Manhattan), Figure 6‐46 (Brooklyn), Figure 6‐48 (Queens), Figure 6‐50 (Staten Island), Figure 6‐52 
(Bronx), Figure 6‐54 (Nassau), Figure 6‐56 (Suffolk), and Figure 6‐58 (Westchester) depict the Scenario C/
Category 4 presenting highest evacuating population with high tourist occupancy. 
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Table 6‐10: Evacuating People and Vehicles by Area, Destination and Evacuation Scenario/Category—High Tourist Occupancy 

Borough / County  
Scenario / 
Category 

People  Vehicles to: 

Total 
Evacuating 
People 

Evacuees to 
Shelters 

Public 
Shelters 

Friends / 
Relatives 

Hotel / 
Motel 

Out of 
County 

Total 
Evacuating 
Vehicles 

Manhattan 
Scenario A  140,370  14,439  0  6,975  236  9,856  17,067 
Scenario B  373,575  55,503  0  21,077  754  21,222  43,053 

Scenario C  768,087  132,819*  0  42,895  1,765  38,390  83,050 

Brooklyn 
Scenario A  188,660  28,717  3,501  24,064  948  4,371  32,880 

Scenario B  525,987  104,042  10,757  77,644  3,235  18,369  110,007 
Scenario C  1,174,624  240,771*  10,933  144,671  6,483  56,721  218,808 

Queens 
Scenario A  85,779  12,736  1,261  15,420  571  5,130  22,383 
Scenario B  271,009  51,106  10,010  44,629  1,995  15,867  72,501 

Scenario C  632,831  131,708  11,305  106,008  4,883  48,156  170,354 

Staten Island 
Scenario A  62,893  9,477  2,079  18,650  712  2,803  24,241 

Scenario B  75,303  14,748  2,863  20,491  852  4,872  29,076 
Scenario C  146,474  30,588  2,863  36,397  1,637  14,364  55,261 

Bronx 
Scenario A  32,500  5,462  144  4,152  147  719  5,165 
Scenario B  57,957  11,353  812  7,544  304  1,976  10,630 

Scenario C  320,761  69,421  1,789  37,194  1,624  14,139  54,745 

Nassau 

Category 1  129,974  21,857  10,546  35,055  6,025  10,558  62,185 

Category 2  285,926  49,599  24,379  77,720  13,610  24,461  140,164 
Category 3  443,276  99,912  48,572  107,480  20,948  37,510  214,506 

Category 4  564,710  133,417  64,249  132,686  26,453  47,516  270,900 

Suffolk 

Category 1  417,314  54,759  29,269  114,864  18,269  47,113  209,511 

Category 2  634,799  86,730  45,737  180,027  28,498  64,215  318,475 
Category 3  768,150  122,046  63,904  195,424  34,964  91,273  385,551 

Category 4  888,162  145,256  75,548  214,701  40,769  114,083  445,086 

Westchester 

Category 1  85,381  15,665  6,819  15,645  3,369  10,453  36,280 

Category 2  121,770  23,133  10,104  21,436  4,767  15,510  51,813 
Category 3  176,100  40,836  17,912  15,243  15,890  26,512  75,555 

Category 4  195,229  45,971  20,208  16,381  17,790  29,531  83,909 
*Shelter deficit solved by Bronx surplus.         
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Figure 6‐43: Evacuating Population—Scenario A—Low Tourist Occupancy—Manhattan 



 

             NEW YORK STATE HURRICANE EVACUATION RESTUDY TECHNICAL DATA REPORT for New York City, Nassau, Suffolk, and Westchester Counties                                                                                   6‐92 

   6      TRANSPORTATION ANALYSIS 

Figure 6‐44: Evacuating Population—Scenario C—High Tourist Occupancy—Manhattan 
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Figure 6‐45: Evacuating Population—Scenario A—Low Tourist Occupancy—Brooklyn 
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Figure 6‐46: Evacuating Population—Scenario C—High Tourist Occupancy—Brooklyn 
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Figure 6‐47: Evacuating Population—Scenario A—Low Tourist Occupancy—Queens 
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Figure 6‐48: Evacuating Population—Scenario C—High Tourist Occupancy—Queens 
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Figure 6‐49: Evacuating Population—Scenario A—Low Tourist Occupancy—Staten Island 
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Figure 6‐50: Evacuating Population—Scenario C—High Tourist Occupancy—Staten Island 
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Figure 6‐51: Evacuating Population—Scenario A—Low Tourist Occupancy—Bronx 
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Figure 6‐52: Evacuating Population—Scenario C—High Tourist Occupancy—Bronx 
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Figure 6‐53: Evacuating Population—Category 1—Low Tourist Occupancy—Nassau County 
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Figure 6‐54: Evacuating Population—Category 4—High Tourist Occupancy—Nassau County 
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Figure 6‐55: Evacuating Population—Category 1—Low Tourist Occupancy—Suffolk County 
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Figure 6‐56: Evacuating Population—Category 4—High Tourist Occupancy—Suffolk County 
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Figure 6‐57: Evacuating Population—Category 1—Low Tourist Occupancy—Westchester County 
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Figure 6‐58: Evacuating Population—Category 4—High Tourist Occupancy—Westchester County 



 PUBLIC SHELTER DEMAND / CAPACITY CONSIDERATIONS 
The potential pubic shelters shown in Chapter 5 include shelter locations and capacities.  Local churches 
and other civic groups may help with public sheltering needs.  Mobile home residents typically have the 
highest propensity to use local public shelter space.  Table 5‐1 in Chapter 5 provides the calculated public 
shelter demand and available capacity by storm scenario for each county.  Shelter locations and 
capacities were provided by the City and the counties.  
 

EVACUATION TRAFFIC VOLUMES AND CRITICAL ROADWAY SEGMENTS 
The Transportation Model estimates the number of evacuating vehicles on each roadway segment for 
each storm scenario.  The model then compares the number of evacuating vehicles to the service volume 
of each roadway segment. Segments with the highest evacuation vehicles to service volume ratio are 
considered critical links in a particular scenario. These congested areas control the flow of evacuation 
traffic during a hurricane evacuation and are key areas for traffic control and monitoring. Many of these 
same roadways will be supporting not only the evacuating public but also the non‐evacuating public 
attempting to gather supplies and fuel for homes and vehicles. In some cases, depending upon the time 
of the evacuation, residents may also have to travel from work to home before beginning their 
evacuation movement. 
 
New York City: The five boroughs of New York are a heavily urbanized area where congestion will be 
widespread. Many roads in the Metro New York area suffer from chronic congestion even in off‐peak 
times. Traffic has been reported to travel at under 10 miles per hour in Manhattan. In January, 2005, the 
National Transportation Research Group, TRIP1 issued a report saying the New York City area roads get a 
“grade ‘F’ for road conditions, ‘D’ for traffic congestion and bridge conditions.” The Group goes on to say 
“congestion, deteriorated roads and bridges may hamper mobility in New York City. Depending on the 
time of day the evacuation order is issued, the background congestion could be horrendous as millions of 
people make their way home first before beginning their evacuation plans.  
 
Interviews were conducted with many agencies in New York and New Jersey for their input into the road 
network analysis. Among these agencies were: New York City Department of Transportation (NYCDOT); 
New York State Department of Transportation (NYSDOT); Metropolitan Transportation Authority – 
Bridges and Tunnels (MTA‐BT); and the Port Authority of New York and New Jersey. Also included in the 
meetings and discussions was TRANSCOM, a coalition of 16 transportation and public safety agencies in 
the New York ‐ New Jersey ‐ Connecticut metropolitan region. Table 6‐11, Table 6‐12, and Table 6‐13 
show some of the results. These tables show the maximum traffic throughput per lane for typical peak‐
hour traffic flow. These roads were carefully analyzed in the modeling process to determine their impact 
in the evacuation process. The development of roadway number of lanes by direction, traffic counts, and 
capacity data collected and reported proved invaluable to the development of clearance times and 
overall modeling. The maximum service volumes provided an excellent starting point to develop the 
hourly flow rates for evacuations. Typically, evacuation flow rates are roughly 10 to 15% lower that 
theoretical maximum capacity and deteriorate as the evacuation progresses.  
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1The report, entitled “Making the Grade in New York: An Analysis of the Ability of New York’s Transportation System to Meet the State’s 
Need for Safe and Efficient Mobility,” http://www.tripnet.org/index.html 
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Table 6‐11: Port Authority—Maximum Traffic Throughput 

*6:00 to 10:00 am and 4:00 to 7:00 pm are am and pm respectively 
** Source: New York City Bridge Traffic Volumes 2004 
‡Assumed volume based on similar facilities  

Table 6‐12: MTA—Maximum Traffic Throughput 

*6:00 to 10:00 am and 4:00 to 7:00 pm are am and pm respectively 
** Source: New York City Bridge Traffic Volumes 2004 
‡Assumed volume based on similar facilities  
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Table 6‐13: NYCDOT—Maximum Traffic Throughput 

*The middle lane on lower level is under construction and there are only two lanes open for traffic. 
**6:00 to 10:00 am and 4:00 to 7:00 pm are am and pm respectively 
*** Source: New York City Bridge Traffic Volumes 2004 
‡Lane volumes lower than 600 vph may be due to low demand or queue spillback / bottleneck conditions  
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Table 6‐13: NYCDOT—Maximum Traffic Throughput (continued) 

*The middle lane on lower level is under construction and there are only two lanes open for traffic. 
**6:00 to 10:00 am and 4:00 to 7:00 pm are am and pm respectively 
*** Source: New York City Bridge Traffic Volumes 2004 
‡Lane volumes lower than 600 vph may be due to low demand or queue spillback / bottleneck conditions  



 Table 6‐14 lists the most critical roadway segments in the area that will control the flow of evacuation 
traffic. Figure 6‐59 (Manhattan ‐ A), Figure 6‐60 (Manhattan ‐ C), Figure 6‐61 (Brooklyn ‐ A), Figure 6‐62
(Brooklyn ‐ C), Figure 6‐63 (Queens ‐ A), Figure 6‐64 (Queens ‐ C), Figure 6‐65 (Staten Island ‐ A), Figure 6‐
66 (Staten Island ‐ C), Figure 6‐67(Bronx ‐ A), and Figure 6‐68 (Bronx ‐ C), illustrate potential evacuation 
traffic congestion by roadway segment by storm scenario. New York City officials should make every 
effort to monitor the segments most critical to help eliminate gridlock. Some general traffic controlling 
measures will be discussed later in this report. 
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Table 6‐14: Critical Roadway Locations / Segments—New York City 

Critical Roadway Locations / Segments  
(Highest critical listed first followed by remaining critical) 

Flatbush Avenue between Kings Highway and Nostrand Avenue 
Rockaway Parkway between SR 27 and Clarkson Avenue 
Flatbush Avenue between Kings Highway and Flatlands Avenue 
Empire Boulevard between Utica Avenue and Nostrand Avenue 
Ocean Parkway between Kings Highway and Avenue I 
Rockaway Parkway between Clarkson Avenue and East New York Avenue 
Fort Hamilton Parkway between 65th Street and I‐278 
Flatbush Avenue between Parkside Avenue and Clarkson Avenue 
Clarkson Avenue between Utica Avenue and Nostrand Avenue 
East New York Avenue between Rockaway Parkway and Utica Avenue 
Nostrand Avenue between Avenue I and Flatbush Avenue 
I‐678/Van Wyck Expressway between Atlantic Avenue and Linden Boulevard 
I‐678/Van Wyck Expressway between Jamaica Avenue and SR 25 
Laurelton Parkway between Southern Parkway and Cross Island Parkway 
Broadway between Jamaica Avenue and Myrtle Avenue 
SR 27/Prospect Expressway between 10th Avenue and Fort Hamilton Parkway 
Avenue I between Bedford Avenue and Ocean Avenue 
Ocean Avenue between Avenue I and Kings Highway 
Bay Parkway between Stillwell Avenue and 65th Street 
65th Street between Bay Parkway and Fort Hamilton Parkway 
East New York Avenue between Atlantic Avenue and Jamaica Avenue 
Atlantic Avenue between I‐678/Van Wyck Expressway and Rockaway Boulevard 
Flatbush Avenue between Clarkson Avenue and Bedford Avenue 
Avenue I between Nostrand Avenue and Bedford Avenue 
I‐678/Van Wyck Expressway between Linden Boulevard and Rockaway Boulevard 
I‐678/Van Wyck Expressway between Rockaway Boulevard and Southern Parkway 
Amboy Road between Guyson Avenue and Cleveland Avenue 
Ocean Parkway between Avenue I and Fort Hamilton Parkway 
Bay Parkway between 86th Street and Stillwell Avenue  
Bay Parkway between Cropsey Avenue and Belt Parkway 
Bay Parkway between Bath Avenue and 86th Street 
Amboy Road between Guyson Avenue and Gail Court 
East Houston Street between 1st Avenue and FDR Drive 
Broadway between Park Avenue and Myrtle Avenue 
Ocean Parkway between Kings Highway and Avenue U 
Jamaica Avenue between I‐678/Van Wyck Expressway and Homelawn Street 
Cross Bay Boulevard between Belt Parkway and 160th Avenue 
Flatbush Avenue between Atlantic Avenue and I‐278 
Flatbush Avenue between Bedford Avenue and Nostrand Avenue 
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Figure 6‐59: Evacuating Traffic Congestion—Scenario A—Low Tourist Occupancy—Manhattan 
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Figure 6‐60: Evacuating Traffic Congestion—Scenario C—High Tourist Occupancy—Manhattan 
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Figure 6‐61: Evacuating Traffic Congestion—Scenario A—Low Tourist Occupancy—Brooklyn 
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Figure 6‐62: Evacuating Traffic Congestion—Scenario C—High Tourist Occupancy—Brooklyn 
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Figure 6‐63: Evacuating Traffic Congestion—Scenario A—Low Tourist Occupancy—Queens 
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Figure 6‐64: Evacuating Traffic Congestion—Scenario C—High Tourist Occupancy—Queens 
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Figure 6‐65: Evacuating Traffic Congestion—Scenario A—Low Tourist Occupancy—Staten Island 
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Figure 6‐66: Evacuating Traffic Congestion—Scenario C—High Tourist Occupancy—Staten Island 
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Figure 6‐67: Evacuating Traffic Congestion—Scenario A—Low Tourist Occupancy—Bronx 
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Figure 6‐68: Evacuating Traffic Congestion—Scenario C—High Tourist Occupancy—Bronx 



 Nassau, Suffolk and Westchester Counties: The Long Island Expressway (LIE) has been termed the 
“World’s Largest Parking Lot”.  Traffic from Nassau and Suffolk Counties merge with the traffic of the 
boroughs of New York City.  Speeds on the LIE in Nassau routinely slow below 10 mph.  According to the 
New York State Department of Motor Vehicles, Suffolk and Nassau have the first and second‐highest 
number of fatal crashes in the state2.  Traffic in Westchester County has been called horrendous under 
“normal” driving conditions.  Depending on the time of day the evacuation order is issued, background 
congestion could be a real constriction as millions of people make their way home first before beginning 
their evacuations. 
 
Table 6‐15 shows the amount of potential contributing traffic from each County / Borough onto some of 
the regional road segments for each evacuation level.  These amounts may increase as participation in 
the evacuation event increases.  Table 6‐16 lists the most critical roadway segments in the area that will 
control the flow of evacuation traffic. Figure 6‐69 (Nassau ‐ 1), Figure 6‐70 (Nassau ‐ 4), Figure 6‐71 
(Suffolk ‐ 1), Figure 6‐72 (Suffolk ‐ 4), Figure 6‐73 (Westchester ‐ 1), and Figure 6‐74 (Westchester ‐ 4) 
illustrate potential evacuation traffic congestion by roadway segment for each county (Cat 1 Low Tourist 
and Cat 4 High Tourist Occupancy are represented). Local officials should make every effort to monitor 
and manage the most critical segments to help traffic flow. Some general traffic control measures will be 
discussed later in this report. 
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2Newsday.com, May 23, 2007. 
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Outerbridge  Contributing   1 / A  1 / A  2 / B  2 / B  3 / C  3 / C  4 / C  4 / C 
Crossing  Borough / County  low occ  high occ  low occ  high occ  low occ  high occ  low occ  high occ 

   Manhattan  0  0  0  0  0  0  0  0 
   Brooklyn  165  195  752  804  2,439  2,502  2,439  2,502 
   Queens  82  141  415  513  1,247  1,361  1,247  1,361 
   Staten Island  480  506  890  937  3,483  3,543  3,483  3,543 
   Bronx  0  0  0  0  0  0  0  0 
   Nassau  329  375  839  897  1,228  1,289  1,576  1,638 
   Suffolk  368  433  544  635  828  920  1,129  1,221 
   Westchester  0  0  0  0  0  0  0  0 

Goethals  Contributing   1 / A  1 / A  2 / B  2 / B  3 / C  3 / C  4 / C  4 / C 
Bridge  Borough / County  low occ  high occ  low occ  high occ  low occ  high occ  low occ  high occ 

   Manhattan  0  0  0  0  0  0  0  0 
   Brooklyn  661  779  3,007  3,216  9,755  10,006  9,755  10,006 
   Queens  484  819  2,267  2,845  7,164  7,852  7,164  7,852 
   Staten Island  1,666  1,881  2,925  3,222  8,755  9,116  8,755  9,116 
   Bronx  0  0  0  0  0  0  0  0 
   Nassau  1,783  2,027  4,454  4,810  6,633  7,031  8,486  8,929 
   Suffolk  737  866  1,088  1,271  1,656  1,839  2,258  2,442 
   Westchester  0  0  0  0  0  0  0  0 

Holland  Contributing   1 / A  1 / A  2 / B  2 / B  3 / C  3 / C  4 / C  4 / C 
Tunnel  Borough / County  low occ  high occ  low occ  high occ  low occ  high occ  low occ  high occ 

   Manhattan  533  1,152  1,308  2,403  2,935  4,337  2,935  4,337 
   Brooklyn  227  290  1,143  1,262  3,690  3,839  3,690  3,839 
   Queens  230  373  803  1,074  3,101  3,454  3,101  3,454 
   Staten Island  0  0  0  0  0  0  0  0 
   Bronx  0  0  0  0  0  0  0  0 
   Nassau  608  681  1,357  1,549  2,213  2,462  2,783  3,113 
   Suffolk  2,477  4,042  3,332  5,223  4,962  6,974  6,392  8,452 
   Westchester  0  0  0  0  0  0  0  0 

Lincoln  Contributing   1 / A  1 / A  2 / B  2 / B  3 / C  3 / C  4 / C  4 / C 
Tunnel  Borough / County  low occ  high occ  low occ  high occ  low occ  high occ  low occ  high occ 

   Manhattan  841  2,138  1,750  4,327  3,383  6,970  3,383  6,970 
   Brooklyn  16  24  98  115  313  334  313  334 
   Queens  222  348  583  842  2,781  3,140  2,781  3,140 
   Staten Island  0  0  0  0  0  0  0  0 
   Bronx  0  0  0  0  0  0  0  0 
   Nassau  419  459  778  979  1,478  1,760  1,810  2,212 
   Suffolk  3,496  5,768  4,922  7,726  7,905  10,932  10,288  13,449 
   Westchester  0  0  0  0  0  0  0  0 

Table 6‐15: Regional Traffic Contributions 
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Table 6‐15: Regional Traffic Contributions (continued) 

GW   Contributing   1 / A  1 / A  2 / B  2 / B  3 / C  3 / C  4 / C  4 / C 

Bridge  Borough / County  low occ  high occ  low occ  high occ  low occ  high occ  low occ  high occ 
  Manhattan  470  1,077  1,351  2,521  3,470  5,056  3,470  5,056 
  Brooklyn  377  461  1,797  1,951  5,816  6,007  5,816  6,007 
  Queens  304  489  998  1,354  4,028  4,501  4,028  4,501 
  Staten Island  0  0  0  0  0  0  0  0 
  Bronx  289  360  848  988  6,879  7,070  6,879  7,070 
  Nassau  748  834  1,617  1,876  2,706  3,049  3,387  3,851 
  Suffolk  6,135  9,423  8,738  12,843  13,851  18,255  18,232  22,817 
  Westchester  246  277  330  374  568  623  593  655 

I‐95  Contributing   1 / A  1 / A  2 / B  2 / B  3 / C  3 / C  4 / C  4 / C 
   Borough / County  low occ  high occ  low occ  high occ  low occ  high occ  low occ  high occ 
  Manhattan  560  1,342  1,375  2,895  3,134  5,214  3,134  5,214 
  Brooklyn  1,085  1,311  5,097  5,511  16,510  17,016  16,510  17,016 
  Queens  779  1,283  3,045  3,967  10,872  12,039  10,872  12,039 
  Staten Island  0  0  0  0  0  0  0  0 
  Bronx  115  142  346  401  2,872  2,946  2,872  2,946 
  Nassau  2,342  2,640  5,491  6,115  8,604  9,378  10,900  11,879 
  Suffolk  7,892  12,015  11,416  16,617  18,450  24,052  24,385  30,256 
  Westchester  1,603  1,829  2,146  2,456  3,668  4,062  3,817  4,252 

I‐87 ‐  Contributing   1 / A  1 / A  2 / B  2 / B  3 / C  3 / C  4 / C  4 / C 
Tappan Zee  Borough / County  low occ  high occ  low occ  high occ  low occ  high occ  low occ  high occ 

  Manhattan  837  1,971  2,066  4,244  4,720  7,678  4,720  7,678 
  Brooklyn  1,085  1,311  5,097  5,511  16,510  17,016  16,510  17,016 
  Queens  861  1,423  3,459  4,480  12,119  13,400  12,119  13,400 
  Staten Island  0  0  0  0  0  0  0  0 
  Bronx  159  197  450  525  3,716  3,819  3,716  3,819 
  Nassau  2,670  3,014  6,330  7,012  9,831  10,666  12,476  13,517 
  Suffolk  8,037  12,211  11,467  16,689  18,142  23,738  23,919  29,742 
  Westchester  2,586  3,347  3,919  5,153  7,238  8,943  8,226  10,166 

Taconic   Contributing   1 / A  1 / A  2 / B  2 / B  3 / C  3 / C  4 / C  4 / C 
State Pkwy  Borough / County  low occ  high occ  low occ  high occ  low occ  high occ  low occ  high occ 

  Manhattan  837  1,971  2,066  4,244  4,720  7,678  4,720  7,678 
  Brooklyn  1,085  1,311  5,097  5,511  16,510  17,016  16,510  17,016 
  Queens  861  1,423  3,459  4,480  12,119  13,400  12,119  13,400 
  Staten Island  0  0  0  0  0  0  0  0 
  Bronx  69  87  197  233  1,337  1,386  1,337  1,386 
  Nassau  2,670  3,014  6,330  7,012  9,831  10,666  12,476  13,517 
  Suffolk  6,504  9,856  9,282  13,478  14,679  19,174  19,361  24,038 
  Westchester  6,335  7,274  9,881  11,427  17,667  19,819  20,602  23,058 



  

 
 
 
 
 
 
 
 
 
 

       NEW YORK STATE HURRICANE EVACUATION RESTUDY TECHNICAL DATA REPORT for New York City, Nassau, Suffolk, and Westchester Counties    6‐125 

   6      TRANSPORTATION ANALYSIS 

County  Most Critical Roadway Segments 

Nassau 

Long Beach Road between Merrick Road and Sunrise Highway 
Broadway at the Rockaway Turnpike 

Peninsula Blvd between Lakeview Ave and Ocean Ave 
Jericho Turnpike into Queens County 

Nassau Expressway traffic onto Rockaway Blvd. 
Franklin Ave between Hempstead and Jericho Turnpikes 

Suffolk 

Sunrise Highway (27)  at Main Street near Southampton 
William Floyd Pkwy between Montauk Highway and Sunrise Highway 

Montauk Hwy between Great East Neck Road (Bergen Ave) and S Wellwood Ave 
Sunrise Hwy along Montauk Hwy near Oakdale 

Hwy 25A between Old Town Road and Stony Brook Road (near Stony Brook) 
Highway 111 (Wheeler Rd) between Highway 454 and LIE 

Route 231 and Montauk Highway (Route 27A) 
Route 231 and Southern State Parkway 

Deer Park Avenue and Montauk Highway (Route27A) 
Little East Neck Road and Montauk Highway (Route 27A) 

Great Neck Road and Merrick Road (Route 27A) 
Route 110 and Merrick Road (Route 27A) 

Sunrise Highway and Route 109 
Sunrise Highway and Straight Path 

Straight Path and Route 109 
Wellwood Avenue and Route 109 

Route 110 and Great Neck Road 
Route 109 and Little East Neck Road 

North Sea Road and Route 27  

Westchester 
I‐87 from S Broadway across the Tappan Zee Bridge 
I‐95 between I‐287 and Boston Post Road (near Rye) 

Table 6‐16: Critical Roadway Locations / Segments—Nassau, Suffolk, and Westchester Counties 
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Figure 6‐69: Evacuating Traffic Congestion—Category 1—Low Tourist Occupancy—Nassau County 
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Figure 6‐70: Evacuating Traffic Congestion—Category 4—High Tourist Occupancy—Nassau County 
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Figure 6‐71: Evacuating Traffic Congestion—Category 1—Low Tourist Occupancy—Suffolk County 
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Figure 6‐72: Evacuating Traffic Congestion—Category 4—High Tourist Occupancy—Suffolk County 
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Figure 6‐73: Evacuating Traffic Congestion—Category 1—Low Tourist Occupancy—Westchester County 
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Figure 6‐74: Evacuating Traffic Congestion—Category 4—High Tourist Occupancy—Westchester County 



 VULNERABLE EVACUATING POPULATION (NEW YORK CITY ONLY) 
The evacuation of New York City’s five boroughs will include a large number of residents that have no 
access to a personal vehicle. Recognizing this feature of the study area, a preliminary Transit Need Index 
was constructed and used to identify the most critical evacuation zones in each borough that will be in 
need of bus transit support in the event of an evacuation.  
 
As mentioned previously, New York City is unique in that large portions of the population do not own 
personal vehicles. For this study, detailed maps and graphics of the City’s mass transportation system 
were utilized. The collected Census demographics were then layered on the maps to determine 
population proximity to mass transit access. Each and every subway station was then evaluated with the 
Census population block layer for those residents residing within a quarter mile of each rail station. Mass 
transit evacuations are detailed in the next section but it should be noted that a base requirement for the 
access to mass transit was that the residence be within a quarter mile of the rail station. (The quarter 
mile was established as the longest the City deemed accessible for evacuees to have to travel by foot to 
access the mass transit system.) Great detail was paid to the identification of households having no 
personal vehicles and limited access to mass transit.  
 
The population was multiplied by the percentage not having vehicles and combined with the population 
not having access to mass transit. The resulting figure was then divided by one hundred to produce a 
Mass Transit Index for each zone. The zones in each of the surge areas were then combined and sorted 
ranking them from highest to lowest index. The inland “white” zones were also evaluated, assigned index 
numbers, and ranked as well. Each Scenario storm was then ranked from highest to lowest. The resulting 
indexes translate to the higher the number, the greater the need will be for the NYCOEM to ensure those 
residents are prioritized to be picked up and delivered to evacuation centers because these people do not 
have access to their own vehicles nor can they readily access mass transit. Since vehicle ownership is 
only available to this study at an aggregate level (and not at the neighborhood level), this “first out” 
needs analysis should be considered a rough starting point in addressing bus needs.  
 
The Mass Transit Index Tables for Scenario A, B, and C are presented in Table 6‐17, Table 6‐18, and Table 
6‐19.  
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Please Note: This module is a first cut gross look at areas that may need enhanced bus evacuation support.  The 
index is developed as a crude attempt to compare one area versus another and in no way calculates or implies that 
there must be specific amounts of needed additional bus capacity. 

Table 6‐17: Mass Transit Need Index—Most Vulnerable—Scenario A Zones—New York City 

*population at least one quarter mile from a rail/subway station 

   % Perm DU  Population  Population  Transit  

MOST VULNERABLE  without   without  without  Need 
Evacuation Zones  vehicles  vehicles  rail/sub access*  Index 

Brooklyn 2 ‐ Brighton Beach  57.4%  33,269   23,285   566  
Brooklyn 3 ‐ Sea Gate & Coney Island  63.8%  26,425   25,055   515  
Manhattan 1 ‐ Queens Midtown Tunnel  81.1%  16,704   20,600   373  

Queens 2 ‐ Far Rockaway Coastal  53.1%  10,989   20,679   317  
Manhattan 2 ‐ Lower Manhattan Coastal  83.4%  13,489   12,478   260  
Brooklyn 1 ‐ Manhattan Beach  36.1%  6,097   14,708   208  
Manhattan 3 ‐ Battery Park City  68.2%  8,827   11,433   203  
Brooklyn 4 ‐ Red Hook  76.8%  7,936   8,547   165  
Staten Island 1 ‐ South Beach  14.8%  1,805   12,158   140  
Staten Island 2 ‐ Miller Field  19.5%  1,883   9,659   115  
Staten Island 3 ‐ Great Kills Park  26.8%  2,352   8,788   111  
Staten Island 13 ‐ St. George & Rosebank Coastal  23.1%  1,339   5,790   71  
Staten Island 4 ‐ Annadale Beach  11.2%  606   5,402   60  
Staten Island 11 ‐ Shooter's Island  37.3%  1,441   3,863   53  
Queens 1 ‐ Breezy Point  13.8%  500   3,615   41  
Brooklyn 6 ‐ Greenpoint  65.0%  1,221   1,877   31  
Queens 4 ‐ Jamaica Bay Wildlife Refuge  16.9%  443   2,630   31  
Bronx 6 ‐ Roberto Clemente State Park  84.3%  1,404   1,665   31  
Staten Island 5 ‐ Seguine Point  5.8%  102   1,743   18  
Bronx 3 ‐ Throgs Neck Marina  11.7%  155   1,321   15  

Staten Island 12 ‐ Snug Harbor  36.6%  371   1,014   14  
Staten Island 7 ‐ Clay Pit Ponds State Park  5.6%  70   1,243   13  
Staten Island 6 ‐ Ward's Point  11.5%  130   1,137   13  
Staten Island 8 ‐ Fresh Kills Coastal  8.2%  95   1,147   12  
Queens 3 ‐ Sommerville Basin  30.8%  278   904   12  
Staten Island 10 ‐ Goethal's Bridge  8.3%  72   861   9  
Manhattan 4 ‐ Lincoln Tunnel  69.2%  242   350   6  
Staten Island 9 ‐ Fresh Kills  6.7%  25   377   4  
Brooklyn 5 ‐ Navy Yard   43.3%  189   39   2  
Manhattan 6 ‐ Mill Rock Island  79.9%  80   100   2  
Bronx 1 ‐ City Island Marina  17.7%  24   136   2  
Bronx 4 ‐ Clason Point Coastal  41.2%  27   66   1  
Manhattan 5 ‐ Intrepid Museum & Ports  0.0%  0   0   0  
Bronx 2 ‐ Weir Creek  0.0%  0   0   0  
Brooklyn 7 ‐ Jamaica Bay  0.0%  0   0   0  
Bronx 5 ‐ Harlem River at 153rd Street  0.0%  0   0   0  
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Table 6‐18: Mass Transit Need Index—Second Most Vulnerable—Scenario B Zones—New York City 

Please Note: This module is a first cut gross look at areas that may need enhanced bus evacuation support.  The 
index is developed as a crude attempt to compare one area versus another and in no way calculates or implies that 
there must be specific amounts of needed additional bus capacity. 

   % Perm DU  Population  Population  Transit  
SECOND MOST VULNERABLE  without  without  without  Need 

Evacuation Zones  vehicles  vehicles  rail/sub access  Index 
Brooklyn 9 ‐ Canarsie Beach  35.8%  23,526   63,267   868  
Brooklyn 11 ‐ Sheepshead Bay  37.5%  19,892   53,093   730  
Manhattan 17 ‐ Jefferson Park  80.8%  36,094   36,205   723  
Brooklyn 10 ‐ Mill Basin  23.3%  13,637   58,484   721  
Brooklyn 19 ‐ 94th Precinct  63.7%  20,308   30,871   512  
Manhattan 19 ‐ Macomb's Dam Bridge  82.0%  23,158   21,772   449  
Queens 12 ‐ Brookville Park  19.1%  6,432   33,600   400  
Queens 9 ‐ Far Rockaway Inland  52.0%  13,081   25,147   382  
Manhattan 7 ‐ Stuyvesant Town  72.2%  19,326   14,880   342  
Queens 8 ‐ Edgemere Park  47.4%  9,985   21,063   310  
Brooklyn 18 ‐ Along Park Avenue  70.9%  16,558   14,242   308  
Brooklyn 13 ‐ Bensonhurst  46.5%  17,783   12,421   302  
Queens 7 ‐ Seaside  42.4%  7,848   18,511   264  
Brooklyn 12 ‐ Gravesend  41.5%  10,919   11,722   226  
Manhattan 11 ‐ Hudson Park  74.0%  15,825   5,674   215  
Manhattan 8 ‐ Williamsburg Bridge  82.3%  8,205   9,972   182  
Brooklyn 17 ‐ Carroll Gardens  64.2%  8,564   8,990   176  
Manhattan 16 ‐ Roosevelt Island  65.4%  6,841   10,467   173  
Queens 6 ‐ Jacob Kills Park  19.9%  2,694   13,565   163  
Queens 18 ‐ Astoria  60.4%  5,843   9,678   155  
Manhattan 20 ‐ Baker Field  81.5%  9,491   4,194   137  
Manhattan 10 ‐ Tribeca  71.1%  9,734   3,469   132  
Bronx 10 ‐ Hunts Point Riverside  0.0%  0   12,780   128  
Queens 10 ‐ Howard Beach  18.7%  3,784   8,880   127  
Staten Island 19 ‐ West of South Beach  28.6%  1,861   6,509   84  
Queens 17 ‐ Hunters Point  64.3%  6,281   1,633   79  
Staten Island 20 ‐ New Dorp   15.5%  803   5,179   60  
Bronx 13 ‐ University Heights  65.2%  2,201   3,375   56  
Manhattan 14 ‐ Freedom Place  77.6%  2,313   2,979   53  
Bronx 7 ‐ City Island  17.7%  777   4,376   52  
Staten Island 15 ‐ Dongan Hills & Grant City  28.6%  916   3,206   41  
Brooklyn 8 ‐ Spring Creek  50.6%  1,367   2,704   41  
Queens 13 ‐ Flushing Meadows ‐ Corona Park  32.9%  695   2,111   28  
Queens 11 ‐ JFK International  21.1%  394   1,869   23  
Staten Island 14 ‐ Arrochar  25.2%  395   1,569   20  
Brooklyn 16 ‐ Gowanus Bay  65.5%  1,596   281   19  
Brooklyn 15 ‐ Along Upper Bay  63.9%  867   906   18  
Queens 19 ‐ Alley Creek  10.6%  163   1,535   17  
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Table 6‐18: Mass Transit Need Index—Second Most Vulnerable—Scenario B Zones—New York City (continued) 

   % Perm DU  Population  Population  Transit  
SECOND MOST VULNERABLE  without  without  without  Need 

Evacuation Zones  vehicles  vehicles  rail/sub access  Index 
Manhattan 18 ‐ Wards Island  0.0%  0   1,386   14  
Staten Island 16 ‐ Oakwood  9.1%  115   1,254   14  
Manhattan 12 ‐ West Corner of Chelsea  69.2%  503   727   12  
Bronx 8 ‐ Locust Point  11.3%  108   957   11  
Staten Island 18 ‐ Billop Avenue ‐ Ward's Point  9.0%  83   924   10  
Staten Island 17 ‐ Richmond Valley  5.8%  45   778   8  
Bronx 11 ‐ Port Morris  68.4%  490   313   8  
Queens 20 ‐ Little Neck  5.1%  35   701   7  
Queens 5 ‐ Fort Tilden  12.8%  80   627   7  
Bronx 9 ‐ Ferry Point Park & Castle Hillpoint  43.4%  195   450   6  
Brooklyn 14 ‐ Shore Road  31.7%  143   433   6  
Queens 15 ‐ Flushing Bay  17.7%  85   483   6  
Brooklyn 20 ‐ Newton Creek  66.2%  372   137   5  
Manhattan 9 ‐ Financial District  76.8%  231   0   2  
Manhattan 15 ‐ West Harlem Coastal  77.4%  85   110   2  
Queens 14 ‐ La Guardia Airport  26.0%  32   123   2  
Manhattan 13 ‐ North of the Lincoln Tunnel  84.1%  37   44   1  
Queens 16 ‐ Maspeth Creek  34.6%  2   5   0  
Bronx 12 ‐ Macombs Dam Bridge  0.0%  0   0   0  
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Table 6‐19: Mass Transit Need Index—Third Most Vulnerable—Scenario C Zones—New York City 

Please Note: This module is a first cut gross look at areas that may need enhanced bus evacuation support.  The 
index is developed as a crude attempt to compare one area versus another and in no way calculates or implies that 
there must be specific amounts of needed additional bus capacity. 

   % Perm DU  Population  Population  Transit  
THIRD MOST VULNERABLE  without  without  without  Need 

Evacuation Zones  vehicles  vehicles  rail/sub access  Index 
Brooklyn 21 ‐ East New York  60.5%  61,013   81,053   1,421  
Brooklyn 23 ‐ East Flatbush  53.5%  56,346   76,460   1,328  
Brooklyn 22 ‐ Canarsie  57.1%  47,836   64,275   1,121  
Manhattan 32 ‐ East Harlem  83.5%  70,960   37,706   1,087  
Bronx 18 ‐ Hunts Point  61.8%  46,443   58,997   1,054  
Queens 22 ‐ Roy Wilkins Southern Queens Park  35.7%  22,013   61,635   836  
Brooklyn 25 ‐ Kings Highway & Coney Island Avenue  50.0%  31,627   44,536   762  
Brooklyn 24 ‐ Flatbush Avenue & Kings Highway  33.5%  18,021   53,851   719  
Bronx 14 ‐ Pelham Bay Park  44.9%  16,958   37,660   546  
Brooklyn 27 ‐ Dyker Beach Park  43.5%  19,322   31,314   506  
Queens 23 ‐ South Ozone Park  26.0%  10,207   39,295   495  
Queens 24 ‐ Bayside Cemetary  26.5%  10,885   33,946   448  
Manhattan 31 ‐ Frawley Circle  81.2%  19,877   20,977   409  
Manhattan 25 ‐ West Village  79.3%  31,397   8,167   396  
Queens 21 ‐ Laurelton  17.4%  5,736   32,877   386  
Bronx 20 ‐ Mott Haven  81.8%  25,201   12,741   379  
Manhattan 23 ‐ East Village  80.4%  22,668   13,868   365  
Manhattan 21 ‐ Civic Center  79.5%  21,901   14,482   364  
Brooklyn 26 ‐ West of Stillell Avenue  45.8%  15,569   14,477   300  
Queens 26 ‐ Roosevelt Island Bridge  62.0%  13,839   15,354   292  
Brooklyn 34 ‐ Around Williamsburg   69.8%  16,213   11,197   274  
Manhattan 28 ‐ United Nations Headquarters  71.3%  11,271   15,802   271  
Bronx 21 ‐ Van Cortlandt Park  60.5%  8,630   14,258   229  
Bronx 16 ‐ Throgs Neck  33.7%  5,607   16,635   222  
Brooklyn 33 ‐ Bushwick Yards  77.7%  13,490   8,420   219  
Queens 28 ‐ College Point Coastal & Malba  27.4%  4,632   16,915   215  
Manhattan 33 ‐ Inwood  77.8%  19,709   874   206  
Manhattan 26 ‐ Chelsea   82.0%  18,523   46   186  
Brooklyn 30 ‐ Park Slope  67.0%  10,429   7,026   175  
Manhattan 30 ‐ Upper East Side Coastal  74.3%  6,588   8,873   155  
Queens 27 ‐ Riker's Island Bridge  35.4%  4,012   11,342   154  
Manhattan 22 ‐ Lower East Side  75.5%  5,816   7,708   135  
Staten Island 29 ‐ Stapelton  36.4%  3,583   9,850   134  
Bronx 15 ‐ Cherry Tree Point  18.9%  2,135   11,289   134  
Queens 29 ‐ Little Bay  11.2%  1,286   11,533   128  
Bronx 17 ‐ Westchester Creek  47.0%  3,858   8,211   121  
Manhattan 27 ‐ West of the Theater District  84.6%  7,114   4,762   119  



 

 
MASS TRANSIT EVACUATIONS (NEW YORK CITY ONLY) 
Data from the U.S. Census 2000 data further enhanced by NYCOEM and the Counties reveals that New 
York is the only place in the United States where more than half of all households do not own a personal 
vehicle. For the borough of Manhattan the figure is almost 75 percent. This statistic combined with 
images from the 2005 Hurricane Katrina event where thousands of residents did not have the ability to 
evacuate reinforced the need to identify and plan for mass transit evacuation. The City wanted to be 
certain their evacuations would include every contingency to maximize mass transit evacuations. 
Therefore it was necessary to model and evaluate evacuations of residents in their personal vehicles but 
would also identify and evaluate the population that would utilize mass transit as their primary method 
of evacuation. 
 
It was first necessary to establish parameters for identifying the population this would affect. Two 
requirements would need to be met to determine if the residents would utilize mass transit. First, the 
evacuating population had to reside within a quarter mile of a rail station. Secondly, the evacuation 
center the people would be going to also had to fall within the quarter mile radius. The quarter mile was 
established as the longest the City deemed accessible for evacuees to have to travel by foot to access the 
mass transit system.  
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Table 6‐19: Mass Transit Need Index—Third Most Vulnerable—Scenario C Zones—New York City (continued) 

   % Perm DU  Population  Population  Transit  
THIRD MOST VULNERABLE  without  without  without  Need 

Evacuation Zones  vehicles  vehicles  rail/sub access  Index 
Brooklyn 35 ‐ McGolrick Park  65.0%  4,492   5,970   105  

Brooklyn 31 ‐ Cobble Hill  57.9%  5,893   3,406   93  
Brooklyn 32 ‐ Vinegar Hill  83.8%  4,695   3,848   85  
Queens 30 ‐ Near US Tennis Open  45.9%  2,462   5,366   78  
Staten Island 21 ‐ West of Great Kills Park  8.4%  545   6,509   71  
Brooklyn 29 ‐ Bush Terminal  64.7%  4,059   1,828   59  
Manhattan 24 ‐ SoHo  75.1%  5,548   100   56  
Staten Island 22 ‐ Wolfe's Pond Park  6.3%  324   5,179   55  
Brooklyn 28 ‐ Along Shore Road  19.8%  743   3,747   45  
Staten Island 27 ‐ Travis  15.1%  450   2,983   34  
Staten Island 23 ‐ Areas in lower point  11.4%  270   2,371   26  
Staten Island 28 ‐ Mariners Harbor Coastal  36.5%  496   1,358   19  
Staten Island 25 ‐ along Arthur Kill Road  7.8%  96   1,233   13  
Staten Island 24 ‐ end of Hylan Blvd. (Ward's Point)  9.0%  97   1,080   12  
Staten Island 26 ‐ near Fresh Kills  11.4%  76   671   7  
Queens 25 ‐ New Calvary Cemetary  36.3%  158   437   6  
Manhattan 29 ‐ Mount Vernon Hotel & Garden  71.5%  225   315   5  
Manhattan 34 ‐ West Corner Harlem  85.5%  219   257   5  
Bronx 19 ‐ Oak Point Yard  80.0%  27   33   1  



 Next the affected population was quantified against the already established population that would utilize 
their own vehicles to evacuate. As discussed in the prior section, this process required a series of 
calculations be performed on the population data using vehicles available data and the quarter mile 
parameters. The following is a brief listing of the calculations performed: 
  

• Determine Shelter Demand 
• Determine what percentage shelter demand without personal vehicles 
• Determine what percentage population have rail access 
• Determine number of persons evacuating via rail 
• Determine number of persons evacuating bus 
• Determine number of persons evacuating personal vehicle 

 
The results from these calculations represent the people that the City needs to be aware of when 
considering those that will be seeking refuge at the shelters via mass transit. As mentioned in the 
previous section, this data was also used to establish the transit priority areas for surge vulnerable 
population in the City.  
 
Images of Hurricane Katrina’s elderly, poor, and disabled victims will haunt the minds of persons forced 
to evacuate for some time to come. As seen in the Table 6‐20, the census data reflects that 42.6% of 
persons over the age of 65 in Manhattan have some form of disability. New York City realized it must be 
prepared in advance to avoid the chaos and confusion among its citizens in the event of an ordered 
evacuation. Table 6‐21 shows the Socioeconomic Data page for the borough of Manhattan. This 
represents the level of detail that was extrapolated for each of the boroughs. Each zone was meticulously 
analyzed at the census block level for accuracy in stratifying the data. For this study, the auto ownership 
columns, as seen for Manhattan in Table 6‐21, were calculated and added into the socioeconomic data.  
 
 
 
 
 
 
 
 
 
 
 
Figure 6‐75 (Manhattan), Figure 6‐76 (Brooklyn), Figure 6‐77 (Queens), Figure 6‐78 (Staten Island), and 
Figure 6‐79 (Bronx) graphically depict the lack of personal vehicle ownership that exists in the City’s five 
boroughs.  
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Selected Census Data  Manhattan  New York City  United States 

Persons 65+, Non‐
institutionalized, with Disability 

42.6%  40.3%  41.9% 

Families Below Poverty  17.6%  11.5%  9.2% 

Selected Characteristics (Source: U.S. Census 2000) 
Table 6‐20: Selected Census Data—New York City 
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Table 6‐21: Socioeconomic Data—Manhattan 

Change in Change in Seasonal/ Change in People Per People Per People Per Vehicles Per Vehicles Per Vehicles Per Low  High %  %  Veh per 

Evacuation Permanent Permanent Mobile Mobile Hotel/ Seasonal/ Permanent Mobile Seasonal/ Permanent Mobile Seasonal/ Occupancy Occupancy Perm Occ Perm DU Perm DU Occ Unit

Zones Occupied Occupied Home Home Motel Hotel/Motel Occupied Home Hotel/Motel Occupied Home Hotel/Motel Seasonal/ Seasonal/ WITH without with WITH

Units Units Units Units Units Units Unit Unit Unit Unit Unit Unit Hotel/Motel Hotel/Motel Vehicle vehicles vehicles Vehicles

Manhattan 1 ‐ Queens Midtown Tunnel 8,047 0 0 0 12 0 2.56 2.56 3.00 0.21 0.21 0.50 30% 80% 1,522 81.1% 18.9% 1.11

Manhattan 2 ‐ Lower Manhattan Coastal 6,072 0 13 0 823 0 2.66 2.66 3.00 0.21 0.21 0.50 30% 80% 1,007 83.4% 16.6% 1.25

Manhattan 3 ‐ Battery Park City 6,940 0 0 0 1,303 0 1.86 1.86 3.00 0.34 0.34 0.50 30% 80% 2,205 68.2% 31.8% 1.08

Manhattan 4 ‐ Lincoln Tunnel 111 0 0 0 70 0 3.15 3.15 3.00 0.44 0.44 0.50 30% 80% 34 69.2% 30.8% 1.41

Manhattan 5 ‐ Intrepid Museum & Ports 0 0 0 0 0 0 0.00 0.00 3.00 0.00 0.00 0.50 30% 80% 0 0.0% 100.0% 0.00

Manhattan 6 ‐ Mill Rock Island 39 0 0 0 0 0 2.55 2.55 3.00 0.27 0.27 0.50 30% 80% 8 79.9% 20.1% 1.34

Manhattan 7 ‐ Stuyvesant Town 13,821 0 0 0 192 0 1.94 1.94 3.00 0.31 0.31 0.50 30% 80% 3,844 72.2% 27.8% 1.10

Manhattan 8 ‐ Williamsburg Bridge 3,630 0 15 0 27 0 2.75 2.75 3.00 0.22 0.22 0.50 30% 80% 643 82.3% 17.7% 1.26

Manhattan 9 ‐ Financial District 161 0 0 0 144 0 1.87 1.87 3.00 0.23 0.23 0.50 30% 80% 37 76.8% 23.2% 1.01

Manhattan 10 ‐ Tribeca 6,297 0 0 0 1,381 0 2.17 2.17 3.00 0.36 0.36 0.50 30% 80% 1,819 71.1% 28.9% 1.26

Manhattan 11 ‐ Hudson Park 12,388 0 0 0 647 0 1.73 1.73 3.00 0.29 0.29 0.50 30% 80% 3,219 74.0% 26.0% 1.12

Manhattan 12 ‐ West Corner of Chelsea 233 0 0 0 4 0 3.12 3.12 3.00 0.44 0.44 0.50 30% 80% 72 69.2% 30.8% 1.41

Manhattan 13 ‐ North of the Lincoln Tunnel 23 0 0 0 1 0 1.92 1.92 3.00 0.18 0.18 0.50 30% 80% 4 84.1% 15.9% 1.16

Manhattan 14 ‐ Freedom Place 1,493 0 0 0 11 0 2.00 2.00 3.00 0.24 0.24 0.50 30% 80% 334 77.6% 22.4% 1.07

Manhattan 15 ‐ West Harlem Coastal 34 0 0 0 0 0 3.25 3.25 3.00 0.23 0.23 0.50 30% 80% 8 77.4% 22.6% 1.02

Manhattan 16 ‐ Roosevelt Island 3,729 0 0 0 228 0 2.81 2.81 3.00 0.40 0.40 0.50 30% 80% 1,292 65.4% 34.6% 1.17

Manhattan 17 ‐ Jefferson Park 17,586 0 14 0 53 0 2.54 2.54 3.00 0.23 0.23 0.50 30% 80% 3,377 80.8% 19.2% 1.22

Manhattan 18 ‐ Wards Island 1 0 0 0 0 0 1.00 1.00 3.00 0.00 0.00 0.50 30% 80% 1 0.0% 100.0% 0.00

Manhattan 19 ‐ Macomb's Dam Bridge 11,769 0 0 0 3 0 2.40 2.40 3.00 0.22 0.22 0.50 30% 80% 2,115 82.0% 18.0% 1.20

Manhattan 20 ‐ Baker Field 3,839 0 5 0 3 0 3.03 3.03 3.00 0.21 0.21 0.50 30% 80% 711 81.5% 18.5% 1.14

Manhattan 21 ‐ Civic Center 11,056 0 14 0 278 0 2.49 2.49 3.00 0.24 0.24 0.50 30% 80% 2,265 79.5% 20.5% 1.18

Manhattan 22 ‐ Lower East Side 3,118 0 0 0 8 0 2.47 2.47 3.00 0.31 0.31 0.50 30% 80% 765 75.5% 24.5% 1.28

Manhattan 23 ‐ East Village 16,198 0 0 0 175 0 1.74 1.74 3.00 0.22 0.22 0.50 30% 80% 3,177 80.4% 19.6% 1.12

Manhattan 24 ‐ SoHo 3,947 0 9 0 340 0 1.87 1.87 3.00 0.29 0.29 0.50 30% 80% 985 75.1% 24.9% 1.15

Manhattan 25 ‐ West Village 25,229 0 0 0 801 0 1.57 1.57 3.00 0.24 0.24 0.50 30% 80% 5,216 79.3% 20.7% 1.14

Manhattan 26 ‐ Chelsea  13,197 0 0 0 642 0 1.71 1.71 3.00 0.21 0.21 0.50 30% 80% 2,372 82.0% 18.0% 1.16

Manhattan 27 ‐ West of the Theater District 4,369 0 0 0 344 0 1.92 1.92 3.00 0.18 0.18 0.50 30% 80% 672 84.6% 15.4% 1.17

Manhattan 28 ‐ United Nations Headquarters 9,571 0 0 0 714 0 1.65 1.65 3.00 0.33 0.33 0.50 30% 80% 2,744 71.3% 28.7% 1.15

Manhattan 29 ‐ Mount Vernon Hotel & Garden 175 0 0 0 5 0 1.80 1.80 3.00 0.32 0.32 0.50 30% 80% 50 71.5% 28.5% 1.12

Manhattan 30 ‐ Upper East Side Coastal 5,589 0 0 0 133 0 1.59 1.59 3.00 0.30 0.30 0.50 30% 80% 1,439 74.3% 25.7% 1.17

Manhattan 31 ‐ Frawley Circle 10,734 0 10 0 81 0 2.28 2.28 3.00 0.22 0.22 0.50 30% 80% 2,016 81.2% 18.8% 1.16

Manhattan 32 ‐ East Harlem 33,734 0 0 0 35 0 2.52 2.52 3.00 0.21 0.21 0.50 30% 80% 5,564 83.5% 16.5% 1.26

Manhattan 33 ‐ Inwood 8,565 0 10 0 0 0 2.96 2.96 3.00 0.25 0.25 0.50 30% 80% 1,898 77.8% 22.2% 1.14

Manhattan 34 ‐ West Corner Harlem 90 0 0 0 20 0 2.85 2.85 3.00 0.23 0.23 0.50 30% 80% 13 85.5% 14.5% 1.60

Manhattan 35 ‐ Little Italy  & Chinatown 22,753 0 53 0 2,219 0 2.65 2.65 3.00 0.17 0.17 0.50 30% 80% 3,385 85.1% 14.9% 1.15

Manhattan 36 ‐ Murray Hill & Gramercy Park 59,118 0 0 0 5,113 0 1.74 1.74 3.00 0.22 0.22 0.50 30% 80% 11,213 81.0% 19.0% 1.16

Manhattan 37 ‐ Herald Square 15,839 0 5 0 7,334 0 1.71 1.71 3.00 0.21 0.21 0.50 30% 80% 2,818 82.2% 17.8% 1.18

Manhattan 38 ‐ Grand Central Station 26,991 0 0 0 16,447 0 1.51 1.51 3.00 0.25 0.25 0.50 30% 80% 5,876 78.2% 21.8% 1.13

Manhattan 39 ‐ Midtown 28,713 0 26 0 28,286 0 1.61 1.61 3.00 0.18 0.18 0.50 30% 80% 4,504 84.3% 15.7% 1.18

Manhattan 40 ‐ Upper East Side 83,711 0 19 0 7,130 0 1.67 1.67 3.00 0.36 0.36 0.50 30% 80% 24,812 70.4% 29.6% 1.20

Manhattan 41 ‐ Mount Sinai Medical Center 27,054 0 6 0 797 0 1.96 1.96 3.00 0.37 0.37 0.50 30% 80% 8,139 69.9% 30.1% 1.22

Manhattan 42 ‐ Central Park 3 0 0 0 0 0 6.00 6.00 3.00 1.00 1.00 0.50 30% 80% 3 0.0% 100.0% 1.00

Manhattan 43 ‐ Upper West Side 57,627 0 0 0 5,097 0 1.69 1.69 3.00 0.30 0.30 0.50 30% 80% 15,553 73.0% 27.0% 1.11

Manhattan 44 ‐ Riverside Park 55,180 0 29 0 1,291 0 1.98 1.98 3.00 0.29 0.29 0.50 30% 80% 13,867 74.9% 25.1% 1.14

Manhattan 45 ‐ Morningside & Harlem 63,224 0 0 0 240 0 2.66 2.66 3.00 0.24 0.24 0.50 30% 80% 12,468 80.3% 19.7% 1.24

Manhattan 46 ‐ Washington Heights & Fort George 56,644 0 11 0 179 0 2.97 2.97 3.00 0.26 0.26 0.50 30% 80% 12,485 78.0% 22.0% 1.19

Total 738,642 0 239 0 82,611 0
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Figure 6‐75: Dwelling Units without Vehicle Ownership—Manhattan 
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Figure 6‐76: Dwelling Units without Vehicle Ownership—Brooklyn 
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Figure 6‐77: Dwelling Units without Vehicle Ownership—Queens 
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Figure 6‐78: Dwelling Units without Vehicle Ownership—Staten Island 
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Figure 6‐79: Dwelling Units without Vehicle Ownership—Bronx 



 ESTIMATED EVACUATION CLEARANCE TIMES 
An important product of the transportation analysis is the clearance times developed by a storm scenario 
and by behavioral characteristic. Clearance time is one of two major considerations involved in issuing an 
evacuation order or advisory. Clearance time is the time required to clear the roadway of all vehicles 
evacuating in response to a hurricane. Clearance time begins when the first evacuating vehicle enters the 
road network (as defined by a hurricane evacuation behavioral response curve) and ends when the last 
evacuating vehicle reaches an assumed point of safety. Clearance time includes the time required by 
evacuees to enter the road network (referred to as mobilization time), the time spent by evacuees 
traveling along the road network (travel time) and stoppage due to traffic congestion (referred to as 
queuing delay time). Clearance time does not relate to the time any one vehicle spends traveling on the 
road network and does not include time needed for local officials to assemble and make a decision to 
evacuate. The other time aspect which must be weighed is the arrival of sustained tropical storm winds. 
Figure 6‐80 illustrates these two timing issues of evacuation and their relationship to each other. 

 
Table 6‐22 provides the clearance times by area, by level of evacuation (A/1, B/2, C/3, C/4), by tourist 
occupancy and by level of background traffic. The longest time for any given scenario and area should be 
used for evacuation decision making. In most situations, the heavy background traffic times should be 
used due to the incredible levels of near continuous daily traffic congestion present on the road network 
throughout the area.  
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Figure 6‐80: Components of Evacuation Timing 



 

 
 
The times calculated for the study area assume that the majority of evacuation movements will take 
place in‐borough/county with most evacuees going to the home of a friend or relative or a public shelter. 
The times will be problematic both for decision makers and the public given the rapid forward speed of 
tropical systems in this part of the Atlantic. For evacuations to be successful, the public will have to start 
their movements in earnest well before the threat is imminent and at least a portion of the evacuees 
must be moving at the beginning of the clearance time period. Individual household evacuation 
commutes will be long for those leaving in the middle of the evacuation for a major storm. Evacuations 
must be started early enough so that movements are complete before the arrival of sustained tropical 
storm winds. Given the lack of hurricane evacuation experience of the public, it is likely that many 
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Table 6‐22: Clearance Times (in hours)—New York State Study Area 

  
Category / 
Scenario 

Low Seasonal Occupancy  High Seasonal Occupancy 
Light Background 

Traffic 
Heavy Background 

Traffic 
Light Background 

Traffic 
Heavy Background 

Traffic 

New York 
Regional  

Cat 1 / A  5.5  7.2  7.6  9.4 
Cat 2 / B  10.9  12.6  14.1  15.9 
Cat 3 / C  23.2  24.9  27.1  28.8 
Cat 4 / C  26.0  27.7  30.1  31.9 

New York 
Multiple‐Use 

Roads 

Cat 1 / A  6.2  9.9  7.5  11.2 
Cat 2 / B  13.9  17.5  15.7  19.4 
Cat 3 / C  27.4  31.0  29.6  33.2 
Cat 4 / C  28.9  32.5  31.2  34.8 

New York 
Metro 

Cat 1 / A  2.7  7.1  2.7  7.1 
Cat 2 / B  5.4  9.9  5.5  9.9 
Cat 3 / C  7.1  11.5  7.2  11.6 
Cat 4 / C  7.1  11.5  7.2  11.6 

Nassau 

Cat 1   10.6  16.6  10.8  16.8 
Cat 2   14.9  20.9  15.1  21.1 
Cat 3   19.5  25.4  19.7  25.6 
Cat 4   21.4  27.3  21.6  27.6 

Suffolk 

Cat 1   6.9  10.6  10.0  13.8 
Cat 2   9.2  13.0  13.1  16.8 
Cat 3   14.0  17.7  18.1  21.8 
Cat 4   18.0  21.7  22.3  26.0 

Westchester 

Cat 1   2.5  5.8  2.6  5.8 
Cat 2   2.9  6.1  2.9  6.2 
Cat 3   3.1  6.4  3.2  6.4 
Cat 4   3.2  6.4  3.2  6.5 



 evacuees will attempt to leave too late in the process and must be told to stay in place.  Clearance times 
provided are for non‐special needs evacuees. No determination was made by this study for the time 
required to evacuate nursing homes and other fragile population groups.  
 
For New York City, in situations where there is not enough time to carry out a level C evacuation, it is 
imperative that the City OEM make every effort to clear the level A and B zones as flooding depths will be 
life threatening in those areas. Those unable or unwilling to evacuate in a timely manner must be 
instructed where to go in high rise buildings to have the best chance of survival. Evacuation centers and 
their corresponding public shelters must be opened at the start of an evacuation to encourage early 
movement. 
 

GENERAL TRAFFIC CONTROL MEASURES 
New York City: The City must explore the feasibility of expediting evacuation traffic flow along Ocean 
Parkway, Marine Parkway/Flatbush Avenue, Cross Bay Boulevard and the Van Wyck Expressway. This 
should include the consideration of contra flow lanes and Intelligent Transportation Systems (ITS) 
technology support. In addition, the movement of traffic through Manhattan from the Queens Midtown 
Tunnel to the Lincoln Tunnel must be facilitated.  
 
Nassau, Suffolk, and Westchester Counties: Some of the Nassau and Suffolk County traffic must flow 
through the boroughs of New York City.  Most residents in this area are aware of the long traffic jams that 
occur during everyday commutes.  Officials from Nassau and Suffolk County and the New York City 
boroughs must manage traffic flow along major routes.  Traffic flowing out from the Bronx into 
Westchester County must also be monitored for congestion as evacuees travel north.   
 
For the entire study area, emergency tow trucks should be in position to remove broken down vehicles 
blocking travel. Roadway maintenance and minor construction blockages must be cleared for 
maintenance of evacuee traffic. To lessen the amount of background traffic, officials at the highest levels 
must discourage home to work movements on the day of an evacuation. 
 
Some general recommendations concerning traffic control are as follows: 
 

• Where the state and county have sufficient personnel resources, officers should be stationed at 
critical intersections to facilitate traffic flow. This element will also become critical as the storm 
force winds approach and certain roads, tunnels and bridges have to have traffic re‐directed for 
the public’s safety.  

 
• Where intersections will continue to have signalized control, signal patterns providing the most 

"green time" for the evacuation travel should be activated.  
 
• All draw/swing bridges needed for evacuation should be locked in position early in the evacuation 

process; boat owners must be made aware of flotilla plans and time requirements for securing 
vessels. 
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 • The NYCOEM, counties and State should jointly work on an evacuation and shelter monitoring 
system which would monitor travel flow at key locations, report traffic tie‐ups and shelter and 
hotel availability to the general public as they evacuate. 

 
• Some roadways will need to be restricted to allow emergency vehicle access; these should be non‐

evacuation routes and well documented and communicated to the public. Lane reversals should 
be facilitated where necessary and again well planned and communicated to the public.  

 
• Advice should be given to residents that there may be evacuation routes that require changes due 

to flooding or other conditions that would cause traffic to be re‐routed; the public should be 
encouraged to closely monitor local news.  

 
• High level bridges must be monitored for early wind vulnerability as sustained tropical storm 

winds will arrive earlier on these structures than at ground level; large vehicles may need to be 
prohibited in windy conditions. This could apply to trailers, trucks, boats and other vehicles with a 
higher wind profile than cars and SUVs. 

 
• Residents should be advised they should be ready for a long, slow trip. Public safety personnel 

must be deployed along major transportation routes to help vehicular traffic flow as smoothly as 
possible.  

 
• Implementation of a form of “Road Ranger” should be considered. The “Road Ranger” fleet, 

utilized in Florida, position their trucks along major stretches of evacuation routes and is designed 
to assist stranded motorists and minimize traffic congestion caused by breakdowns. The trucks are 
equipped to make minor car repairs, assist with non‐injury accidents and communicate with law 
enforcement and emergency services. The services include: 

 
• Minor vehicle repairs (tire changes, fuel/fluid replacement, belt and hose replacement, 

etc.)  
• Removal of vehicles from travel lanes  
• Securing minor, non‐injury accident scenes  
• Debris removal from the roadway  
• Free use of a cell phone to contact assistance  
 

• The 311 phone number, unique to NYC, provides the public with quick and easy access to all New 
York City government services and information. For NYC residents, the 311 call center should be 
scaled up to meet the demands for an emergency situation. Since the 311 call center uses a state‐
of‐the‐art database of information and services about government, information would be updated 
in real time, and the public will have the most current information during the evacuation. 
Information could be relayed to evacuees regarding shelter availability and road conditions. 
Additionally, the 311 call center allows access to translation services in over 170 languages; 
therefore, even non‐English speaking individuals would access accurate information in their own 
language. It should be noted that only NYC, at this time, utilizes a 311 call center.   
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• Since ferries are a critical component to this area during evacuations, monitoring and assistance 

should be directed to ferry landings to ensure crowd control and minimal wait times. Since ferries 
have to shut down operations early in the process, evacuations of Fire Island and Shelter Island 
will need to occur as soon as hurricane warnings are issued.* (Ferries will need to commence 24 
hours before the arrival of tropical storm force winds.) 

 
• Where possible, all available transportation should be used to evacuate residents. This would 

include: school buses, private buses, taxis, liveries and commuter vans. Centrally designated hubs 
in each of the boroughs should be identified and evacuees should be directed to them for pick up 
and evacuation.  

 

NEW YORK STATE DEPARTMENT OF TRANSPORTATION INPUT 
The New York State Department of Transportation (NYSDOT) after reviewing the Technical Data Report 
included the following information for incorporation to this work.  
 

• NYSDOT activated a real time intermodal traffic informational service which can be accessed by 
calling “511” or going to www.511ny.org. 

 
• The Long Island Region also has websites for real time traffic cameras at www.informny.com and 

www.informny.mobi for cell phones with internet access. 
 
• These real time traffic sources are linked to TRANSCOM and the Regional Intelligent 

Transportation Systems. There are also various NYSDOT Transportation Management Centers 
(TMCs) in New York City, the Hudson Valley, and Long Island which are also vital information 
sources for operational planning and real time monitoring of conditions before, during and after 
evacuations. The cameras, traffic counting devices, and field reports from these are all valuable 
sources of information for decision makers. 

 
• The general public will be advised as airports close thus eliminating traffic that may be headed 

there as a means for evacuating. 
 
• Any bridges leading to the “mainland” will be monitored and the public will be warned of 

impending closures. This should prevent motorists from traveling hours only to reach a closed 
bridge and then being stuck in New York City with their anticipated route closed and no planned 
shelter from the storm. This type of bridge coordination should also be in place between the MTA 
(Bridges and Tunnels) and the Counties of Nassau and Suffolk as well as the boroughs of Brooklyn 
and Queens. TRANSCOM, the TMCs and the other informational services and media outlets should 
also be advised of any bridge closures. Additionally, if the NYSDOT anticipates locking bridges 
down at the onset of sustained tropical storm force winds, coordination will be handled with the 
United States Coast Guard. 
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 • The NYSDOT HELP (Highway Emergency Local Patrol) provides motorist assistance to vehicles 
traveling on interstate roadways, parkways, and expressways on Long Island, New York City, and 
the Lower Hudson Valley as well as other areas of the state. Ninety eight service trucks, including 
backup trucks, cover distinct patrol areas, or beats. The trucks are operated by NYSDOT 
employees as well as other service providers. The program is coordinated and monitored by the 
NYSDOT TMCs. The program, begun in response to the need to reduce congestion due to 
nonrecurring incidents, has grown into one of the nation’s largest and most successful roadway 
service patrol programs. 

 
• The use of pre‐positioned tow trucks involves multi‐jurisdictional coordination. While it is an 

excellent idea, it will require a good deal of advance planning to make it work. 
 
• Green light timing maximization is a good idea to maximize the traffic flow. Again, this is a multi‐

jurisdictional issue. On Long Island for instance many of the east‐west routes on the Island are 
state roads, but in Suffolk County, the north‐south routes are owned by other jurisdictions. In 
Nassau County, the limited access north‐south routes that the state owns are mostly parkways 
which have height restrictions and plans must be made for the anticipation of tall vehicles. 

 
• NYSDOT recognizes the impact railroad crossings may have on evacuation traffic. Coordination 

must occur between the railroad companies to coordinate train schedules. More specifically, in 
Nassau County, the southern rail line along Sunrise Highway (SR27) is elevated, therefore 
evacuating vehicles that are heading northbound pass a traffic signal and go under a bridge. In 
Suffolk County, the rail lines are primarily at grade crossings requiring traffic to cross tracks across 
the roadway. In these areas, coordination must take place between the Long Island Power 
Authority (LIPA), the Long Island Rail Road (LIRR) and the evacuation event. Both LIPA and LIRR 
have infrastructure protection measures that must take place. The shut down of substations, the 
protection of rolling stock, and the removal of crossing gates must all be coordinated to not be an 
impediment to evacuation traffic. 

 
• Even though the report states the throughput, or flow rate, of the evacuees could be 10 to 15 

percent less than modeled, the NYSDOT feels that based on Long Island commuter peaks, the flow 
rates could be compromised even more. Issues like day of week, time of day, construction 
projects on routes, permit operations and other factors could all compromise the throughput of 
traffic. 

 
• As part of the evacuation, the host communities must be prepared to enhance their logistical 

supply chain to feed and provide medicines to the additional people that are in their communities. 
 
• NYSDOT, while recognizing the focus of the study is evacuations, the component of re‐entry 

should be mentioned. The primary issues will be that as soon as the storm passes, evacuees are 
going to want to return home. Coordination between the Regional Emergency Liaison Team (RELT) 
and the NYS Transportation Infrastructure Group (TIG) will maximize this operation. The TIG is 
focused on providing timely situational awareness of the intermodal transportation network and 
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 removing debris to restore the transportation and utilities. The RELT needs this information to be 
able to make decisions on where and when the public can or can not re‐enter. It will be beneficial 
to all involved to strengthen the relationship between the RELT and the TIG. 

 
The NYSDOT recognizes the transportation capacity in the New York City Metropolitan area is a finite 
commodity; therefore, to increase its effectiveness, only those that need to evacuate should do so.  
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